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Introduction

This technical memorandum presents the results of the City of Portland source investigation,
conducted between May 27t and June 3rd, 2015, in Outfall Basin 22. The City’s BES Portland
Harbor program conducted this investigation in response to recurring reports of oil sheen in the
vicinity of Outfall 22 (OF-22) and recent discussions with the USCG, DEQ, BES Pollution
Prevention staff, and representatives from industrial sites in the basin.

Basin 22 is located on the west side of the Willamette River in the Willbridge area, which largely
consists of bulk fuel terminals that have been in operation since the early 1900s. The basin
includes drainage from Forest Park, a small residential and commercial area, Highway 30, and an
industrial area between Highway 30 and the river. The majority of the developed area consists of
industrial sites that are evaluating contaminant pathways to the river under DEQ Cleanup
Program oversight to determine whether additional source controls are needed. Due to the
nature and extent of site-related contamination, Cleanup Program work has included evaluation
of stormwater and preferential groundwater discharges into and along the Basin 22 conveyance
system. Remedial investigation of the bulk fuel terminal area dates to the late 1970s, and has
entailed site-specific work under individual agreements with DEQ and collaborative work on the
groundwater concerns by three of the terminals under a Consent Order with DEQ for the
Willbridge Bulk Fuel Area. In 2013 under an Intergovernmental Agreement (IGA) with DEQ for
investigation of sources to City outfalls in Portland Harbor (DEQ, 2003), the City concluded that
all major contaminant sources in the basin had been identified and would be controlled by DEQ
Cleanup and Water Quality programs (BES, 2013).
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OUTFALL BASIN 22 INVESTIGATION

Frequent observations of petroleum sheen at OF-22 indicate that current controls at known
sources are not adequate and/or that there are unknown sources present. The objective of the
investigation described in this memorandum was to identify specific source areas and pathways
to the Basin 22 conveyance system that warrant further investigation, control, and/or
enforcement under City, state, or federal authority. Other investigations contributing to this
specific City investigation include ongoing work by the USCG, the Willbridge-area sites (Sites),
and the City to identify an intermittent source of oil sheen to OF-22.

Investigation results indicate that preferential groundwater pathways to the Basin 22 conveyance
system are present and that contaminants present in dry-weather flow entering the municipal
system are a potential source of sheen observed at the outfall and warrant control. System
investigation also identified an area of the system where inline solids indicate that a historical
release occurred. Source investigation activities, findings, and recommendations are described in
detail below.

Background

Conveyance System Configuration and Drainage Basin

OF-22 discharges to the west side of the Willamette River at approximately River Mile 7.8 (see
Figure 1) in an area known as Willbridge Cove, and drains approximately 95 acres. Basin 22
includes a portion of Highway 30 (i.e., major transportation land use). Land use in the basin on
the west side of Highway 30 (NW St. Helens Road) is predominantly open space (Forest Park),
with a small mixed commercial and residential area. Land use on the east side of NW St. Helens
Rd. is heavy industrial.

The U.S. Environmental Protection Agency (EPA) has designated the inriver area in the vicinity
of OF-22 as an Area of Potential Concern (AOPC 16) based on elevated concentrations of metals,
polycyclic aromatic hydrocarbons (PAHs), and other contaminants in river sediment (EPA, 2010).
In addition to OF-22, 11 non-City outfalls also discharge to AOPC 16 in the area of Willbridge
Cove, and there are three docks within the cove. Due to a history of releases from Sites to the
outfall, the Sites installed and maintain a containment boom around OF-22 as part of ongoing
sheen response activities (ARCADIS, 2009a) and constructed a cutoff collar and liner in the
portion of the conveyance system between NW Front and the outfall to control preferential
migration of contaminated groundwater into and along this segment of Basin 22.

The conveyance system consists of two main branches (i.e., NW Doane Avenue and NW Front
Avenue) that combine at a manhole east of NW Front Avenue and discharge to OF-22 via a 60-
inch-diameter pipe. Surface drainage from Forest Park passes through a water quality swale
before joining with stormwater flow from the developed area west of Highway 30 and drainage
from the roadway. This drainage then flows into the NW Doane Avenue branch of the system,
which serves the adjacent bulk oil terminals (i.e., Chevron Willbridge Distribution Terminal and
Phillips 66 Company). The NW Front Avenue branch extends south from NW Doane Avenue
and serves the former Chevron Asphalt facility on the west side of NW Front and the McCall
Oil/Brenntag Pacific facilities on the east side of NW Front.
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OUTFALL BASIN 22 INVESTIGATION

Potential Petroleum Source Areas

Known potential source areas include six DEQ Cleanup Program sites in Basin 22, as listed in
DEQ’s Environmental Cleanup Site Information (ECSI) database. Four of these sites are bulk fuel
and/or chemical storage facilities (Chevron-Willbridge Distribution Terminal, Chevron USA
Asphalt, Unocal - Willbridge Terminal/Phillips 66, and McCall Oil). Small portions of the
remaining two sites (Oregon Department of Transportation - ODOT and Burlington Northern
Santa Fe Willbridge Yard) are included in the basin. General locations of these sites are shown on
Figure 1, spatial extent of each site is shown on Figure 2, and known piped connections from each
site to the Basin 22 conveyance system are shown on Figure 3.

Two of the six ECSI sites (Chevron USA Asphalt - ECSI #1281 and McCall Oil - ECSI #134)
completed a Source Control Evaluation (SCE) under DEQ oversight, and received Source Control
Decisions from DEQ (DEQ, 2010 and 2014). These decisions conclude that contamination at these
sites has been characterized and controlled to the extent feasible and that these sites are not
significant ongoing sources of contaminants to the Willamette River. SCEs are underway at the
four remaining ECSI sites to identify all potentially complete pathways to the river, to determine
whether site contaminants are migrating offsite via those pathways, and to implement source
controls where needed.

Industrial sites that are covered by National Pollutant Discharge Elimination System (NPDES)
stormwater regulations also were considered as potential sources of sheen to the City conveyance
system, because permit coverage is based on the nature of the industrial operation and the
potential for stormwater to be exposed to pollutants associated with industrial operations.
Current industrial stormwater permittees within the basin are shown on Figure 1.

The area west of NW St. Helens Rd. is not likely to contain significant sheen sources. The majority
of the drainage in this area is from Forest Park, and the developed area is a mix of residential and
small commercial properties. City review of stormwater data collected by the Sites (ARCADIS,
2012a) to represent basin stormwater coming into the system upstream of terminal connections
did not indicate that significant contaminant sources were present in this portion of the basin
(BES, 2012a).

Previous Investigations

e The City completed an inline solids source investigation in Basin 22 in 2006 under an
ongoing IGA with DEQ (DEQ, 2003), to determine whether there were major contaminant
sources in the basin (BES, 2008). Results indicated that metals (copper and zinc), PAHs,
and bis(2-ethylhexyl)phthalate sources were present, but that exceedances of DEQ/EPA
Joint Source Control Strategy (JSCS) screening levels were relatively low (DEQ/EPA,
2005).

e In 2007-2008, the Lower Willamette Group collected stormwater and sediment trap data
in Basin 22 at a point representing all piped discharges to the basin (Anchor and Integral,
2008), and the City evaluated these data to determine if the results changed the City’s
conclusions about the need for additional source tracing. Based on the results of these
data and site investigation results, the City concluded that sources had been identified,
that all identified sources were in an appropriate program for subsequent Site
investigation and control, and that further City source tracing in Basin 22 was not needed
(BES, 2010).
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OUTFALL BASIN 22 INVESTIGATION

e In 2010-2011, the Chevron Willbridge and Unocal-Willbridge Terminal (now Phillips 66)
sites jointly collected stormwater upgradient and downgradient of the Terminal to meet
DEQ Cleanup Program requirements (ARCADIS, 2012a). Results of those evaluations are
still under DEQ review.

Recent Sheen Report Response

On April 22, 2015, BES representatives from the Environmental Compliance and Portland Harbor
programs met with USCG, DEQ, and Site representatives to discuss the recent history of sheen
observations at OF-22. Sites monitor the outfall and surrounding area and report sheens
observed at OF-22 to DEQ and the City under the Outfall Inspection and Sheen Response Plan
(ARCADIS, 2012b) approved by DEQ. The City was not involved in the development or
approval of the plan. When sheens are observed, Site representatives investigate possible Site-
related source areas. The BES Spill Protection and Citizen Response (SPCR) program also
conducts investigations when it receives reports of sheens that may be related to discharges from
OF-22. Analytical data have been collected by the USCG, the City SPCR Program, and Sites as
part of sheen response and are managed by those respective entities.

As an outcome of the April meeting, BES agreed to coordinate with the USCG on a targeted
comprehensive investigation of the Basin 22 system in an effort to identify specific sheen sources.

Sheen Source Investigation

Investigation Overview

As part of the Environmental Compliance sheen response effort, the City conducted video
surveys of the NW Doane Avenue branch, the NW Front Avenue branch, and the main line
between NW Front Avenue and the outfall in April and May 2015. The purpose of the video
surveys was to identify specific segments of the system where further investigation was
warranted (e.g., suspicious staining or discharges, inline solids accumulation, etc.). Based on a
review of the video surveys, the City developed a sampling plan (see Attachment A) to describe
forthcoming sheen source investigation and response plans. The investigation activities
summarized in this technical memorandum represent a comprehensive three-day effort to look at
a variety of potential sources and pathways to the Basin 22 system. Work conducted for this
portion of the sheen investigation included: sampling and analysis of 1) sediments immediately
adjacent to the outfall pipe; 2) inline solids; 3) dry-weather flow; and 4) wipes of stained areas
within the conveyance system. The City analyzed all samples for total petroleum hydrocarbons
(TPH) via the NWTPH-HCID method, with quantification of detected petroleum constituents if
sample volume was sufficient. In addition, field crews submitted samples of dry-weather flow
for PAH analysis via method SM8270-SIM and collected field readings for conductivity.

Field Activities

Sampling Locations and Procedures

BES field crews investigated the outfall and each manhole along the Doane and Front Avenue
branches to identify sampling locations for sediment, inline solids, dry-weather flow, and wipes.
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OUTFALL BASIN 22 INVESTIGATION

Actual locations were selected based on solids and flow availability, evidence of suspicious
stains, and knowledge of drainage areas served by connecting laterals. The City conducted the
sampling activities consistent with the City’s Amended Programmatic Quality Assurance Project Plan
(BES, 2007a) and Amended Programmatic Sampling and Analysis Plan (BES, 2007b) for collection of
water and solids samples for the City of Portland Outfalls Project. At some locations, the USCG
requested BES field crews to collect split samples or separate samples (e.g., netted sheen samples
and/or wipe samples) for analysis by the USCG. This report does not include the results of the
USCG analyses. Sampling locations are summarized by sampling matrix in Table 1 and are
shown on Figure 4.

Sample collection took place over three days: May 27th, May 28th, and June 34, 2015. Field crews
began at the outfall and then worked their way up-the-pipe along each main branch from
downstream to upstream. Weather conditions on May 27t and May 28t were dry, with more
than two weeks of antecedent dry period (i.e., rainfall < 0.10 inches over each 24-hour period).
Shower activity on June 1st and 2nd resulted in 0.18 inches and 0.11 inches of rain being recorded
at the BES Water Pollution Control Laboratory (WPCL) rain gage on those days. Recordable
rainfall did not occur during sample collection activities on June 3. Due to these conditions,
flow observations made on June 3rd could reflect both stormwater and preferential groundwater
discharges from adjacent upland areas.

A total of one outfall sediment sample, fourteen inline solids samples, fourteen dry-weather flow
samples, and eleven wipe samples were collected to investigate possible sheen sources to Basin
22. Field crews also collected an equipment blank sample for quality assurance. Photographs of
the sampling locations are provided in Attachment B. Field notes taken during sampling
activities are provided in Attachment C. Additional details regarding sample collection and
analysis are provided below.

Outfall Sediment Sample

Inspection of OF-22 indicated that the river level was below the elevation of the outfall pipe and
that pockets of sandy sediment and iron bacteria were present between the outfall and the river
edge (see Photo 2). Chevron maintains multiple booms around the area to which the outfall
discharges, and a sheen was evident in the boomed area at the time of sample collection (see
Photos 1 and 3). The field crew collected a surface sediment composite sample from the area
adjacent to the outfall by collecting three subsamples of approximately equal volume, from three
discrete location, homogenizing them into one sample, and filling the sample jars. BES provided
a split sample to the USCG.

Conveyance System Samples

Outfall Main

Outfall 22
¢ Dry-weather flow sample from the outfall (dry-weather flow from the outfall is visible in
Photo 2).

Manhole AAMO077

This is the junction of the Doane and Front Avenue branches, and the beginning of the lined
section of the system (i.e., groundwater not expected to infiltrate directly to the system between
this location and the outfall).
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e Three dry-weather flow samples: outgoing line, incoming line from Doane, incoming line
from Front (see Photos 4-6).

Doane Avenue Branch

Manhole AAMO080
¢ Inline solids from main line upstream of manhole (see Photo 7).
e Dry-weather flow from manhole.

Manhole AAMO075
Two site laterals (Chevron #1 and Phillips #1) connect at this location (see Photos 9-10).
e Two inline solids samples: upstream of manhole in main line and on shelf in manhole (see
Photos 11-12).
e Two dry-weather flow samples: main line downstream of manhole and from Chevron #1
lateral. Flow observed in Phillips #1 lateral but not enough volume to sample.
e Three wipe samples due to observance of stains and possible sheen: Chevron #1 lateral,
Phillips #1 lateral, and shelf near bottom of manhole invert.

Manhole AAMO076
¢ One inline solids sample from outgoing line.
e One wipe sample from small dry stain on underside of sanitary lateral crossing through
manhole chamber (see Photos 13-14).

Wye APA018
This is a lateral line (Phillips #2) that enters the main line from the south between manholes

AAMO076 and AAMO86 (see Photo 15).
¢ One dry-weather flow sample from water entering main from space below the Phillips #2
lateral line (i.e., preferential flow along the underside of the lateral line). Floating and
suspended black droplets observed in sample (see Photo 16).
¢ One wipe sample from a dark stain on the upstream side of the Phillips #2 lateral
connection.

Manhole APA016
Three incoming private lines enter this manhole from the Phillips 66 site and discharge to NW
Doane via the APA018 wye.

¢ One dry-weather flow sample from manhole.

¢ One wipe sample from stained area within manhole chamber (see Photo 17).

Manhole AAMO086
¢ One inline solids sample from outgoing line (see Photo 18).

Private manhole to lateral AQB059

Access point to Chevron #2 lateral that has a blind connection to the Doane Avenue main.
¢ One dry-weather flow sample from manhole (see Photos 19-20).
e Two wipe samples from stained areas around two inlets to private manhole.

Manhole AAP794
Point of connection for lateral line from south (Phillips #3).
¢ One inline solids sample from outgoing main line (see Photo 22).
e Two dry-weather flow samples: one from Phillips #3 lateral (see Photo 21) and one from
incoming main line to manhole.
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Manhole ANV453
Location where two lines from Phillips 66 site converge before discharge to AAP794 (see Photos
23-24).

e Two wipe samples: one from east lateral and one from east side of manhole invert.

Manhole AAP792
Point of connection for lateral line from north (Chevron #3).
¢ One dry-weather flow sample from Chevron #3 (see Photo 25).

Manhole AAP791

Upstream of all bulk oil terminal connections.
¢ One inline solids sample upstream of manhole in main line (see Photo 26).
¢ One dry-weather flow sample in manhole (see Photo 27).

Front Avenue Branch

Manhole AAMO078
Downstream of all connections to the Front Avenue branch.
¢ One inline solids sample from incoming main line (see Photo 28).
¢ One wipe sample from infiltration area around manhole collar (see Photo 29).

Manhole AAP799
Point of connection for McCall #3 lateral and historical connections from former Chevron
Asphalt facility.
e Two inline solids samples: one from outgoing line and one from incoming inactive 15-
inch lateral from the west (see Photos 30-31).

Manhole AAP796
Access point on inactive line to which former Chevron Asphalt site had two connections (now
abandoned).

¢ One inline solids sample upstream of manhole in 8-inch lateral from the north (see Photo
32).
Manhole AAP800
Current point of connections for Chevron Asphalt site and McCall #5 lateral. Inline solids
observed midway up pipe walls, only upstream of manhole.

¢ One inline solids sample from material caked on pipe walls, upstream of manhole (see
Photo 33).

Unmapped Catch Basin on South Side of NW Front
Located on the south side of the unpaved portion of the right-of-way (i.e., in the gravel area
between the curb and the Chevron Asphalt site). Orientation of discharge line suggests
connection to Front Avenue branch between manholes AAP799 and AAP800.

¢ One inline solids sample (see Photos 37-38).

Catch Basin ANF249
Located on the south side of the unpaved portion of the right-of-way, and discharges to catch
basin ANF248.

¢ One inline solids sample (see Photos 39-40).
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Summary of Results

Laboratory results are summarized in Tables 2 through 4 and displayed on Figures 5 through 7.
Attachment D includes the laboratory reports and accompanying Laboratory Data Quality
Assurance/Quality Control (QA/QC) Review memorandum for each of three sample batches.

The TPH scans detected petroleum hydrocarbons in the outfall sediment sample, three of the
seven inline solids samples from the Doane Avenue branch, and all seven of the inline solids
samples from the Front Avenue branch. The highest concentrations in solids were found in the
Front Avenue branch in a sample collected from the walls of the main line upstream of manhole
AAPS800.

TPH scans of the dry-weather flow samples indicated that petroleum constituents were present at
the outfall and in the Doane Avenue branch (seven of eleven samples) but are not present in dry-
weather flow from the Front Avenue branch. Subsequent quantification indicated that diesel-
range and lube oil-range constituents were present. Quantification of gasoline-range
hydrocarbons per the TPH method was not possible in the dry-weather flow samples because
separate samples were not collected in the appropriate container for this purpose. However,
PAH analysis (per method SM8270-SIM) also was conducted on all dry-weather flow samples.
PAHs were detected in all samples, with the highest concentration observed in the Doane
Avenue branch at the Phillips #2 lateral connection.

TPH was detected in two of the eleven wipe samples - both on the Doane Avenue branch, and
both affiliated with lateral connections from the Phillips 66 facility.

Data Evaluation

The investigation utilized three sample matrices (sediment and inline solids, dry-weather flow,
and surface wipes) to evaluate potential sources of sheen to Outfall 22. Results indicate that
petroleum sources to the Doane Avenue and Front Avenue branches are present, and sources are
not likely to be present between Front Avenue and the outfall. The dry-weather flow pathway is
the primary concern on the Doane Avenue branch. On the Front Avenue branch, field
observations and inline solids results indicate that contaminated solids are present from an
unknown source near the upper end of the branch. Results from the two branches are evaluated
in more detail below.

Laboratory analysts noted difficulty in quantifying petroleum hydrocarbon components in the
diesel, lube oil, and gasoline ranges (see Attachment D) due to overlaps of peaks with range
patterns. Therefore, in some parts of this discussion, quantified hydrocarbon fractions have been
summed into a total TPH concentration.

Doane Avenue Branch

Most inline solids samples from this branch did not have detectable levels of TPH, and total TPH
concentrations were <300 milligrams per kilogram (mg/Kg) for the three samples in which
hydrocarbons were detected. The ten wipe sample locations on this branch primarily were
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associated with lateral connections from the Chevron and Phillips 66 facilities. Two samples,
both affiliated with lateral connections from the Phillips 66 facility, indicated the presence of
diesel-range hydrocarbons.

Dry-weather flow results and observations are compelling, and indicate that this continues to be
a significant pathway to the river via OF-22. Figure 8 displays concentrations of total PAHs in
dry-weather flow samples collected during this investigation, plotted on the DEQ guidance curve
for total PAHs in stormwater discharged from Portland Harbor heavy industrial sites. The knee
of this stormwater curve is at approximately 1.0 pg/L (micrograms per liter); concentrations
above the curve inflection (i.e., on the rising limb) indicate concentrations that are higher than
typical concentrations in stormwater from heavy industrial sites. Although Basin 22 data do not
represent stormwater flows (i.e., samples were collected during dry-weather conditions),
comparison to this curve is a useful line of evidence in determining whether source controls may
be warranted. As shown on the curve, concentrations in the main line to the outfall and the
Doane Avenue branch are all on the rising limb of the curve. Concentrations at and around the
Phillips #2 lateral (see Figure 3) plot off the chart.

Observations made by field crews in the line indicate the presence of groundwater infiltration at
all six of the lateral connections from the Chevron and Phillips 66 facilities. Although infiltration
was not observed in the Doane Avenue main line, staining and mineral deposits were observed
at joints and seams, which may indicate that groundwater infiltrates directly to this branch under
some conditions (e.g., higher groundwater elevation). The highest concentrations (total PAHs of
18 and 67 pg/L respectively) were observed in and adjacent to the Phillips #2 lateral (see Photos
15 and 16 in Attachment B). In 2008 the Phillips 66 site implemented measures to control
groundwater infiltration at this lateral, including lining manhole APA016 (see Photo 17), lining
the lateral between the manhole and the junction with the Doane Avenue line, and patching the
joint between the Phillips #2 lateral and the main line (i.e., at wye APA018).1 Field crews
observed flow discharging to the Doane Avenue line both from the Phillips #2 lateral and from
the outside of the lateral where it joins the Doane Avenue line. The sample collected from the
outside of the Phillips #2 lateral had the highest concentration of total PAHs and observable
suspended material that resembled petroleum product (see Photo 16).

Elevated total PAHs also were observed in the Chevron #1 and Chevron #2 lateral lines. Flow
volume in the Phillips #1 lateral line was not sufficient to collect a sample, and total PAHs in the
Chevron #3 and Phillips #3 laterals were on the flatter portion of the DEQ curve.

Table 3 also compares individual PAH concentrations to relevant screening level values (SLVs)
for groundwater discharges to Portland Harbor (DEQ/EPA, 2005). SLVs were exceeded in every
dry-weather flow sample except in the Chevron #3 lateral sample. The SLV exceedances were up
to more than two orders-of-magnitude.

In conclusion, Doane Avenue branch dry-weather flow and inline solids data do not indicate that
significant sheen sources are present upgradient of the Willbridge terminal facilities. Elevated
PAH concentrations in dry-weather flow being discharged to the Doane Avenue branch from the
Chevron and Phillips 66 facilities are potential sources of sheen being observed at the outfall.
This pathway has been under investigation at both Sites under DEQ oversight. Investigation

1 Job #EP8554 constructed by Stratus Corporation on behalf of the ConocoPhillips Willbridge Terminal. August 2008.
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results indicate that additional source controls are needed to address the preferential pathway to
the river via the Basin 22 conveyance system.

Front Avenue Branch

In the Front Avenue branch, one dry-weather flow sample, one wipe sample, and seven inline
solids samples were collected and analyzed. The dry-weather flow sample and the wipe sample
were both collected at the downstream end of the branch, and neither sample indicated
significant presence of petroleum hydrocarbons (see Tables 3 and 4 and Figures 6 and 7). The
inline solids results indicate that a petroleum hydrocarbon source (or sources) is present in the
upper end of the branch (see Table 2 and Figure 5).

Three inline solids samples were collected from the main line; petroleum hydrocarbons were
detected in all three samples, at concentrations ranging from 190 mg/Kg at the manhole
downstream of all connections to the branch (manhole AAMO078) to 123,000 mg/Kg in a sample
collected upstream of manhole AAP800. An elevated concentration (11,400 mg/Kg) was also
detected in a sample collected in an inactive lateral connection to manhole AAP799, (downstream
of AAP800) but comparison of chromatograms from the TPH analyses confirms that material in
the lateral was likely from a similar source as the source to manhole AAP800 (i.e., observed solids
were deposited into the lateral from the upstream main line, not from the lateral itself). Chevron
confirmed via video surveys that all connections to the storm line between manholes AAM084
and AAP796 have been abandoned with permanent caps (ARCADIS, 2009b). Therefore, because
this lateral line is inactive, any solids present in this lateral originated from degradation of the
piping and invert materials and/or deposits of solids from flows to manhole AAP799 from points
upstream.

At the location where the solids sample with the highest TPH concentration was collected
(upstream of manhole AAP800), the solids were caked on the walls of the main line (see Photo 33,
Attachment B), rather than being part of the bedload typically found in the bottom of the pipe,
such as was observed at manhole AAP799 downstream of this location (see Photo 30). This
unique position within the pipe indicates that these solids were likely deposited during a large
discharge event. The segment of the main line immediately downstream of manhole AAP800 did
not have this same pattern of oily solids on the pipe walls (see Photo 34), and the only other
upstream manhole (AAP802) did not have the same solid material present at or downstream of
the manhole (see Photos 35 and 36). The pattern on the pipe walls upstream of AAP800 suggests
that there may have been floating petroleum product in a higher-volume discharge to the system
(e.g., spill, tank release, etc.) that resulted in material adhering to the pipe walls as the flow
subsided. City spill records did not indicate recent large releases from the two facilities
(McCall/Brenntag and Chevron Asphalt) that discharge at and upstream of this location (see
Figure 3); however, not all illicit releases are reported to the City.

The City also investigated two catch basins on the south side of NW Front Avenue, in a gravel
portion of the right-of-way between manholes AAP799 and AAP802 (see Figure 4).2 Trucks have
been observed parking in this area (see Photo 41) so these inlets were identified as potential
pathways for contaminated solids to enter the storm system on the Front Avenue branch.

2 A review of construction drawings for the Front Avenue line did not include these catch basins. No record of construction or
connection to the Front Avenue line has been found.
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Analytical results indicate that petroleum hydrocarbons are present (360 mg/Kg total TPH) but
are not at the elevated concentrations similar to those found at main line locations downstream.

The City concludes that the dry-weather flow pathway from the Front Avenue branch does not
appear likely to be a significant source of petroleum sheen observed at Outfall 22, but that a
significant source or sources of petroleum-contaminated solids is present in the upper portion of
this branch. Residual solids in this branch represent a potential future source of sheen to the
outfall, but likely did not contribute to the sheen observed at the outfall at the outset of this
investigation on May 27, 2015. Dry-weather flow and inline solids samples collected at the
downstream end of the branch did not indicate elevated TPH concentrations, and the solids with
the highest concentration were deposited on the walls of the pipe above the level of the dry-
weather flow.

Recommendations

This investigation was conducted in support of ongoing efforts by the BES Portland Harbor and
Pollution Prevention programs to identify and control sources of petroleum contaminants to the
Basin 22 conveyance system. The following recommendations are based on these findings and on
available information from the DEQ Cleanup Program on work completed to date related to the
ECSI sites discharging to Basin 22.

DEQ:

1. Require the Chevron Willbridge and Phillips 66 facilities to control contaminated
groundwater discharges to Basin 22 under DEQ Cleanup Program oversight. The need
for more substantive investigation and possible controls related to preferential pathways
to the Doane Avenue branch was identified by the City several years ago (BES, 2012a and
2012b) but no additional work has been done.

2. Facilitate review and revision of the Outfall Inspection and Sheen Response Plan and
involve BES Pollution Prevention in that process. It was noted during the meeting that
sheen observations were not always reported to the City in a timely manner and did not
meet City Code reporting requirements. City code prohibits discharge of sheen to the
municipal stormwater conveyance system. Updates to the plan should include routine
monitoring of Site laterals at Site manholes to determine if sheens are present.

3. Pursue City enforcement action in response to contaminated discharges to the NW
Doane Avenue storm line. Field observations and analytical results indicate that dry-
weather flow discharges from the Chevron Willbridge and Phillips 66 facilities warrant
referral to the BES Environmental Compliance Officer for potential enforcement under
City Code 17.39.040.

4. Clean the section of the Front Avenue branch between manholes AAP802 and AAMO083
to remove contaminated inline solids and conduct post-cleaning video survey to
confirm that material in pipe bottom and adhered to pipe sidewalls has been removed.
Because no responsible party has been identified for contaminated solids observed in this
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portion of the system, the City should conduct this work and pursue cost recovery if a
responsible party is identified at a later date.

5. Consult with Maintenance Engineering regarding abandonment of the inactive
connection from manhole AAP796 to manhole AAP799 on the Front Avenue branch.
Line condition is poor between manholes AAM084 and AAP799 and there are no current
or likely future connections to this line.

6. Consult with Maintenance Engineering regarding abandonment of the two catch
basins in the unpaved portion of the right-of-way on the south side of NW Front
Avenue, between manholes AAP799 and AAP802. No record of inlet construction was
found, indicating that these inlets may have been installed by a private party without City
approval. These inlets are located in an impervious area where stormwater should
infiltrate, and represent an obvious source of solids loading to the Basin 22 system.
Tanker truck parking has been observed in the immediate vicinity of the inlets, so
abandonment will also result in increased protection from releases to Basin 22.

7. Communicate investigation findings on NW Front Avenue to BES Industrial
Stormwater Program inspectors for the McCall/Brenntag and Chevron Asphalt sites for
follow up and technical assistance on identifying potential onsite sources to the NW
Front Avenue branch. NPDES industrial stormwater permits are in place at the McCall,
Brenntag, and Paramount Petroleum (operator at the former Chevron Asphalt site)
facilities and routine inspections occur. Inspectors should confirm that illicit batch
discharging to the system of petroleum-contaminated water is not occurring.

8. Obtain results of USCG samples collected during this investigation to determine if
their data indicate any additional potential source areas or pathways.

9. Continue to implement sample collection protocols during sheen response events, and
consider analyzing water samples for PAHs (at low detection limits) in addition to the
TPH scan. Future data during actual sheen events will help to pinpoint ongoing sheen
sources to the system. PAH analyses per method SM8270-5IM can attain lower method
reporting limits than the NWTPH quantification methods, and DEQ screening level
values for PAHs are available for data evaluation.

This investigation met the objective of identifying potential sources and pathways for petroleum
sheen to enter the Basin 22 conveyance system. Response actions by identified sources, DEQ, and
the City are needed to address investigation findings.
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Table 1. Sampling Locations

OUTFALL BASIN 22 INVESTIGATION

Sfanch | Locstion | Code | Pesription
Outfall Sediment Sample
Outfall OF-22 22 8 g:(;)grz.posite of 3 subsamples collected between end of outfall pipe and river
Inline Solids Samples
AAMO080 22 11 Upstream of manhole in 48 main.
AAMOTS 22 14 Shelf in west side of manhole chamber with mineral deposit at seep area.
22 16 Upstream of manhole in 48 main.
I?:\?:_e AAMO76 22 18 Downstream of manhole in 48 main.
AAMO086 22 19 Downstream of manhole in 48 main.
AAP794 22 28 Downstream of manhole in 48 main.
AAP791 22 33 Upstream of manhole in 27" main.
AAMO078 22 34 Upstream of manhole in 30" main.
22 36 Downstream of manhole in 30” main.
AAP799 - -
22 37 Upstream of manhole in 15” lateral line from the southwest.
Eront Ave. AAP796 22 38 Upstream of manhole in 8” lateral from north.
Unmapped 29 41 Catch basin in gravel area connected to main between AAP799 and
CB - AAP800.
AAP800 22 39 Upstream of MH in 18” main.
ANF249 22 40 Catch basin in gravel area connected to catch basin ANF248.
Dry-Weather Flow Samples
outfall OF-22 22_8W Discharge from OF-22 (AAMO079).
AAMO77 22 9W Flow in 60” line discharging from manhole.
AAMO77 22_4AW Flow in 48” line entering manhole from Doane Ave. line.
AAMO080 22 _10W | Water pooled in manhole invert.
22_15W | Flow in 48" line discharging from manhole.
AAMO75 - - - -
22 13W | Flow in lateral line entering from the north (i.e., “‘Chevron #1°).
Flow from beneath lateral line (i.e., between lateral pipe and sidewall of 48”
Doane APADL8 2221w main) entering from the south ((i.e., ‘Phillips #2”). PP
Ave. APA016 22 22\WW | Water pooled in manhole invert.
AQBO059 22 _24W | ‘Chevron #2.” Water pooled in manhole invert.
AAPTO4 22 27W | Flow in 12" lateral line entering from the south (i.e., ‘Phillips #3).
22 29W | Flow in 36” main line entering manhole (i.e., Doane Ave. main).
AAP792 22_32W | Flow in 12" lateral line entering from the north (i.e., Chevron #3’).
AAP791 22 6W Flow in manhole invert.
Front Ave. AAMO77 22 5W Flow in 30” line entering manhole from Front Ave. line.
Wipe Samples
22_14Wipe | Two wet stained areas within manhole invert on elevated shelf.
Doane AAMO75 22 _12Wipe | Wetted underside of lateral entering manhole from south (i.e., ‘Phillips #1°).
Ave. 22_13Wipe | Lateral entering manhole from north (i.e., ‘Chevron #1°).
AAMO76 22 _17Wipe | Stain on underside of sanitary line crossing through manhole chamber.
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OUTFALL BASIN 22 INVESTIGATION

System Sample Sample _—
Branch Location Code Description
APAOLS 22 20Wipe ‘Stal_n _adjace’nt to upstream side of lateral entering manhole from south (i.e.,
Phillips #27).
APAOLG 22 23Wipe S_tams on surface o_f r’na}nhole (_:hgmber below lateral from NE labeled “Scale
pit/garage roof drain’ (i.e., Phillips #2).
22 25Wipe ‘Staln on top ?f 16” lateral line entering manhole from the north (i.e.,
Chevron #2’).
AQBO059 : - - -
. Stain below 6” lateral line entering manhole from the NW (i.e., ‘Chevron
22 _26Wipe #27)
22 30Wipe Pra_nge mat’erlal below perched lateral line entering line from the east (i.e.,
ANV453 Phillips #37).
22_31Wipe | Stain on shelf on east side of manhole chamber.
Front Ave. AAMO078 22 _35Wipe | Wetted area at manhole collar.
Notes:

The City also collected samples for USCG at highlighted locations.
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Table 2
Basin 22 Sediment and Inline Solids Results

Outfall

NW Doane Avenue

NW Front Avenue

Outfall Basin 22 Investigation

Unmapped Catch Basin

Exposed sediments (1o AAMO8O  Manhole AAMO75  Manhole AAMo75  Mannole AAMO76 - Manhole AAMO8G  Manhole AAP794 - Manhole AAP791 Manhole AAMo7g  Manhole AAP799 - Manhole AAP799 Manhole AAPTI6 o0 ic otream of  Manhole AAPS00 Catch Basin ANF249
adjacent to end of . - . . - Downstream in 48 Downstream in Downstream in Upstream in . - Downstream in 30 Upstream in 15 Upstream in 8" lateral . - - R
Upstream in 48" line Solids from shelf Upstream in 48" line X - - - Upstream in 30" line . . . manhole AAP799) Upstream in 18" line Within catch basin
Outfall 22 line 48" line 48" line 27" line line lateral line line s :
22.8 22—;1 o8 22—;4 22—;6 22.18 2219 22.28 2233 22—3‘; 5 2236 2237 22.38 Within catch basin 22539 o 22540 0
W15E194-01 WISEL4 WISELS4-14 WISELS4-15 W15E194-17 W15E194-18 W15E199-05 W15E199-11 WISEL99-1 W15F041-01 W15F041-02 W15F041-03 ngiﬁﬁ-oe W15F041-04 W15F041-05
Class Analyte Units 5/27/2015 5/27/2015 5/27/2015 5/27/2015 5/27/2015 5/27/2015 5/28/2015 5/28/2015 5/28/2015 6/3/2015 6/3/2015 6/3/2015 6/3/2015 6/3/2015 6/3/2015
Total Solids (EPA 160.3M)
TS % 715 79.2 51.4 58.0 80.4 82.5 73.0 81.5 85.0 76.5 72.2 82.4 80.1 58.3 62.9
Total Petroleum Hydrocarbons Scan (NWTPH-HCID)
Diesel mg/Kg DET ND ND DET ND ND ND ND ND DET DET DET ND DET DET
Gasoline mg/Kg ND ND ND ND ND ND ND ND ND DET J DET ND ND ND ND
Lube oil mg/Kg ND ND ND DET ND ND DET DET DET DET DET DET DET DET DET
Total Petroleum Hydrocarbons - Diesel & Oil (NWTPH-Dx)
Diesel mg/Kg 81 NA NA 78 NA NA 28 U 25U 26 U 2,100 J 3,100 J 120 J 30J 37,000 J 33U
Lube oil mg/Kg 110 J NA NA 220 NA NA 200 130 190 4,800 8,300 770 330 86,000 J 360
Total Petroleum Hydrocarbons - Gasoline (NWTPH-Gx)
Gasoline mg/Kg NA NA NA NA NA NA NA NA NA 156 J 140 J NA NA NA NA
Notes:
DET = Detected
J = The result is an estimated quantity. The associated numerical value is the approximate concentration of the analyte in the sample.
NA = Not analyzed or not applicable
ND = Not detected
U = The analyte was not detected above the reported sample quantification limit.
mg/Kg = Milligrams per kilogram.
PAGE 1 OF 1
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Table 3
Basin 22 Dry-Weather Flow Results

Outfall Main

NW Doane Avenue

NW Front Avenue

Outfall Basin 22 Investigation

JSCS Water SLVs™"

End of outfall

Manhole AAM077

Manhole AAM077

Manhole AAM080

Manhole AAM075

Manhole AAMO075
DWF upstream in

Wye APA018

Manhole APA016

Manhole AQB059
DWEF within manhole

Manhole AAP794

Manhole AAP794

Manhole AAP792
DWEF upstream in

Manhole AAP791

Manhole AAM077

(Node AAM079) DWF dmﬁ/n_stream in  DWF upst_ream in 48" Surface sheen within DWF dmﬁ/n_stream in Chevron £1 lateral DWF at connection_ of Surface sheen within on Chevron #2 lateral DWF upsﬁream in 36" DWF upstream ip Chevron #3 lateral  DWE within manhole DWF upst_ream in 30"
DWEF from outfall 60" line line manhole 48" line line Phillips #2 lateral line manhole line line Phillips #3 lateral line line 22 6W line
22_8W 22 9W 22_4W 22_10W 22_15W 2 13W 22 21W 22_22W 22 24w 22_29W 22 2TW 22, 39W WI5E194-02 22 5W
W15E194-02 W15E194-03 W15E194-04 W15E194-06 W15E194-12 W15E194-13 W15E194-20 W15E194-21 W15E199-01 W15E199-06 W15E199-04 W15E199-09 W15E194-05 Humar} Health
Fish Human Health
Class Analyte Units 5/27/2015 5/27/2015 5/27/2015 5/27/2015 5/27/2015 5/27/2015 5/27/2015 5/27/2015 5/28/2015 5/28/2015 5/28/2015 5/28/2015 5/28/2015 5/27/2015 Consumption |nqﬂon(3) Ecological®
Field Measurements
Conductivity pmhos/cm 309 NA NA 322 324 679 482 187 254 184 103 173 194 NA - - -
Polycyclic aromatic hydrocarbons (PAHs) (EPA 8270-SIM LL)
1-Methylnaphthalene ng/L 0.11 0.18 0.16 0.19 0.14 0.18 22U 21 0.040 U 0.079 0.051 0.040 U 0.040 U 0.040 U - - -
2-Methylnaphthalene ng/L 0.040 U 0.040 U 0.040 U 0.040 U 0.040 U 0.080 U 20U 0.20 0.040 U 0.040 U 0.040 U 0.040 U 0.040 U 0.040 U - 0.2 -
Acenaphthene ng/L 0.83 11 1.0 11 0.82 0.90 8.4 0.56 0.020 0.20 0.12 0.020 U 0.020 U 0.020 U 990 0.2 520
Acenaphthylene ng/L 020 U 022 U 0.20 U 024 U 020 U 020 U 25U 0.17 0.060 U 0.060 U 0.060 U 0.020 U 0.020 U 0.020 U - 0.2 -
Anthracene ng/L 0.17 0.21 0.19 0.29 0.14 0.026 15 0.20 0.10 0.12 0.075 0.047 0.23 0.020 U 40000 0.2 0.73
Benzo(a)anthracene ng/L 0.010 0.021 0.013 0.19 0.063 0.010 U 0.50 0.89 J 0.037 0.010 U 0.010 U 0.010 U 0.010 U 0.010 U 0.018 0.092 0.027
Benzo(a)pyrene ng/L 0.010 U 0.011 0.010 U 0.13 0.09 0.010 U 0.32 111 0.058 0.010 U 0.010 U 0.010 U 0.010 U 0.010 U 0.018 0.0092 0.014
Benzo(b)fluoranthene ng/L 0.010 U 0.014 0.010 U 0.15 0.13 0.010 U 0.34 16J 0.11 0.013 0.010 0.010 U 0.010 0.010 U 0.018 0.092 -
Benzo(g,h,i)perylene ng/L 0.010 U 0.010 U 0.010 U 0.11 0.09 0.010 U 0.27 131 0.15 0.010 U 0.010 U 0.010 U 0.010 U 0.010 U - 0.2 -
Benzo(k)fluoranthene ng/L 0.010 U 0.010 U 0.010 U 0.031 0.044 0.010 U 0.12 0.88 J 0.037 0.010 U 0.010 U 0.010 U 0.010 U 0.010 U 0.018 0.2 -
Chrysene ng/L 0.013 0.028 0.014 0.26 0.097 0.010 U 0.73 141 0.071 0.010 U 0.010 U 0.010 U 0.010 U 0.010 U 0.018 0.2 -
Dibenzo(a,h)anthracene ng/L 001U 0.010 U 0.010 U 0.030 0.020 0.010 U 0.080 0.54 ] 0.019 0.010 U 0.010 U 0.010 U 0.010 U 0.010 U 0.018 0.0092 -
Fluoranthene ng/L 0.053 0.085 0.058 0.51 0.15 0.016 1.6 201 0.098 0.010 U 0.010 U 0.010 U 0.010 U 0.010 U 140 0.2 -
Fluorene ng/L 22 2.7 25 24 1.8 1.6 21 0.85 0.030 U 0.47 0.26 0.020 U 0.020 U 0.025 5300 0.2 3.9
Indeno(1,2,3-cd)pyrene ng/L 0.01 U 0.010 U 0.010 U 0.054 0.070 0.010 U 0.14 0.99J 0.063 0.010 U 0.010 U 0.010 U 0.010 U 0.010 U 0.018 0.092 -
Naphthalene ng/L 040 U 040 U 040 U 040 U 040 U 0.80 U 40 U 12U 0.040 U 020 U 0.080 U 0.040 U 0.040 U 0.040 U - 0.2 620
Phenanthrene ng/L 2.1 2.7 2.4 34 1.2 0.16 29 13 0.043 0.11 0.12 0.020 U 0.020 U 0.020 U - 0.2 -
Pyrene ng/L 0.10 0.16 0.11 0.91 0.21 0.043 2.8 211 0.20 0.016 0.010 0.010 U 0.010 U 0.010 U 4000 0.2 -
Total PAHs® g/l 5.6 7.2 6.4 9.8 5.1 29 67 18 1.0 10 0.65 0.047 0.24 0.025 - - -
Total Petroleum Hydrocarbons Scan (NWTPH-HCID)
Diesel mg/L DET J DET J DET J DET J DET J DET DET DET DET ND ND ND ND ND - - -
Gasoline mg/L ND ND ND ND ND ND DET J ND ND ND ND ND ND - - -
Lube oil mg/L DET J DET J DET J DET J DET J ND DET J DET DET ND ND ND ND ND - - -
Total Petroleum Hydrocarbons - Diesel & Oil (NWTPH-Dx)
Diesel mg/L 201 301 131 191 0.93J 0.49 130 J 1.7 0.48 NA NA NA NA NA - - -
Lube oil mg/L 0.57 J 0.69 J 028 J 0.25 ) 0.46 J 0.13 U 15U 271 14 NA NA NA NA NA - - -
Notes:
DET = Detected
DWEF = Dry-weather flow
J = The result is an estimated quantity. The associated numerical value is the approximate concentration of the analyte in the sample.
NA = Not analyzed
ND = Not detected
U = The analyte was not detected above the reported sample quantification limit.
umhos/cm = micromhos per centimeter
ng/L = Micrograms per liter
mg/L = Milligrams per liter
() 35CS SLVs = Portland Harbor Joint Source Control Strategy Screening Level Values (DEQ/EPA Final December 2005, Amended July 2007)
@ The SLVs for chemicals in water taken up by fish for human consumption represent EPA's NRWQC values. If no NRWQC values are available, then DEQ's AWQC values are listed for the constituent.
@ The SLVs for chemicals in water for human ingestion represent the most conservative value between EPA's MCLs and Region 9 PRGs.
@ The SLVs for chemicals in water for ecological exposure represent EPA's NRWQC values. If no NRWQC values are available, then DEQ's AWQC values are listed for the constituent. If no AWQC values are available, then Oak Ridge National Laboratory Tier 1| SCV Technology Benchmark values are listed for the constituent.
®Total PAHS are calcualted by assigning "0" to undetected constituents.
"--" = No JSCS screening level available
= Highlighted values have been selected by DEQ for initial upland source control screening evaluations.
bold = Concentration exceeds DEQ's SLV
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Table 4
Basin 22 Wipe Sample Results

NW Doane Avenue NW Front Avenue
Manhole APA016
Manhole AAMO075 Manhole AAMO075 Manhole AAMO076 Wye APAQ18 Stain below lateral Manhole AQB059 Manhole AQBO,,59 Man_hole ANV453 M::-mhole ANV453
Manhole AAMO075 L . ;i . . . . . . Stain below 6 Stain below east Stain on east shelf of Manhole AAMO078
In Chevron #1 lateral  In Phillips #1 lateral Underside of sanitary At connection of line entering Phillips ~ Stain above 16" inlet - - . . L
Sheen on shelf . . . . . perched inlet to lateral line to invert in Phillips #3 Manhole collar
: line line lateral line Phillips#2 lateral line #2 lateral from to Chevron #2 lateral - .
22_14Wipe i - ) - : Chevron #2 lateral Phillips#3 lateral lateral 22_35Wipe
WI15E194-11 22_13Wipe 22_12Wipe 22 _17Wipe 22_20Wipe northeast 22_25Wipe 22 26Wipe 22 30Wipe 22 31Wipe WI5E199-13
W15E194-10 W15E194-09 W15E194-16 W15E194-19 22_23Wipe W15E199-02 = = =
= W15E199-03 W15E199-07 W15E199-08
W15E194-22
Class Analyte Units 5/27/2015 5/27/2015 5/27/2015 5/27/2015 5/27/2015 5/27/2015 5/28/2015 5/28/2015 5/28/2015 5/28/2015 5/28/2015
Total Petroleum Hydrocarbons Scan (NWTPH-HCID)
Diesel mg/wipe ND ND ND ND DET ND ND ND ND DET ND
Gasoline mg/wipe ND ND ND ND DET J ND ND ND ND DET J ND
Lube oil mg/wipe ND ND ND ND DET J ND ND ND ND DET J ND
Total Petroleum Hydrocarbons - Diesel & Oil (NWTPH-Dx)
Diesel mg/wipe NA NA NA NA 290 J NA NA NA NA 420 NA
Lube oil mg/wipe NA NA NA NA 62 U NA NA NA NA 110 U NA

Notes:
DET = Detected
J = The result is an estimated quantity. The associated numerical value is the approximate concentration of the analyte in the sample.

NA = Not analyzed or not applicable

ND = Not detected

U = The analyte was not detected above the reported sample quantification limit.
mg/wipe = Milligrams per wipe
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Figure 8

DEQ Guidance Curve for Total PAHs in Stormwater at Portland Harbor Heavy Industrial Sites(!) and Basin 22 Dry-Weather Flow Data(?
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Notes:

(1) Curve Source: Oregon Department of Environmental
Quality (DEQ), “Tool for Evaluating Stormwater Data” —
Appendix E to Guidance for Evaluating the Stormwater
Pathway at Upland Sites. January 2009 (updated October
2010).

(2) Data collected by City in May-June 2015. See Table 3.

MH AAP792

MH AAP791
within MH

|

r US in Chevron #3 lateral line

MH AAP794
US/in Phillips #3 lateral line

Points above the graph:

o Wye APA018 at connection of

Phillips #2 lateral (67 pg/L)

@ \MH APAO16 within MH (18 pg/L)

MH AQB059
in Chevron #2 lateral line

MH AAP794
USin 36" line

MH AAMO75
Chevron #1 lateral line

OF-22
from outfall

MH AAMO077

DS in 60" line

MH AAMO75
DS in 48" line

MH AAMO077

MH AAMO080

48" line

within MH

MH AAMO77
USin 30" line




Attachment A
Outfall 22 Petroleum Sheen Investigation
Sampling Plan



City of Portland Bureau of Environmental Services
Outfall 22 Petroleum Sheen Investigation Sampling Plan
May 20, 2015

Background

A petroleum sheen has been repeatedly observed in the Willamette River in the vicinity of stormwater
Outfall 22 (OF-22). OF-22 serves an approximately 95-acre area consisting mainly of Forest Park and
the Willbridge industrial area. The industrialized portion of the basin is almost entirely comprised of
sites that are being investigated (or were investigated) under the Oregon Department of
Environmental Quality (DEQ) Cleanup Program. Although it is not yet known whether or not past
sheens resulted from discharges from the outfall, analysis of a samples collected directly from the
outfall, in response to a sheen on May 5, 2015, indicated a small amount of diesel and lube oil in the
discharge to the river, 1.3 mg/L and 0.52 mg/L respectively. The City, the United States Coast Guard
(USGS), DEQ, and representatives from the Willbridge bulk oil terminals recently met to discuss a
collaborative approach for identifying and controlling petroleum discharges to the river via OF-22.

Objective

The purpose of this investigation is to collect samples throughout the portion of the Basin 22
conveyance system that serves the Willbridge bulk oil terminals to identify possible sources for the
petroleum sheen so that appropriate controls can be selected and implemented. The investigation
includes two primary components: 1) a comprehensive dry-weather investigation of the system and
connections to it based on review of recent video surveys conducted by the City and 2) sheen-response
investigations to trace sheen sources while the sheen is occurring. For the dry-weather investigation,
dry-weather water samples, inline sediment samples and wipe samples of dark stains will be collected
at numerous locations throughout the basin. In addition, if river levels allow, a composite sample of
sediment at the end of the outfall will be collected to help ascertain if observed sheens may be
resulting from agitation of contaminated inriver sediment during basin discharge conditions. For the
sheen-response investigation, water samples will be collected as needed from Basin 22 and connecting
private systems.

USCG Coordination

During the recent meeting regarding the petroleum sheens in the vicinity of OF-22, the USCG indicated
that it would like to partner with the City on the investigation. Anticipated coordination for the
investigation includes but is not limited to: observing City field investigations, providing and analyzing
hydrophilic nets to assist with source tracing, and collecting and analyzing split samples for forensics
analysis.

Inline Sediment and Dry-weather Flow Sampling Locations

Figure 1 is an area map of Basin 22, which contains a small portion of NW Front Ave, NW Doane Ave
and a portion of NW St Helens Rd. TV inspections conducted by the City of Portland in April and May



2015 identified several areas with inline sediments and infiltration of groundwater. Figure 2 below is a
map of the identified locations for potential sampling. Additionally, we will investigate each manhole
as we move up the two main branches of the basin (i.e., the Doane Avenue branch and the Front
Avenue branch) and will collect samples from other locations based on field observations.

Dark Stain Wipe Sampling Locations

The TV inspections also identified several locations with dark stains on the walls within the storm line.
Wipe samples will be collected from the dark stains to determine if there are possible petroleum
sources to the basin. Figure 3 below is a map with the identified locations, but again, as we move up
the basin we may identify additional dark stains to be sampled or may determine that locations
identified in the survey don’t actually warrant sampling.

Inriver Sediment Sampling Location

If river levels allow access to the end of the outfall, and sediment is present in the vicinity of the outfall
via shoreline access, one composite sample will be collected from a minimum of three points near the
end of the outfall.

Analytical Scope

All samples will be analyzed at the City of Portland Water Pollution Control Laboratory for NWTPH-
HCID (Hydrocarbon Scan) with NWTPH-Dx (Diesel and Qil Range) and NWTPH-Gx (Gasoline Range)
follow-up analysis if detected in the hydrocarbon scan. The dry-weather flow samples will also be
analyzed for PAHs by method EPA 8270-SIM.

Field Protocols and Documentation

Inline Sediment sampling and dry-weather flow sampling will done in accordance with the City of
Portland Field Operations Standard Operating Procedures (SOP 2.02a - Grab Sample with Bottle, SOP
2.02b - Grab Sample Collection with Stainless Steel Beaker and SOP 5.02a - Inline Sampling of
Stormwater Solids). Soil sample collection near the outfall will be done in accordance with the Field
Operations SOP 5.01a - Sampling of Soil and Sediment. Currently the City of Portland does not have an
SOP for wipe sampling but we have performed a similar sampling for a previous project. City of
Portland staff will record and take photos of all observations. Field Data Sheets will be completed
documenting the conditions and characteristics of each sample collected.

In addition to collecting samples, field staff will assess locations within the system and at connecting
laterals for potential deployment of hydrophilic nets or other oil absorbents to meet sheen response
objectives. If suitable locations and deployment methods are identified, deployment may occur at the
time of entry or during field activities scheduled at a separate time.

Quality Assurance and Control

To demonstrate that there is no cross-contamination due to equipment decontamination and air-
borne inputs two Field Decontamination Blank samples will be collected at a selected location. One
sample from the stainless steel bowls used for inline sediment sample homogenization and the other
from stainless steel bailers used for dry-weather flow sampling following the City of Portland Field



Operations SOP 7.01c - QC Sample Collection. The WPCL will also analyze an unused wipe to
determine if there is any contribution of hydrocarbons from the wipes themselves.

Data Reporting and Evaluation

The WPCL will generate lab reports with results and a qualitative narrative explaining the
interpretation of the NWTPH chromatograms. WPCL staff will review chromatograms and generate
charts showing comparisons of the Outfall 22 sample with samples collected from points within the
basin. The intent is to identify any sources that appear to match the chromatogram pattern that we
are seeing at the outfall. If samples are collected and analyzed by other parties (e.g., USCG forensics),
these data will be shared with the City to facilitate data evaluation.

Schedule and Target Conditions

The comprehensive investigation will occur on a dry day to avoid dilution of dry-weather flows and to
allow for field staff to enter system without lateral discharges and elevated flow in lines. The
investigation and sampling is estimated to require two to three days to complete. Due to traffic
control issues, investigation of the manholes on NW Front Ave may require additional staff for flagging.
The sheen response investigation will be conducted on an as-needed basis regardless of weather
conditions.

Project Management

The dry-weather investigation will be directed by Linda Scheffler from the Portland Harbor section. A
formalized report summarizing the findings will be disseminated to all of the parties involved. The
sheen response investigations will be led and documented by Mark Walla of the Spill Response section
and provided to Linda for potential inclusion in the summarized report. Mark Walla will also continue
as the contact for coordination with the US Coast Guard.



Figure 1 — Stormwater Basin 22 Area Map
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Figure 2 — Dry-Weather Flow, Inliine Sediment, and Inriver Sediment Sampling Locations



] AT Sl
075 - Wipe sample oif dark stain from
lateral to south (Phillips 66 #1)

on bottom of sanitary line crossing through storm line /
"'.o_r#"\; %A "

AAPT792 - Wipe sample from dark stain
on wall of mahole (Wipe sample collected
by USCG and PBOT on 5/7/15)

suop207 bulidwos adip) uipis yapg - € 3inbi4



Attachment B
Field Photographs



Basin 22 Dry-Weather Sheen Investigation
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OUTFALL BASIN 22 INVESTIGATION

Photo 3 (May 27, 2015). Boomed area with sheen around Outfall 22.

| o o~
Photo 4 (May 27, 2015). Manhole AAMO77. Lined 60” discharg
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pi

JULY 2015 PAGE B-2



OUTFALL BASIN 22 INVESTIGATION

Jy
Photo 5 (May 27, 2015). Manhole AAMO77. Incoming 48” line from NW Doane.

Photo 6 (May 27, 2015). Manhole AAMO77. Incoming 30” line from NW Front.
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OUTFALL BASIN 22 INVESTIGATION

Doane Avenue Branch

"

o

Photo 7 (May 27, 2015). Manhole AAMO080. Incoming 48” line where inline solids
sample was collected.

Photo 8 (May 27, 2015). Inline solids collected from AAMOS0.
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OUTFALL BASIN 22 INVESTIGATION
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Photo 9 (May 27, 2015). Manhole M075 Cron #1 Iatra conne
weather flow and staining.

dn with dry-

Photo 10 (May 27, 2015). Manhole AAMO75. PhiIIips #1 lateral connection with dry-
weather flow and staining.
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OUTFALL BASIN 22 INVESTIGATION

Photo 11 (May 27, 20
incoming main line.

Photo 12 (May 27, 2015). Manhole AAMO75. Inline solids and eeg on manhole
shelf.
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OUTFALL BASIN 22 INVESTIGATION

Photo 13 (May 27, 2015). Manhole AAMO076. Sanitary lateral bisecting invert.

Photo 14 (May 27, 2015). Manhole AAMO076. Wipe sample location on sanitary lateral.
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OUTFALL BASIN 22 INVESTIGATION

Photo 15 (May 27, 2015). Wye APAQ18. Phillips #2 lateral. Dry-weather flow sample
from seep underneath left side of pipe and wipe sample from stain to right of pipe.

Photo 16 (May 27, 2015). Wye APA018. Dry-weather flow sample with suspended
droplets from underside of Phillips #2 lateral connection.
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OUTFALL BASIN 22 INVESTIGATION

L]

Photo 18 (May 27, 2015). Manhole AAMO086. Location of inline solids sample from
outgoing line. Phillips #2 lateral on top right.
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OUTFALL BASIN 22 INVESTIGATION

*

Photo 19 (May 28, 2015). Private manhole access to lateral AQB059 (Chevron #2).
Incoming line at bottom, outgoing line to NW Doane at top.

Photo 20 (May 28, 2015). Private manhole on lateral AQB059 (Chevron #2). Foamy
material in manhole invert and boom in outgoing line.
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OUTFALL BASIN 22 INVESTIGATION

Photo 21 (May 28, 2015). Manhole AAP794. Phillips #3 lateral with dry-weather flow
entering main line from south.

Photo 22 (May 28, 215). Manhole AAP794. Inline solids samle collected from 48”
main line downstream of manhole and Phillips #3 connection.
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OUTFALL BASIN 22 INVESTIGATION

Photo 23 (May 28, 2015). Manhole ANV453. Evidence of groundater infiltration in
Phillips #3 connection.

Photo 24 (May 28, 2015). I\/Inhol ANV453. Location of sample 22_30Wipe in
manhole chamber along Phillips #3 lateral.
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OUTFALL BASIN 22 INVESTIGATION

Photo 25 (May 28, 2015). Manhole AAP792. Dry-weather flow collected from
Chevron #3 lateral entering chamber at top of picture.
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OUTFALL BASIN 22 INVESTIGATION

I{ ! B 4 p- .‘ ‘;y 1 " 2 z . : »
Photo 27 (May 28 2015) Manhole AAP791 Dry-weather flow coIIected from
manhole. Flow direction is from left to right.

Front Avenue Branch

Photo 28 (May 28 2015) Manhole AAM078 InI|ne SO|IdS upstream of manhole in 30-
inch line.
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OUTFALL BASIN 22 INVESTIGATION

~
%\

Photo 29 ZMay 28, 2015). Manhole AAMOQ78. Wipe sample location in manhole collar.
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Photo 30 (June 3, 2015). Manhole AAP799. Inline solids downstream of mnole.
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OUTFALL BASIN 22 INVESTIGATION

Photo 31 (June 3, 2015). Manhole AAP799. Inline solids in 15” lateral from west.

Photo 32 (June 3, 2015) Manhole AAP796. Inllne solids in 8” Iateral from north.
Chevron confirmed that all connections to this line have been abandoned.
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OUTFALL BASIN 22 INVESTIGATION

‘e

- = 3 'r.* v

Phot033 (Jne 3, 215). Manhole AAP800. Inline solids cake on sidewalls upstream
of manhole. Similar solids not present in bottom of line. Sample collected from walls.
E] c‘;;‘lil";d

Photo 34 (June 3, 25). Manhole AAP800. Inline solids not present on pipe walls or

bottom downstream of manhole.
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OUTFALL BASIN 22 INVESTIGATION

Photo 35 (June 3, 2015). Manhole AAP802. Inline solids present in small quantity, but
gravelly and not similar to solids observed upstream of AAP800.

et R, A s I e * Al
Photo 36 (June 3, 2015). Manhole AAP802. Inline solids not present in significant
quantity in downstream main line.
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OUTFALL BASIN 22 INVESTIGATION

Photo 37 (June 3, 2015). Unnamed catch basin on south side of NW Front between
manholes AAP799 and AAP800.
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asin with solids and debris.
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Photo 38 (June 3, 2015). Unnamed NW Front catch b
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OUTFALL BASIN 22 INVESTIGATION

b

debris prior to sampling.

Photo 40 (June 3, 2015. - Catch basin ANF249. Solids an
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OUTFALL BASIN 22 INVESTIGATION

Photo 41 (May 27, 015). Evidence of truck parking and erodible soil dragout in
vicinity of catch basin ANF249 and unnamed catch basin on south side of NW Front
Avenue.
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Field Notes
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Gty of Porfland A  DAILY FIELD REPORT
i _Envnronmental Services - | T | ‘
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Project Nameﬁz T2 400 /28% %%VLI%Z:QJQXW?M"SamPIeID: :

Sampling Team: &/0/2 /133| Date: | Arrival Time: Point Code: - '
SAC, Miads | |S 27057 | 09257 " 2z-%, 238w
Basin: 2. | NOdeAﬁ . ! CDGI -4;@//‘22) Address:

Current weather:

c:oo‘/_ z.d

.Date and time of last known rarnfall 5/9&] L!LS Hﬂt C

SECTION 1- PRE SAMPLING VISUAL OBSERVATION REPORT o
_ s there Water_inlin'e?@or No If present, .wate'ris: or Standing Depth of water = 2.237in  Rate of flow = ’Z_fps

. ' _ _ . -3 Brown E]/ﬁydrocarbon
. Does river back up to this location @ or No

{f river is backed up:  Water Color [T Grey Water Odor [0 Sanitary
Are sediments observed in the line? Yes or No | Are recoverable quantities of sediments presént in the line? Yes or No-

lear : 0 Other

If sediments present: ' Avg Depth of seds = in  Sed Depth Range = _in. tog. ‘ ‘in.

:Estlmated dimensions of sedlment deposﬂ . in. by in. OR O As faél:'r"és can be seen

I 'SITE DIAGRAM: Include street mtersectfons/mam lines/laterals/catch basins/MH' s/pipe S|zesl flow dlrectlon/ driveways cufs
and extent of solids- accumulatmn as well as subsample locations.

S&g5s coLiecwd AT " X s} Dl 7O 3 @ L8N /’—'__'
- COLLKECTIR, Z_CTC/aU/O(// FRAN SALDY 8108 JAf '
[L//’/l/,’vﬂ M/’Zéﬂ%?&y’ OISI1OE 4D “or uTEALL.

sepme i .

AT

Page ! of 2




._Date o SECTION 2 - SAMPLE COLLECTION REPORT | Node: - | PaintCoce,
2> s~ | - St o laamera | Z2-¢

Sampling Equipment: E/Stainless steel utensil & stainless steel receptacle . O Other (Describe)

Equipment Decontamination process: u/gersop 7;013 0 Deviations (Describe) .

distribution (estimated percentages):

Decomposed Organics

'Sample date: Sample tirhe: Sample ldentlflcatlon Code (IL-XX-NNNNNN- mmyy)
-\s ~22-4" V0929 AAMO79 @uirfC
Sampie location: 1 From MH chamber 0O From line If from line, segment is From Node To Node
_ B4 ox ogrdil _ . ‘ :
Sample collection technﬁiq_ue: P&t SOP5.01b 0 ngi'-' '_d_ﬁs (describe below)
‘1 Qdor Vérown
Visual and olfactory observations: Sheen Color of sample O Grey
| Dlscolorat[on — o1 Other (describe)
_ Sample composition/particle size  gjyclay £, Sand m,Fihe Gravel Coarse Gravel ____ Debtis—

If present, type of debris in sample

O Wood

-0 Metal

O Large rocks
o Plastic

Removed debris?

Other (describe) A/© L3 R4S

O Yes (Type & Amount)

2o

0O Organics O Paper

Compositing notes

lﬂft{er SOP5.01b O Deviations (descrlbe)

ot "’1'.._'._umber size; full or partlal)'?

7

B If not enough sample to.ftll aii of the jars, list jars

_Ja_r ,Siz_e' :

‘Amount Full * | -

collected and related analytes sampled (as per

 TargetAnalyses

analyte priority list in work order).

Duplicate sample collected? @

Duplicate sample identification # on COC:

Overview of node showing drainage area Filename(s}):
¥ Plan view of sediments infine Filename: |
= .Hom_ogenized sample (s_édiment in bowl) #ilename:
| ":Other? Filename(s):

Page 2 of 2




- S | xz va PR PR g
Project Name@zl /9 4 Lf%/!&ﬂ//ﬂ”f/ Sample ID:
Sampling Team: j(/(//Z /155, Dat_e_: _ _| Arrival Time: | Pomt Code ' W
SEL, O, ¢ $-27-15107 9% }ﬂf’l‘{" %‘3&'5
Basin: - - ‘ Node: ' _— A&’é’r’es& N e
[Besnagy N sy 097

Current weather:

| ool PRY ,cioudy
Date and time of last known/rainfail./ S[?\“\Hﬁ Frage

_ SECTION 1- PRE-SAMPLING VISUAL OBSERVATIONREPORT

‘Is there wat‘erinﬁﬁe? or No . if present, water is:@_or Standing Depth of water = in Rate of flow = fps

St LN o : L B O Brown : O Hydrocarbon
| "Does river back up to this location? Yes or No | If river is ba;?éup: Water Color O Grey . Water Odor [ Sanitary
R - L - O Clear ' 0O Other
Are sediments observed in the line? Yes o( No} Are recoverable quantities of sediments present in the line? Yes or. No
If sedfMents.present: Avg Depth of seds = _ - in Sed Depth Range = into__ . in

S 'E‘S'tim_ated dimensions of sedimient deposit: in. by . in. OR L'.I As far as can be seen

] 5SITE DIAGRAM Include street mtersectlons/marn lines/iateralsicatch basms/IVIH s/plpe sizes/ ﬂow direction/. drrveways cuts _
and extent of sohds accumulatlon as well as subsample locations. - S

T 6507"'6" R o -

YL Low)ss TIAER p
S HETARON oport \}A

wp sl TYL 48 gm“ e T«“UI
U0 THE LI e - | |
| - s T K LIS
Tluy’}_” O/_&' T(T W rHe
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Date: ' SECTION 2 - SAMPLE COLLECTION REPORT | Nede: | PointCode:

S Z7~ AAROTT | 29 9w
. . - \w
Sampling Equipment: mfétainless steel utensil & stainless steel receptacle O Other (Describe) %%_ gw
Equipment Decontamination process: n.#er SOP 7.01a 0 Deviations (Describe)
_']Sample date Sarhple time; | Sample Identlflcatlon Code (IL-XX-NNNNNN- mmyy)
S =275\ J00¥ AN 072 6o” oeress” -
Sample Iocation: O From MH chamber m’ﬁom line If from line, segment is From Node To Node
Sample collection technique: 0 Per SOP5.01b [0 Deviations (describe below)
_ 0 Odor O Brown
Visual and clfactory observations: "m"‘sneen 22 Color of sample O Grey
- O Discoloration @Other ( descnbeM (éﬂz ﬁ(dﬁ/
_Sample composition/particle size  gjjyc)ay Sand Fine Gravel ____ Coarse Gravel Debris
distribution (estimated percentages). pecomposed Organics Other (describe) ST

' - O Wood O Large rocks
If present, type of debris in sample O Metal O Plastic Removed debris?
O Organics 0O Paper

O Yes (Typé & Amo.imt) g No

Composntmg notes O Per SOPS, 01b 0 Deviations (descr:be)

'_Sample Jars Collected (number size, full or part|al)’> S

If not enough sample t_o_ fill all of the jars, listjars | Jar Slze I “Amount Full | . . Targel
coliected and related analytes sampled (as per ' '
analyte priority list in work order).

Duplicate sample collected? Y/N

7y

Duplicate sample identification # on COC: N D 1 Here

SECTI.N 3 PHOTOGRAPH LOG i

Qverview of nede showmg dramage area Fllename( )
Plan view of sediments inling . Filename:

' .Homogenizec-i sample (sediment in bow!) FiEen_ahe:
Other? N ‘ Filename(s):

Page 2 of 2




/7/6 o’ BT /

ol NS poRTL AU MW/& Ll sl IHMSQ{C,@ T sarpie Y%

Sampling Team: ;:UC, Y Dae ~+ Arrival Time: Point Code: Lo
:5/<r ﬂM wﬂ /P ~27-/37] SO | 2.2t (ww\
Basin: / 2L NOdeﬂM 0'5’0 oo Address: wmﬂra:)

Current weather Yy A _M /‘7 /Q\/ YDZ/Z/V

Date and time of last knowﬁ ralnfa‘rr 5/'}4 //5 +€;f-t£\?.

| SECTION 1. '-PRE-S_AMPL_INGVI_}SUAL‘ OBSERVATION REPORT

1 is there water.inline@brNo | If present, water is: FloWing or‘Standing Depthofwater=_ /__in Rate of-ﬂow=_prs
1 N i‘ . ' o & : O Brown ] Ii’ﬁ_;y‘d'_rocarbon
Does river back up to this Iocatlon?%:es.m-Nea If river is backed up: .V\;"ater Color g‘g‘rgayr ~ Water Odor g (S)?gétrary
Are sediments observed in the Iine? or No Are recoverable quantities of eediments pfesent in the ling? @r ‘No

- -_If sediments present Avg Depth ofseds = __2 « (’in  Sed Depth Range= _¢¥.4 4 into_}d < in

Estlmated dlmenSIons of sedrment depos:t / 6 ln by % ﬁ/&m OR III/As/far as can be seen

.SITE DIAGRAM: Include street intersections/main lines/laterals/catch basins/MH' s/plpe sizes/ flow direction/ drlveways cuts
and extent of solids accumulation as well as subsample igcations. , R

“':ﬁ,_ Page 1 of 2



[ow | SECTION 2 - SAMPLE COLLECTION REPORT | Node: | PojntCode:

S - 2>7-4r ' - AR 22~
Sampling Equipment: ELS@]Iess steel utensil & stainless steel receptacle 0 Other (Describe) 32-low
Equipment Decontamination process: w(sop 7.01a 0O Deviations {Describe)

_ i__-SampIe date Sample time: . Sample Identlﬁcatlon Code (IL-XX NNNNNN -mmyy) -
S-2946| /05 e
. l\ﬁéw 030 4 o
Sample location: O From MH chamber EFrom line If from line, segment is From To Node ___
U orcewyisb
Sample collection technique: [ Per SOP5.01b O Deviations (describe below)
3 LINE. ACRESS P11k
3 Odor O Brown
Visual and olfactory observations: O Sheen _ Color of sample O Grey
: o Disceoloration O Other (descrlbe)
.Sampl o ' - o S
ample composition/particle size sivClay A  sand U Fine Gravel 20 Coarse Grave!l ({J. Debris
d|stnbut|on (estimated percentages): Decomposed Organics Other (describe), . T
_ T Wood O Large rocks | .
If present, type of debris in sample 0 Metal o Plastic Removed debris? E@&%ﬁi O No
i /. @ Organics 0 Paper

Compositing notes E'I/ er SOP5.01b 00 Deviations (descnbe) .

. Sample Jars Collected (number Slze full or partlal)’? ' } i 4/ 02. s f{/i_(.

i “Ot enough sample to fill all of the jars, listjars . | Jar Slze o Amoun{ Full | TargetAnaiyseS
collected and related analytes sampied (as per ———er
analyte priority list in work order).

Duplicate sample collected? Y/N

Duplicate sam ple identification # on COC:

SECTION 3 PH.TOGRAPH LOG

Overview of node showing dralnage area . Fiienam_e(s).
Plan view of sediments inline _ | Filename:
Hemogenized sample (sediment in bowl) Fiilename:r
Other? B Filename(s):

Page 2 of 2




) DR wxz;

. . : ""':j~ e m /r : =
. PrOJect Name'ﬂﬁ/&?'d/g.(/ﬂ /7%1—/?/365}’{ S NVéSf/Mﬂ“’ Samp!eID_"1 b waHNL
Sampling Team:: [UC/ Date; _ Arrival Tim‘e_; Point Code: -,Safrﬂ’//’ff_é(/! SR
SAC, P cas S ~207] 11111 224,55
Basin: Z.l Nod%ﬁﬂl 7 Q/ Address: N _ 1SwW

Current weather: LA 0/2“{ ;6,44/&/

Y

Date and time of last known ra:nfal}/ 5 /?—u{ f s 7“;\& ;L

SECTION 1- PRE-~ SAMPLING VISUAL OBSERVATION REPORT

[s there water inl'me‘? or No.

i present water;sQownr@o Standlng Fepth of water—

“in Rate of flow = I fps

[0 Brown

O Hydrocarbon

Does river back up to this location? Yes or No | If river is backed up:  Water Color E[:;i)z’rey Water Odeor 1 Sanitary
' ) Clear : B Other
Are recoverable quantities of sediments present in the line?(Yes jor No

Are sediments observed in the line? @a or @ :
. i Z

If se:dirr’:ents present; Avg Depth of seds = \_S in  Sed Depth Range = Zilg i in. {o L] in.

L Estlmated dimensions of sedlment deposit:

L%' in. by \\rn. OR IS/AS far as can be seen

‘SITE DIAGRAM:

- fahd extent of SOlldS accumulatlon as well as subsample locations.

5w -

12_\Q wip®

Include street intersections/main Imes/laterals/catch basins/MH's/pipe sizes/ flow direction/ drweways cuts

E:

Sy

‘;,\ywen"f%f Flow sonple

Page | of 2




':.Date - _ _ SECTION 2 . A C ‘REPOF Node: | Point Code_:'
27 /_) ‘ SE | SAMPLE COLLECTION REPORT o 22 Ky

&

Y

] . SHLL” SENTE
Sampling Equipment: mStainless steel utensil & stainless steel receptacle 0 Other (Describe)
Equipment Decontamination process: E’Ker SOP 7.01a [ Deviations (Describe)
_':._Sample _d_ate | Sample time: Sample Identlflcatlon Code (|L-XX-—NNNNNN mmyy)
S22/ | /2.0‘7 - S L
- l 2 : shieam, 41 Ma
Sample location: B/FOZ}?H chamber ?rom line If from line, segment is «F—rcmWeM@-Node Aﬁ 6
Sample colfection technique: er SOP5.01b O Deviations: (describ"e'beldw)
B Odor N @Brown & A M’
Visual and olfactory observations: O Sheen Color of sample o Grey B~ ‘»“ld‘
‘ O Discoloration w/Other (describe) TRAUCHE~ £
» o l%&
Sample composition/particle size  gjyclay /. Sand Fine Gravel Coarse Gravel __Debris

distribution (estimated percentages): Decomposed Organics Other (describe)

8 Wood o Large rocks
If present, type of debris in sample o Metal 0 Plastic Removed debris?
o Organics O Paper

O Yes (Type & Amount) O No

Composntlng notes 12/ Per SOPS. 01b ‘o De\natlons (descrlbe)

af :__Collected (number size, fuil or part:al / 87/ 02-

- if not enough sample to fill all of the jars, list jars Ja" Slze Amount Full
collected and related analytes sampled (as per
analyte prlorlty list in work order).

Lah i Here ) Duplicate sample collected? YIN

I Duplicate sample identification # on COC:

'SECTION 3 - PHOTO! .;TRAPH Lo

Overview of node shc')wi'ng drainage area Fllename(s).
Plan view of sediments inline ' i F‘ilename:
'!.—Io.n-"nogenized sample {sediment in bowl) Filename:
Other? o Filename(s):

Page 2 of 2




S E-DIM'ENT SAMPLING. FIELD DATA SHEET

Project Name: 'Pg *[M Hc«fbm' Bagim @a_jwh !N/ Sample iD’é

Sampling Team: X Arrival Time: Point Cod
/m%awnutsrc- PHA 57@,[15; 1239 2316 39_4.)7».,14&

Basin; /{}\,} Node: AAM d7ﬁ Address.

Current weather;
Sm Mg\

Date and time of last knoH rainfati '-3/;}1_‘/1 g 'f'f‘al.ﬂ

SECTION 1 - PRE-SAMPL!NG VISUAL OBSERVATION REPORT

Is there water inlin‘e?@er No | If present, water is: @ or Standing Depth of water = ; in Rate of flow- 0«5 fos

: : I:|. Brown EI Hydrocarbon
Does river back up to this location? Yes or@ If river is backed up:  Water Calor  0J Grey Water Qdor - O Sanitary
_ ' : - O Clear - O Other
Are sediments observed in the h'ne or No Are recoverable quantities of sediments present in the line? @r No
if sediments present: Avg Depth of seds = a N in  Sed Depth Range = __in.to in.
Estjhiet'e'd dimensions of sediment deposi; in. by in. OR- 'B/As far as can be seen

SITE DIAGRAM: Include street intersections/main Imes/laterars/catch basans/MH 8/pipe sizes/ flow direction/ drlveways cuts

and extent of solids accumulation as well as subsample locations.

N | QQ N wipe

f;‘w{er-&‘o[-g EE’ Sm?“‘“‘“/ (e
2119 afeeffw%_ Seuuf) [

W
4.
(i
-
)/ /
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Dats 5/9 >, / IS _-SECTION 2 - SAMPLE COLLECTION REPORT

/

' Node

Poiht Code:

Sampling Equipment: E/Stainless steel utensil & stainless steel receptacie O Other {Describe)

AAM?{, 22 T uipd

-

Equipment Decontamination process: E:/é’er SOP 7.01a O Deviations (Describe)

3Sa,hﬁ_blﬁe:da_fé,:'_"':.'- k Sample timé,; o Sample Identlficatlon Code (IL XX—NNNNNN mmyy)

Sample location: O From MH chamber &/From line If from line, segment is From
/

e o— !fF oy,
Nedo———te-NoUE_____

e

Sample collection technique: El/éer SOP5.01b O Deviations (describe below)

if present, type of debris in sample 0 Metal 3 Plastic Removed debris?

: ‘0 Odor ' o Brown
Visual and olfactory observations: &1 Sheen _ Color of sample @ Grey
' o Dlscoloratlon O Other (describe)
- Sample composition/particle size  gjjyciay Sand 5 0 Fine Gravel B9 Coarse Gravel 23 _ Debris _
- distribution (estimated percentages).  pecomposed Organics Other (describe _
O Wood Eﬂ_arge rocks m’és (Type & Amoun) o :

/ _t:] Organics 0 Paper

Compositing notes |:a~E/er SOP5. 01b o Deviations (descnbe)

__Sample Jars_CoIIe"' ed (number S|ze full or part:a[)’? :

If not enough sample to fill all of the jars, list jars | Amount F“" 1

collected and related analytes sampled (as per e ‘ Sl
analyte priority list in work order). _ "‘ 07 Fw ”

Lab i Hare ' o Duplicate sample coliected? Y/N

Duplicate sample identification # on COC: .+ w0 Yage

Overview of node s_howing drainage .a.reé Filename(s):
Pian view of sediments inline | Filename:
Hon‘.\oge.niz'ed sam.ple (sediment in bowl) | Filename:
Other? o Filenamé(s):
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'_’EIIME‘NT SAMP jf'N'G FIELD DATA S'HEET

Project Name: P _Huw\ol H‘Ml‘»u«’ 0 Fa& SWA ’imh Sample I1D: f ool

Sampling Team: Arrival Time: Point Code:

Mmas. wam%ﬂHA '5/5'711":) V309 P2 ICf A2_20wye

Basm 39\ . Nﬂode:f AAM 08 b _ Address: ﬂa_ajwl

Current weather:
LpAn \;

Date and time of last known Fainfail- 5 /Q‘Ll ] IS brac g

SECTION 1- PRE SAMPLING VISUAL OBSERVATION REPORT

Is there water inlin'e?r No If present, water is@r Standing Depth of water = ZS in Rateofflow= _&5 fps
h RS b

’ ’ ) 0O Brown Eﬂ' Hydrocarbon
Does river back up fo this location? Yes o\rg No) | If river is backed up:  Water Color 0O @ray Water Odor [ Sanitary
' Clear ~ O Other
Are sediments cbserved in the line? or No Are recoverable quantities of sediments present in the line? @ or No

If sed-'iments present; Avg Depth of seds = 7 in Sed Depth Range = ; in. to ‘-j in.

Estimated dimensions of sediment deposit; ﬁ ‘%Tn. by . in. OR E/As far as can be seen |

SITE DIAGRAM: Include street intersections/main lines/laterals/catch basms/MH s/pipe sizes/ flow direction/ driveways cuts
and extent of solids accumulation as well as subsample locations.

N1

:iesu.‘f h fﬁ“}mll
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Dt /@ 9 / (5 | SECTION2-SAMPLE COLLECTION REPORT | Xo oy, | Fonoote:
Sampling Equipment: O Sgamless steel utensil & stainless steel receptacie O Other (Describe) g‘\i' 3‘&? :;YL
Equipment Decontamination process: B@Zr SOP 7.01a O Deviations (Describe)

Sampledate f'.'S_é_nﬁ"pi.e;tim.e: .| sample !dentificéﬁioni-c-od:e (IL-XX-NNNNNN-mmyy) B
Sample loca‘tfon_: - O From MH chamber q/F rom line If from line, seg{n%;;ﬁgmogéwgeg

Sample collection technique: «D/éer SOP5.01b 0 Deviations (describe below)

51/ Odor ﬂﬂb/’m /@UW\ yown
Color of sample

Visual and olfactory observations: O Sheen Grey

' O Discoloration 0 Other (dESCI'IbE)

‘Sample composition/particle size  gjyClay _ Sand & Fine Gravel 5 () Coarse Gravel 73 _Debris
distribution (estimated percentages): Decomposed Organics _ Other (describe)
, £
0 Wood J.arge rocks ‘ E/
If present, type of debris in sample O Metal D Plastic  Removed debris? % (IPSAATONY oo
/ O Organics O Paper ATH 2 fgfive ‘

Co‘mpositing notes D\.F/er SOPS. 01b O Deviations (descnbe)

Sample Jars Collected (number size, fuII or partial)'? T

{If not enough sample to fill all of the jars, list jars Jdar S:ze Amount Full ' Target Analyse
collected and related analytes sampled (as per ‘
peiediasiads Hoz | 0,/]

analyte priority list in work order).

Duplicate sample collected? Y/N

Duplicate sample identification # on COC: - B Hesre

'SECTION 3 - PHOTOGRAPH LOG

Overview of node showing drainage area Filename(s):
Plan view of sediments inline ' ' Filename:
Homogenized samﬁle ('sediment in bowl) Filenéme:
Other? ‘Filename(s):
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- Water Pollution ControI Laboratory

P>

City of Portland

Date: 5/ £7/ Y

- 6543 N, Burfington Ave. :
Portland, Qregon 97203-4552 WO!'k Order # ﬂkgﬂﬁ C/
_g:;np::lCu:tbdlan:(Sﬁa)szaés'% == Chain-of- Custody Collected By MIS wel, T s Fh4
: : (50 :
., one Lab: (503) 623.5681 _ Bureau of Environmentat Servrces '
.+ [Client Name: Director's Office
~ IProjectName:  Portland Harbor
L - Requested Analyses
- {Special Instructions:
{Basin 22 Pelroi eum Sheen lnveﬂlgatiorr H Tum-Around-Time Request
I . | : e ‘g 5113 Standand (10 business )
3" Run NWTPH-Dx and NWTPH.Gx If detected alg = £|0 Rush (5 business days)
§ - : 13 £ Q  OCther,
= : Samplo  Sample  Grabor  Sample - E 1l 2 sl #e
A8l Lovationm Dte  Time  Comp Matix |Z|= 5 2| contaners Remarks
ol . ' AAMOTS (OF22)
;m 28 "| 5272015 | 0929 c Sed _'. ! Sediment Cotniposite
N ‘ - AAMO7S (OF22)
2| 280 |sorovs| oeso | g | Wetr jey® 04| 2 Dry-weather Flow
A1 ' ~ AAMO77-E 60"
3] 29_9W sroots| 1008 | g | Weer e @) 2 Dry-weather Flow
o _ | T AAMO77-W 48"
Y 22_4W somots) 1009 | 6 | Waer jele 2 Dry-weather Flow
[= e Lol e ) AAMO77-SW 30"
3 22 5W 57015 | 1013 G aer ] Dry-weather Fiow
- , : ' AAMOBO
A 210w |somems| a0 | o | VR [® piaé Surface Sheen
. : ' ele 5 . Field Decon Blank
T roelank  [smmems| 121 | o | WA of Bowl and Bailer
. : ¢ ?rT 1' AAMO8BD-SW
B 22 11 527/2015| 1105 B ¢ i Sed @ Infine Sediment
‘ ] ; = " ) AAMO75-S
‘ . ips | ® Wipe under lateral
12Wi 52772015 | © 1140 G | .
- 22_12Wipe | ‘ . ; AAMO75-N
J0F 22 13wipe | smrmots| 1147 d 1 Wipe from end of pipe |
aling T Relinquished B Received By:
D ggnm'a: Dafer Sgneture: Date:
5[27/ kR Friniea arme: T Printed Hame: Time:
Fat+ Sullvas tSS! . '
Portland Harbor - Basin 22 Petrolsum Sheen GOC #1 {5-27-15) Page _{ of _3_




Wafer Pollution Sontrol Laboratory

ity of Portlanid

Date: 5{/ 27/ 15

Poﬂ.land Hatbor - Basit 22 Peiroleum Sheon COC #2 (5-27-15)

" 6543 N, Burington Ave, Work Order #: (WS € Y .
-Portand, Oregon 672034552 } s i ¥ - . :
Sample Custodian: (503) B23-5696 Cham-of»Custody Collected By: mss weg, vee PHA
| Gonenlleb:Sh)8zs081. Bureau of Environmental Services -
* [Ctient Name: - Director's Office .
[Project Name: ~ Portland Harbor
. _ Requested Analyses
Spedial Instructlons: _
4] : N ‘ ' '5‘\,, [Tum-Around-Time Request:
- |Basin 22 Petroloum Sheen Investigation ER - ‘
' T = E 3} O Stnderd (10 business days)
S ol ‘ ' - - 1 e {1 Rush (5 business days)
| g " Run NWTPH.Dx and NWTPH-Gx it detected % _g 232 _om
1= Sample  Sample . Grbor Sample | E | @ g 5 #of
] Location 1 Date  Time  Comp  Matix | E|= S E | containers Remarks
; e AAMO75-Shelf
# 22 4Wpe  |soreors| 1153 | ¢ | WP { Wipe from Shelf
e —- e al 2 AAMO75-DS
;11-__ 22 18w §i27/2015| 1159 G Water SZ \ ' Dwxﬁg;%r;bw
f?’ 22_13W - isp7ieots| 1201 | G Waer 1@ ® _ fﬂ‘l Dryrweather Flow
) : S T B P 1 ;a:mqgs&she:ft
h R ois| 1308 = o nline Sedimen
4 22_14 {57015 1 & 1 e
|15t w Sed |® _ Inline Sediment
13 22_16 sonvts| 1212 | & S B AT Sanfay Live
14, ; j o Wpe |® Wipe from bottom
1 22_17Wipe . 5!27!2015 1249 ; . ‘ AANOT60S
_ ol . i
9l 2248 Isioroots| 1253 | - | S @) = lnxiq ?,Z‘é'.’.";‘,‘;"’
T ' < Py ' " nf diment
ki 22 19 spravts| 1315 | B Sed | InIE: h?ggém-sen
o ‘ LEN I i US side of Lat
W ooowpe  |smeos| a2 | -6 | WP | | | | wipe on US side of et
90 Water (@] @ Y42 2 | Fiowon DS side of Lat
‘ I: o |swas| tar | 6 | ] RN |
Relinguished By: .- Regelved By:
L uishad Dte: R r— Date: _Srﬂl'lﬂ"m Date;
» ””"‘"’"’ M 5/').7} 5 *’é - shafif | : T
’ ' - Printed N: Time: PiintedName:
‘o antedmmn Pﬂmﬂu%}h@ ' 1‘11?5'. Bl ame .
: m‘ Su lt Vo 551 1228 | o R N




" Water Pollution Control Laboratory

City of Portland

Date: 5:/ 2 7'/15'

7
Poten, O G752 | F Work Order #: (1< &19¢/
'.' Stmple Custodlan: (503) 8235696 Cham'Of"CUStOdy & Collected By: 31 weR TEL Prip
- . General Laby {503} 823-5681 Bureau of Environmiental Services -
ClentName: — Director's Office
“|ProjectName: ~ Portland Harbor

Requested Analyses

Specia Instritctions: -

{Basin 22 Petroteum Sheen Investigation

Turn-Around-Time Request:

S

"] "b.
9-5 o

22_23Wipe 52712015 1351 G

w | . _|s g__g JI:I Standard (10 business days)
é ' Run NWTPH.Dx and NWTPH-Gx If detected 2 g %.- 3 g g::rﬁbiﬁmassdays)
.'.l_: B o .
E - © Sample  Sample Gmbor  Sample | & @ 2 5 #of
1831 LocationiD - Date Time Comp Matrix E 4 & =2 | Contalners Remarks
. : % APADTE
¥ oy samis) 1345 | g | Waer (ele 7! 2 Surface Sheen
3 » -. APAO16
ipe

l Wipe under lat from NE

| 2 I

- - ' B I T I L. L
qulshed By: . IB ived By: Rellnguighed By: . l&gggm By:
::::?w:hﬁ o * Date: M . 75:9: mgnatere; pats: Stgature: Date:
//L-fu 5/3‘7/ 55 : Sl s _—
Pefrited Na . T ? Printed Nacde!” ‘!Zhﬁ\ Times b Printed Name: Time: Printed Hame:
Mt 5ol 1551 | U hKRon (5% _
Poriiand Harbor - Basin 22 Petroleum Sheen GOC #3 (5-27-15) ) : Page 3 ,3
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" Environmental Services

i

 City of Portiand DAILY FIELD REPORT
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| 'f. ~ City of Portiand
2 B Enwronmentql Serwces

~ _DAILY FIELD REPORT
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Project Name: Portland Harbor — Basin 22 Dry Weather Sheen Investigation

Sample ID: 1f cofw

WCR, PHA, +

Sampling Team: MJS, ECH, Date: 5/28/15 Arrival Time: | Point Code:

1000

1¢' ﬁw e

4 ) P )
Basin: 22 Node: A@g_@

{' taleval \| Address:

not- el

& -

Current weather: Sunny, 60s in morning — 80s in afternoon

Date and time of last known rainfall: ~%” on 5/11/15, ~1/10” on 5/12/15

FRESAVPLNG VISUA

If present, wate@ or Standing Depth of water = ) [(Zm Rate of flow = (- <> fps

~ O Brown O Hydrocarbon
Does river back up to this location? Yes o If river is backed up:  Water Color [0 Grey Water Odor O Sanitary
s ‘ O Clear O Other

Are sediments observed in the line? Yes or@ Are recoverable quantities of sedimehts present in the line? Yes o@

in.

If sediments present: Avg Depth of seds = in Sed Depth Range=___ in. to

Estimated dimensions of sediment deposit: in. by

in. OR O Asfarascanbe seen

W i wipe fogation

t@i%/%a:

—

haown [/Lamqgugmmﬂéj( bobwad™

}?(ao{{)u&

' SITE DIAGRAM: Include street intersections/main lines/laterals/catch basms!MH's!plpe sizes/ flow direction/ drweways cuts
and extent of solids accumulation as well as subsample locations. ;

{0\Z w.a-(fw 204 %.-zqw

Y

2 "@VJWL Ql;,.ue wLLe:k
LA % bl o
wlet 32, 2-6m F

—
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Sampling Equipment: 0O Stainless steel utensil & stainless steel réceptacte 0O Other (Describe)

Equipment Decontamination process:  Per SOP 7.01a [ Deviations {Describe)

Sample location: '_D From MH chamber [=! From line If from line, segment is From Node To No_de'

Sample co!lection"technique: O PerSOP5.01b © O Deviations (describe below)

‘ odor _| ¢ gt ' O Brown
! ‘I Visual and olfactory observations: 1;( Sheen ) Color of sample 00 Grey
‘ }3 Discoloration o Other (describe)
Sample composition/particle size  gjiyClay Sand Fine Gravel ____ Coarse Grave! Debris

distribution (estimated percentages): Decomposed Organics Other (describe)

, O Wood & Large rocks
If present, type of debris in sample O Metal o Plastic Removed debris? 0 Yes (Type & Amount)

O Organics 0O Paper

O No-

Compositing notes 0 Per SOP5.01b O Deviations (descnbe)

If not enough sample fo fill all of the jars, list jars
- |collected and related analytes sampled (as per
- fanalyte priority list in work order).

Lab!D Here - . - : Duplicate sample collected? Y/N

Duplicate sample identification # on COC: . ' - |Dup 1D Here

1 Overview of node showing drainage area - Filename(s):
Plan view of sediments inline ' ; ' Filename:
‘Homogenized sample (sediment in bowl) Filename:

‘Other? : _ Filename(s):
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Project Name: Portland I-Iarbor - Basm 22 Dry Weather Sheen Investigation | Sample ID: If coffs

Sampling Team: MJS, ECH, Date: 5/28/15 Arrival Time; Paint Code:
WCR, PHA, + (0%

Basin: 22 Node: M‘O :f 0“,{ | Address:

Current weather: Sunny, 60s in morning — 80s in afternoon

Date and time of last known rainfall: ~%"” on 5/11/15, ~1/10° on 512115

éa,,&ebqw e

Deptﬁ of water =

. ‘ @Mgwﬂm L ST /o 5
BiBrown ¢~° O Hydrocarbon
Daoes river back up to this location? Yes If river is backed up:  Water Color O Grey Water Qdor 0O Sanitary
i O Clear . O Other

Y Whal WA

Are sediments observed in the line? /@or No - Are {fco\‘.rerableq titiespf sedimen present infthe Iine?r No
N ap&?‘% P T i ‘

| ] 1A za«,-,{ A
If sediments present:  Avg Depth Fesii=  2) in Gad Depth Range = Cow "7’4’& ‘q '?y( A

n . ];; IS . .
e o ) — {{ . ’

i ,a-au L.-L-'"" __.—_ e y
& B - Ca n be seen

in.b :
S ja h:fdft

) i . i
Estimated dimensions Hf gedlme t d rKslf(/*

[ sl
SITE DIAGRAM: Include street lntersectmlm:\m 1mesl]ateralslcatch basins/MH's/pipe snzes! flow direction/ driveways cuts
and extent,of solids accumulation as well as subsample locations.

(647 wadar zau/ ‘M
[:%Lé/lrot( y
B ey

06@ UUQV’\“’&‘/ foag! A
d __,_f_,__,.:__{.-__ Wt wld g

& L]

( @ l}h
2 mewme“f’fg
Vawin - ol OPP”
Gigle )

X)( 2 -,a;m le
9K S
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& . ANC Eole l v - LS s G R PR B (A N BE e 3
Sampling Equipment: \FQ'Stainless steel utensil & stainless steel receptacle O Other (Describe)

0 Deviations (Describe)

Equnpmenl Decontam:naﬁon process: "Q(Per SOP 7.012

Sample location: 7 From MH chamber )érom line If from line, segment is From Node To Node
‘(‘I'.f'\'i”w ’t.-"\"l/b( AAMLE (g A“fm&M

ol colec o i pe Sorei 5 Besuton

Sample collection technique: Per SOP5 b viations (describe below)
‘O Odor O Brown
Visual and offactory observations: Sheen \/LN ‘fl LsAAT | Color of sample ‘5/Grey
‘ O Discoloration' Other (describe)

Sample composition/particle size  gjyclay O san Fine Gravel 10 Coarse Gravel 7 Debris S

distribution (estimated percentages): Decomposed Organics Other (describe), —

bfWood

0 Large rocks

If present, type of debris in sample etal a Plastic RemovLed degr' ?
rganics O Paper . "iﬁfg 4

Compositing notes ]

If not enough sample to fill all of the jars, list jars
collected and related analytes sampled (as per

Per SOP5.01b 0O Deviations (describe)

~ lanalyte priority list in work order).

Lab ID Here

Duplicate sample collected? Y@

Duplicate sample identification # on COC:

Dup 1D Here

Overview of node showing drainage area Filename(s):

Plan view of sediments inline Filename:

Homogenized sample (sediment in bowl) Filename: -
Other? Filename(s):
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Sample ID:

Samplihg Team: MJS, ECH, Date: 5/28/15 | Arrival Time: Paint Code:
WCR, PHA, + ' L

Basin: 22 Node: MV {,{6‘77 | Address:

Current weather: Sunny, 60s in morning — 80s in afternoon

Date and time of last known rainfall: ~%” on 5/11/15, ~1/10” on 512115

: If present, water is; Flowing or Standing Depth of water = [ in Rate of flow -4' @ fps

“5 % - O Brown : O Hydrocarbon

Does river back Up to this location? Yes or No § If river is backed up: . Water Color [ Grey Water Odor Ll Sanitary
A O Clear O Other
jp—

Are sediments observed in the line? Yes or No Are recoverable quantities of sediments present in the line? Yes 0@
If sediments present: Avg Depth of seds = _ in  Sed Depth Range = ' in. to in.
Estimated dimensions of sediment deposit: in. by in. OR [ Asfarascanbe seen

SITE DIAGRAM: “Include s1ireet intersections/main lines/laterals/catch basins/MH' slplpe sizes/ flow direction/ driveways cuts
and extent of sohds accun@ at:on as well as subsample locations.

) o b B o g K%h(m & Mg/ +W,J,,
- ‘F . F-% (_Zé Th’ FJ-V
111G wipetrrmElow 6"

wdmp o uarche
%&QW Giraih i 2 '
| 2. 50 wi

#[Q,m/ 4,(,‘{_\)4— 3ML
2- 91l wiy

WiC—* ‘H:(—e P el

«‘LQ!{% A tw&,l:ﬁmmfb)

vme’Tﬁ
g )

«
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Sampling Equipment: O Stainless steel utensil & stainless steel receptacle

[ Other (Describe)

Sample location: 0O From MH chamber [ From line if from line, segment is From Node To Node

Sample collection technique: 0O Per SOP5.01b [ Deviations (describe below)

Visual and offactory observations:

o Odor

O Brown

O Sheen Color of sample O Grey

O Discoloration

0 Other (describe)

O Organics & Paper

‘Sample composition/particle size _ Silt/Clay Sand Fine Gravel Coarse Gravel - Debris
distribution (estimated percentages): Decomposed Organics Other (describe) '
O Wood O Large rocks
If present, type of debris in sample O Metal o Plastic Removed debris? = Yes (Type & Amount) o No

Compositing notes 0 Per SOP5.01b

e e & PO
e e T YL T RIEIURL KR

analyte priority list in work order).

=GB Y e ..','"" e

If not enough sample fo fill all of the jars, list jars
collected and related analytes sampled {as per

O Deviations (describe)

SRR

“{Lab ID Here

Duplicate sample collected? Y/N

Duplicate sample identification # on COC: Dup ID Here

Overview of node showing drainage area Filename(s):
Plan view of sediments inline Filename:
Homogenized sample (sediment in bowl) Filename:
Other? Filename(s):
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Fro;ect Name Portland Harbor Basm 22 Dry Weather Sheen |nvest|gatlon

Sampling Team: MJS, ECH, Date: 5/28/15 Arraval Time: Point Code:
WCR, PHA, + I ’
Basin: 22 Node: A,M ‘ 4 q % Address:

Current weather: Sunny, 60s in morning — 80s in afternoon

Date and time of last known rainfall: ~%" on 5/11/15, ~1/10” on 5/12/15

If present, water Is: @r Standing Depth of water =

P @
in Rate of flow =

fps
O Brown O Hydrocarbon
Does river back up to this location? Yes of No )If riveris backed up:  Water Color O Grey Water Odor E g?;:ie:_ary
0O Clear PR

Are sediments observed in the line? Yes o

Are recoverable quantities of sediments present in the line? “Yes or@

in. to

in.

If sediments present: Avg Depth of seds = in  Sed Depth Range =

in. by in. OR [ As faras can be seen

Estimated dimensions of sediment deposit:

SITE DIAGRAM:

and extent of solids accumulation as well as subsample locations.

lrnec

Ia%v«li

Include street intersections/main lines/laterals/catch basins/MH's/pipe sizes/ ﬂow direction/ driveways cuts

'l("f%/ %Mf/{,ﬁ (
e\ (ZY

*&th/m.i«’w
22..%2w
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Sampling Equipment: O Stainless steel utensil & stainless steel receptacle & Other (Describe)

Sample location: O From MH chamber o From line If from line, segment is From Node To Node
Sémp!e collection technique: O Per SOP5.01b O Deviations {describe below)
o Odor O Brown
Visual and olfactory observations: o Sheen Color of sample O Grey
O Discoloration o Other (describe)
‘Sample composition/particle size  gjjyclay Sand Fine Gravel Coarse Gravel Debris
distribution (estimated percentages):  pecomposed Organics _____ Other (describe) E—

o Wood O Large rocks
If present, type of debris in sample O Metal O Plastic Removed debri
O Organics O Paper .

<o O Yes (Type & Amount) £i Na

collected and related analytes sampled (as per
analyte priority list in work order).

Lab ID Here Duplicate sample collected? Y/N

Duplicate sample identification # on COC: Dup 1D Here

Overview of node showing drainage area Filename(s):
Plan view of sediments inline Filename:
Homogenized sample (sediment in bowl) Filename:
Other? " Filename(s):
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Project Name Portland Harbor — Basin 22 Dry Weather Sheen Investigation

Sampling Team: MJS, ECH, Date: 5/28/15 Arrival Tlme. Point Code:
WCR, PHA, + Lo Q’

Basin: 22 Node: )AM #6)/( l o Address:

Current weather: Sunny, 60s in morning — 80s in afternoon

Date and time of last known rainfall: ~%"” on 5!11!15, ~1/10" on 5/12/15

Stancf ing Depth of water = 0 gm Rate of ﬂow-—l ;fps

. a 7 [J Brown 0] Hydrocarbon
Does river back up to this location? Yes of No.f’ If river is backed up:  Water Color O Grey Water Odor O Sanitary
; [0 Clear O Other

Are sediments observed in the Iin{ Y@r No Are recovejjb\le quantities ef sediments present in the\!ine? Yes

; Az, A LA \“1 4t RAOC oo {

: g :
If sediments present: Avg Depth of seds = \ / 2~ in Sed Depth Qénge = % / in. ’Q‘ k
Estimated dimensions of sediment deposit: I 02 in. by % O _in. OR O As far as can be seen
i o P BT
=l

SITE DIAGRAM: Include street mtersechoﬁslmaln Imesllatel'a!s!catch basmslMH s/pipe sizes/ flow direction/ driveways cuts
and gxtent of solads accumulation as well as subsample locations.

1a

A

>
ao ﬂ"l ¢ 3

v /«Vta+ %PA/L

M/lcme\olL 14 ‘vawww
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Sampling Equipment: KStalnless steel utensil & stainless steel receptac!e O Other (Describe)

Equipment Decontamination process: ‘o Per SOP 7.01a O Deviations (Describe)

Sample location: 0O From MH chamber )ﬁﬁom line If from line, segment is From Node To Node
Sample collection techniqye: Per SOP5.01b O Deviations (describe below)
0‘ “ M ¥ | ‘ [
Caavane CWavel and Small oo oA = ./qu:;o’ Nas
| o Odor T dom’{)@%‘“{w
Visual and olfactory observations: O Sheen Color of sample /0 Grey ,
NeNE 0 Discoloration o Other (describe) ~

Sample composition/particle size  gjjycjay l 0 Sand% Fine Grav,egé Coarse Gravei%' Debris (3
distribution (estimated percentages): - pacomposed Organics () _ Other (describe)

0 Wood O Large rocks
If present, type of debris in sample 0 Metal O Plastic Removed debris? = Yes (Type & Amount)

0 Organics O Paper

Compositing notes 4 Per SOP5.01b O Deviations (describe

If not enough sample to ﬁll all of the jars, list jars
collected and related analytes sampled (as per
analyte priority list in work order).

~
Lab iD Here Duplicate sample collected? Y@
Duplicate sample identification # on COC: Dup ID Here

Overview of node showing drainage area Filename(s):
Plan view of sediments inline Filename:
Homogenized sample (sediment in bowl) Filename:
Other? Filename(s):
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Sample ID:og

Project Name Po:tland Harbor - Basm 22 Dry Weather Sheen Investigation
Sampling Team: MJS, ECH, Date: 5/28/15 Arr'

Ti .~ Foint Code:
WCR, PHA, + %7

Basin: 22 Node: Wr\/\ 9?7( Addfess:

Current weather: Sunny, 60s in morning - 80s in afternoon

Date and time of last known rainfall: ~%" on 5/11/15, ~1110” on 6/1M12/15

Is there water inline’y Yes

T & o ) O Brown a Hydrocarbon
Does river back up to this location? Yes ofNo iver is backed up:  Water Color O Grey Water Odor O Sanitary
_ O Clear O Other
Are sediments observed in the line? (@901‘ No Are recoverable quantities of sediments present in the line? or No
If sediments present: Avg Depth of seds = i ___in  SedDepth Range = Q’ in. to 6 in.
Estimated dimensions of sediment deposit: t/b in. by _in. OR ﬁ As far as can be seen
.

SITE DIAGRAM: Include street intemn lines/laterals/catch basins/MH's/pipe sizes/ flow direc jnl driveways cuts

and extent of solids accumulation as well as subsample locations. l!—{ J 2{ & " pu«r{

%
Lt
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er SOP 7.01a

O Deviations (Describe)

Sample IOOF} ion: F,':‘,"?;MH cgazglber rom line

ok /)J/\;:ltbw

If from line, segment is From Node______

ToNode

Sample collection technique:\J#Per SOP5.01b O Deviations (describe be!ow)

o Odor

o Sheen

Color of sample

Visual and offactory observations:

NoNE

O Discoloration

O Brown
Grey

‘@1 Other (describe)

Compositing notes

If not enough sample to fill all of the jars, list jars
collected and related analytes sampled (as per

‘Sample composition/particle size - gjyClay ‘Sand 8 O Fine Gravel {2 Coarse Gravel '“7 Debris Z—
distribution (estimated percentages): Decomposed Organics__ Other (descn'_'be) —
o Wood O Large rocks
If present, type of debris in sample Metal O Plastic Removed debris? Yes (Type & Amount) ;!Qq
PN B - unalel Fg Frawaoe ~
4 Per SOP5.01b £ Deviations (desJ;abe) 400 sl

analyte priority list in work order).

Lab ID E-_fer:ga__

|Duplicate sample collected? Y@ D

Dup!icaté sémple identification # on COC:

Dup 1D Here

Overview of riqde showing drainége area Fi!ename(s):
Plan view of sediments inliné™" Filename:
Homogenized sample (sediment in bowl) Filename:
Other? Filename(s):
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Water Pollution Control Laboratory

o par

Cltyof Portland F=

Date: .‘.')j 39’/ /S.

Portiand Harbor - Basin 22 Petroleum Sheen COG #1 (5-28-15)/

6543 N. Burington Ava. »
Portland, O!'eg%n 97?03-4552 . . Work Order #: W \SE qu
S e 60 25 Chain-of-Custody Collected By: /)75 WzR, ELH PHA
i o Bureau’of Environmental Services
1cnent Name: Director's Office
Project Name: Portland Harbor
: Requested Analyses
| Speclal _lnstrucﬁons: .
Basin 22 Petroleum Sheen Investigation £\ |Tum-Around-Time Request
tol : - . E O Standard (10 business days)
2 ' Run NWTPH-Dx and NWTPH-Gx If detected 2 § = & Iu Rush (5 business days)
§ E § Q 0 Other
g Sample Sample  Gmbor.  Sample § = HIRG
E. Location ID Date:  Time Comp  Matrix E § 2 | Containers Remarks %
1 - moaw seoots| 013 | G | Water [e) @ 2SY 2 T surrace Sheen Water
E T - Wz e 1 AQB05T ABQO5SS v
3| 22 25Wipe s8ots| 1018 | G P Wipe above 16" inlet J
1 oo | o , AdB059 ABQB5S
3| 22o8wpe |soaoors| 1021 | @ % ) Wipe below 6" infet
- ‘ ™ | [ P ) AAP794
Y 20_2TW soenos| 143 | G & j03 Dry Flow from 12" Lat
- =8 _ AAPT94
5 228 |soweors| 050 | & 3 S |® 1 Infine Sediment DS
' - AAP794
b 2. 20W soseots| 1056 | @ | Weter (@)@ V84| 2 Dry Flow from US
e 1 ANV453
17 zsowpe |smseos| 1 | o | Wee Wipe under east Lat §
| _ e . ANV543
Bl  maswpe |seaoos| 110 | @ | Wiee " | Wipe from east shelf
‘ _ ; 72 ARPTOZ )y  ©
U0 2w |sowoms| 114s | o | Weter [®]® { 2 | DryFlowfromSLat §
— : _ ; AAPTO
il zz‘agvl:) smem0ts| 1208 | 6 Y] 2 ___DyFow |
" [Relinuuisied Br; T _——r T Recelved By: -]
b Date: Sgnature; Dute:
PP T—g MB—' Time: Printed Namp: Time:
att Sallivan 1518 |/ Vichdn¥ S, ~
Page _\__of J



Water Poﬂuﬁon Control Labo‘atory

Date: 5/ 28/ 55

oA City of Portland - Work Order # W 15€144
Samplacm:mmsm Cha:n-of_-Custody N Collected By: 35 we A €LH  PHA
Gemf MRl sl Bureau of Envirohmental Services : :
: 'Cﬁent Name: Director's Office
ProjectName:  Portland Harbor
. Requested Analyses
 |Special Instructions: '
: - . E Uy |Turn-Around-Time Request:
Basin 22 Pefroleum Sheen Investigation g ¥
- | - O  Standard (ﬂ? busfn days)
E ! Run NWTPH-Dx and NWTPH-Gx If detected 8 g £ B Amnnmiy
| Sk i S . ;
= . 8 Eiw 2 x| #o
g' Locatlon®® SE'Q'E." &r::h ﬁg'ﬂm.bf" 5.5’3"&' E - 3 _§ Containers Relg;;;_:
¢ 23433 |sovots| 1216 | & § S |° Intne Seciment Us
(2 - 23534 |sneoos| 1408 & §i Sed | Infine f:;igesnt uUs
B3| seewpe  |smeoois] 12 | o | Wiee | Wipe from MH Collar
= = nlhgpjm_e_d& " *Bﬁﬁ!mm_ ;o s
ate: i 5
Jaglig_| 4 5"%/5'
e : T Psted Hame: Time: ated Name: Tie:
i8S Mfm /55

Porliand Harbor - Basin 22 Petroleum Shean COC #2 (5-28-15)
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City of Portiand | : -  DAILY FIELD REPORT
Environmental Services _

Poge

o Pro;ec’er’ uj\ uﬂ\aﬁf _ - a ,"'PrOJec‘rNo
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Project Name: Portland Harbor — Basin 22 Sheen Ianstigation Sample ID: o
. ‘ &F o
Sampling Team: MJS, ECH, = | Date: 6/3/15 Arriva@é e _ Point Code: [‘)‘—'—Z' ag}aj Jq AL )
WCR, PHA o ) e A W NI
Basin: 22 Node: “A(A,P ? C%O{ Address; Ty
' : AU\IJ 0”,&:‘&1"7 &)
Current weather: Overcast upwards of m|d 60s Ve W v ,‘, ,]Zﬂ

Date and time of last known rainfalt: ~O;2f"6/,1(!_2015—6/2/2015

SECTION 1- PRE-SAMPLlNG VISUAL OBSERVATION REPORT

s there water mhne(/‘r’gor No If present water I{:EWIFI y%tandmg Depth of water = ‘ 6 in Rate of ﬂowﬁ Zl—ﬁ)

I:I Brown 0 Hydrocarbon
Does river back up to this location? Yes orMNo ¥ if river is backed up:  Water Color O Grey Water Odor O Sanitary
0O Clear O Other
£
Are sediments observed in the line? @or No Are re verable ntitigs of gediments presentln the(ine? { Yeg or No
— | T 4’% s V&f“”&éf“ﬂ“m e
. z w ’L.UV L ety ¢ < T R ' .
| If sediments present: Avg Depth of seds = a in  Sed epth Range = i . M
: /At —&0 v AT
Estimated dimensions of sediment deposit: 1 E 5 in. by in. OR X As far as can be seen

- [ L
SITE DIAGRAM: Include street interseétions/main iineglaterals!catch basins/MH's/pipe sizes/ flow direction/ driveways cuts
and extent of solids accumulation as well as su'bsample !ocatlons

’0“ | Q\ f; cpafuins  Poth o (et enter
\b\@\ ‘ Mwm Ju&:ﬂ.:éi(/i 0\‘{’!0‘1’171[74 awr”j

&0 vl %Wa :/P F/\,Qif wa

i ————

"%A{M‘;

Iléi.\\

,/-‘

afpeat Peeawme o f\; awm"

N L LA (Jt:“ea [LAZ) (Z’V\«-{’V’ﬂ Ut {' é%l KVA
%&r B du.%c)&‘l[’mtls Uu? %{,37 T M&(N]M

T Létaa.ﬁw PS5
" &Mm‘ﬂd lag’f’ ..ﬂ@w Clﬂw,av; Ty Uatmgzgel\é}‘?




Dt@/%‘g | SECTION 2- SAMPLE COLLECTION REPORT | Mede: | PontCose.

Sampling Equipment: %Stainless steel utensil & stainless steel receptacie O Other (Describe)

{
Equlpment Decontamination Process: *Féae,- SOP 7.01a O Deviations (Describe)

Sample tlme o Sample Identlficatlon Code (IL~XX NNNNNN mmyy)

—-— g
|

| __;:_-:[f___ i

Sample location: O From MH chamber ‘}szrom line

3 bc-ﬂ""
i from line, segment is From Node To Node

| Sample collectl n techmqtéj \;{\Per SOP5.01b a Dewahons {describe below)

05 abot F' D5 g whwwe (B enter

___M/HH“ ?\1‘9 420)6 aAa v+ &WU’+ B ’l%‘

_ ~ Odor 0, Brown
Visual and offactory observations: Sheen Color of sample & Grey
' ' Discoloration o Other (describe)
_Sample composition/particle size SiIb’CIayg % Sand ZIQ Fine Gravel /522 Coarse Gravel @ Debris }
distribution (estimated percentages); Decomposed Organics Other (describe)
' - ' OoWood o Large rocks . . - RO
If present, type of debris in sample /in\(ﬂvetal O Plastic Removed debris? »YV%S {1 ?f & Amount) I No
. & Organics 0O Paper @0 bl&‘f’) & Joav & hbéfl
Compositing notes ¥$er SOPS6.01b 0 Deviations (describe) B\
3iSampIe Jars Collected/(number size, full or partlal)'? ' L[ | ) U 6 % \ a ‘/ /PV
i not enough sample to fill alt of the jars, list jars Jar S”-e |- Amount Full _ Target Analyses: S

collected and related analytes sampled (as per

analyte pnorlty list in work order).

et in Hars i Duplicate samplé collected? Y@'

(

‘;.Overvnew of node shomng drainage area - F|Iename( s):

i Plan vi_ew_'oflsediments inline : - | Filename:
Homl'o.ger'_l.izéd sample (sediment in bowl) | Filename:
ch‘e’r";‘ - | .Fi.Iename(.s):
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-;_LINE SE _,_MENT SAMPLIN.G FIELD DATA SH_E T

Project Name Portland Harbor — Basin 22 Sheen Investlgatlon Sample ID: ¢

Sampling Team: MJS, ECH, Date; 6/3/15 Arrival Time: Point Code: *r =37

WCR, PHA ' 09 %‘

Basin: 22 | Node: /S(Lﬂ(? 70{ 0( _ | & ,u/o, %} , Address:

Current weather: Overcast, upwards of mid 60s

Date and time of last known rainfall: ~0.2" 6/1/2015-6/2/2015

SECTION 1.- PRE SAMPLING VISUAL OBSERVATION REPORT

Is there waterinline?r No If present, water is: Flowing ?@Q) Depth of water = Z/ _in  Rate of flow = fps

[0 Brown O Hydrocarbon
Does riverback up fo this location? Yes gt'No )lf river is backed up:  Water Color [ Grey Woater Odor O Sanitary
' O Clear [ Other

Are sediments observed in the line? (@r No Are recoverable quantities of sediments present in the Iinebr No

If sediments present: Avg Depth of seds = l in  Sed Depth Range = in.

win o .
TVt o T T

Estimated dimensions of sediment deposit: ﬂ[) in. by in. OR ?{ As far as can be seen

SITE DIAGRAM: Include street intersections/main lines/laterals/catch basins/MH’ slp|pe sizes/ flow direction/ driveways cuts
1 and extent of sollds accumulation as well as subsample |locations.

see map b APP T

Page 1 of 2




. analyte priority list in work order).

;}Date (% % SECTION 2 - SAMPLE COLLECTION REPORT | Node: | PointCoge: -

Sampling Equlpment B@tainfess steel utensil & stainless steel receptacle O Other (Describe)

Equipment Decontamination process: ;;(Eer SOP 7.01a O Deviations (Describe)
t

*_Sam Ied' e': / Sam(aie time: Sample Identification Code L-XX-NNNNNN-mmyy)
e .(‘O* ‘ : *3-37

L y AATTIA Mﬂ:f%
Sample location: O From MH chamber }(From fine if from line, segment is From Node ToNode "~

Sample coliection technigue: F(Per SOP5.01b O Deviations (describe below)

Al A pind g An a.p det?
GG — i

Qdor - ( & Brown
Visual and olfactory observations: Sheen Color of sample W Grey
' ) Z Other (describe
. D|scglgjag e mgﬁ”f&‘ , ther (d ) :
‘Sample composition/particle size S:it/CTg hd 30 melGraveI (D coarse Gravelj’fg Debrls@_

~ distribution (estimated percentages): Decomposed Orgamcs =5 Other (describe)

O Wood o Large rocks N
If pres_ent, type of debris in sample o Metal O Plastic Removed debris? 0 Yes (Type & Amount) \;ﬁNo
. [0 Organics 0O Paper

Composmng notes mDer SOP5.01b O Deviations (descnbe)

_E'Sampie' ar:::'Collected (number Slze full or partial)? v C ) l/( g,f

11f not enough sample to fill all of the jars, list jars - f;'I;.'-.'.':Ja" S'Ze Amount F“ﬂ i Target
collected and related analytes sampled (as per

Lab 1D He : Duplicate sample collected? Y@

| puplicate sai‘npfe identification # on COC: o

e
S

i

SECTION 3 PHOTOGRAPH LoG

Over\new of node showing dramage area Filename(s):
Plan view of sed:ments lnhne Filename:
Homogenized sample (sediment in bowl) Fil-éhame:
Other? - | Filename(s):
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Project Name: Portland Harbor — Basin 22 Sheen Investigation Sample ID;

Sampling Team: MJS, ECH, Date: 6/3/15 Arrival Timr: Point Code: :1?\ 3 8
WCR, PHA /’l]/ : _

Basin: 22 - Node: MP?Q ()0 Address:

Current_wéathef: Overcast, upwards of mid 60s

Date and time of last known rainfall: ~0.2"” 6/1/2015-6/2/2015

SECTION 1- PRE-SAIVIPLING VISUAL OBSERVATION REPORT

b ‘-Wga@e, \A = BN
is there water inline? Yeg or Nl?<|\ If present, water is: Flowing or Depth of water = (_Mdc,in Rate of flow fps

no Wy
O Brown - O Hydrocarbon
Does river back up to thls Iocat|on'? Yes oy N If river is backed up:  Water Color 3 Grey Water Odor O Sanitary
i,y ¢ OClear O Other

wa L\,[WVR H/l {5 (W wWEove & v 1T
Are sediments observed in the line? Yes or No Are recoverable quantities of sediments present in the line? or, No @

Cle \:lf\.\LAJ\ _i_\ﬁ Qi s A2 ufﬂ_l)..ni_:_a\_/ﬂ‘ £ ,@nl/ %

&) = T v U } hy “L/(;,’_) r—p LA v o ; ¥

if sediments present: Avg Depth of seds = _~ 2 3 in  Sed Depth Range = s o in

-tiifttjpﬁ\( A%\
Estimated dimensions of sediment deposit: 07 in. by in. OR As far as can be seen

SITE DIAGRAM: Include street intersections/main lines/laterals/catch basins/MH's/pipe s:zes/ fiow direction/ drlveways cuts
and extent of solids accumulation as well as subsample locations.

N\J | | iG?K%&MM{-/ 9<d Franq
%AL mlz+'<kav%'2%“
V4 Ve v t@t/cwl/(
M- .Q/{/sz/‘wv

MT5

%w% ﬂ'

[o ot ‘Wﬁ

&
).3.-38
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f:"éDate 724 5 ' SECTION 2 - SAMPLE COLLECTION REPORT | Nede: | PointCoder -

Samp!:ng Equipment; }ﬁstainless steel utensil & stainless steel receptacle 0 Other (Describe)

Equipment Decontamin/ation process: ){per SOP 7.01a O Deviations (Describe)

;-,Sa .b,l_e_ ate} Sampie tim Sample Identifi NNNN-mmyy)
029 %/ -8
" '- PTG
Sampile location: [ From MH chamber Fr_om{line If from line, segment is From Node To Node
{
. e e
Sample coliection technique:\?](Per SOP5.01b O Deviations (describe below)
‘ [0 _Brown
Visual and olfactory observations: Color of sample § Grey
ton 0 ﬁ'(‘ﬁ 0 Other (describe)
e “’ =
Sample composition/particle size - Srlt!CIay Sand FZne Gravel @ Coarse Gravel% Debris 2
distribution (estimated percentages) Decomposed Orgamc Other ( descnbe) '
' i/a 0 & Wood O Large rocks | o
f present ype of | in san{lﬁule 0 Metal /ﬁPIastic Removed debris? %ES {Type &/i\r{nmjnt) o No
@zu Ty 0 Organics 0 Paper 14 Ao W aZErEs et

B Composrcmg notes ;{Per SOPS 01b O Devratrons {describe)

pleJ _s.f_'Collected (number size, full or partla])‘? (\) ,‘/{ Gf% ; /P’P{ I

if not enough sample to fill all of the jars, list jars ~Jar Size. 1 Amount Full
- |collected and related analytes sampled (as per
. analyte prrorrty list in work order).

Duplicate sample collected? @

" | Duplicate sampie identification # on COC:

: Over\r_ié'\)'v'of node s'howing drainage area - Filename(s):
| Plan view of sediments inline ' - .' Filename:
- ._Homogenizedsemp]e (sediment in bowl) Filename;
bther? : . | Filename(s):

Page 2 of 2




_ CITYOFPORTLAND 07

Project Name: Portland Harbor — Basin 22 Shéen Investigation Sample [D: i

Sampling Team: MJS, ECH, | Date: 6/3/15 Arrival ,Timj PointCode: 2\ .39
WCR, PHA g

Basin: 22 Node__jﬂrﬁ?‘fa?—@—% W 30@ Address:

Current weather: Overcast, upwards of mid 60s

Date and time of last known rainfafi; ~0.2" 6/1/201 5-6_!2/2015

SECT!ON 1- PRE-SAMPLING VISUAL OBSERVATION REPORT

Is there water inling? @or No If present, water is: Flowing or@) Depth of water ﬂ/& @@ in Rate of flow = { 2 fps

. 0 Brown O Hydrocarbon
Does river back up to this location? Yes g I river is backed up:  Water Color O Grey Water Odor O Sanitary
_ O Clear 0 Other
Zt ez P )

Are sediments o;?served int hr}s& Are recoverable quantities of sediments present in the line? @. No

M aeAdiwidd ROZoY-S 2 x LA

P —

TV 2 €%y Sed Depth Range = in. to in.

If sediments present: Avg Depth of seds

Estimated dimensions of sedi ntdepo it in. by in. OR [0, As faras can be sesn
_ T o ia@;zr %/‘ %aam & %&W/D/éc

SITE DIAGRAM: Include street intersections/main hnes)iaterals/catch basins/MH's/pipe sn‘zes/ flow direction/ dnveways cuts
and extent of solids accumulation as well as subsampie locations.

X %LM%& A x 122 2ewmsled <eds
b\$ ){ | l0g 8t X and (B e, ﬁiﬁ
: M35

T 22-39

e Mg %

e e o

"R lm w ot mar
e A l ol ]ML/[ O) A Tw & et

’l;w; (s abest 9"
T £ U\Jm” o
DA lp o TUN Q)(—[—z,[/to)g &lf)uuk

208 1 o am wals oy
o ol e its a

ides ?’f& S0 U?/:Vhﬁcawk

’ .‘(]" s {tue 1 g V\G‘F’Pﬂfé%*ﬁ'fw

: el



o },3/( 12 | SECTION 2 - SAMPLE COLLECTION REPORT

| Node:

- | Point Code: -

Sampling Equipment: stainless steel utensil '& stainless steel receptacle O Other (Describe)

f
Equmment Decontamination process m:er SOP 7.01a O Deviations (Describe)

. NNNN-mmyy)

3234

7@ %ia Salmpl%t%e | Sample l.d,ehtificéti' N
- £ '.;

Sample Iocatlon O From MH chamber ){From line Iffrom line, segment is From

PEUY et
de Qo Noge

Sarnple collection technigue: O Per SOP5.01b - ﬁDeviations {describe below)

O)\/LQ'{/-\O‘;“ e 405 Tu b oé a0 [’F@é‘w 1l;1 p<

a_,vm(\.la dve +4 lew Yelowa

Debris

Decomposed Organics ______Other (describe)

Odor 2% WA 0 Brown
Visual and olfactory observations: Sheen _ _ Color of sample/ﬁ(grey
‘ : Discoloration ther (describe)
_ — :
. Sample composition/particle size  gjyciay Sand _ Fine Gravel Coarse Gravel
distribution (estlmated percentages): —_— ey —

. 0O Wood 0O Large rocks ‘
If present, type of debris in sample 0 Metal O Plastic Removed debris?

O No

0 Organics O Paper

5 0O Yes (Type & Amount)

Compositing notes o Per SOP5.01b }‘(Deviations {describe) OJ/Z,E, & \7 AVE/S

_S_‘..-n‘]'ple Jars Collected (number, size, full.or pama] ;L ) l,i é% /p_u ! R

|if not enough sample to fill all of the jars, listjars | Ja" Slze i _ Am,o.u_nt Full

. TargetAna|yses D

“lcollected and related analytes sampled (as per
analyte priority list in work order).

Lab i plare ' ' Dupl:cate sample collected? Y,@

~ | Duplicate sample identification # on COC: Dup D Hare

SECTION 3 PHOTOGRAPH LOG

Overvrew of node showing dramage area o Filename(s ).
Plan view of sediments inline Filename:
Homogenized sampie (sediment in bowl) o Filename;
Ot_hef? | R o _Filename(s):

. Page2of 2




Foptane TI£TLEAS %m PR srions oo Moy
Sampfrng Team: MJ4 pothy Artival T, I Pontcode
WaE-PHP @ / 6/( K 52, ‘

Basin: 9,9( Node: A ﬁ(? %@ % .Address:

Currentweather [R/UVﬁaﬂ;A 1V?uuaufd"3 tﬂl h/ud [Z())"S

| Date and time of last known rainfall “’O bgf“ @/l /{ B 6]7/]["7/

SECTION 1 - PRE-SAMPLING VISUAL OBSERVATION REPORT

O

\\@ 10" s 3" ot ciwwcbertlo g

B evtuevt [0 juled
171}/!@)5 +o Y~%(A+‘few9)fﬁ‘5/

£ 250 - Nis 4 ;cofzé

et vea edigh

from 6"

-1 [s there water lnlme’?[YQS)or No If present, water is: Flowing or Standi'@ epth of water™= _/(/” ¢Lin Rate of flow = Cp
‘-}\/I/ ap e ‘ ‘
) d O Brown {1 Hydrocarbon
Doe's river back_up to this location? Yes of No¥ If river is backed up:  Water Color {1 Grey Water Odor O Sanitary
: O Clear O Other
Are sedimerits observed in the Iin'mMr No Are recovera Jle qu%tltles of sediments presewt in the line \- e]
. e 2 N X WS SN Arr:wl-;,z' LZ_e
If sediments presenit: Avg Depth of seds =, l.‘ i in  Sed Depth;ﬁ \/‘V __in.to in.
Estimated dimensions of sediment de?fsu in. byE ! in, OR 0 As =i
SITE DIAGRAM: Include street intersections/main hnes/lateralsa’éé\tghabg\;in sMH' les/ flow dlrectlon/ drlveways cuts
1 and extent o sohd iccumuilation as well as subsample locations. oo L

¢ Qevnl
F[Q«’i&tn’%+ ¢ [\,\[(fr
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Date . R SECT'ON_ 2 - SAMPLECOLLECTION REPORT Node: Pomtcode

Sampling Equipment. 3 Stainless steel utensil & stainless steel receptacle 1 Other (Describe)

Equipment Decontamination process: [ per SOP 7.01a O Deviations (Describe)

.S___a_r__n'pléld_at;e_: . Sam_p_l.e ti.me: Sample Identification Code ('-L'XX"N.NNNNN"WT)W) __ i

‘Sample location: 0O From MH chamber 0O From Ii_n.e if from line, segment is From Node To Node

Sample coliection technique: O Per SOP5.01b 3 Deviations (describe below)

. o Odor 0 Brown
Visual and oifactory observations: 0 Sheen o Color of sample O Grey
'O Discoloration 00 Other {describe)

Sample composition/particle size  gjyclay Sand Fine Gravel Coarse Gravel Debris

distribution {estimated percentages): Decomposed Organics _ Other (describe)

: : 0 Wood 0 Large rocks 7
If present, type of debris in sample O Metal 3 Plastic Removed debri

57 0 Yes (Type & Amount)
0O Organics O Paper —

" _janalyte priority fist in work order).

Compositing notes O Per SOP5.01b 0 Deviations (describe)

SampleJarsCoiIected (number, size, full or partial)? I_ e

O No

If not enough sample to fill all of the jars, listjars .|~ - JarSize. | AmountFull |- "T#-fge:_t'iA;'-‘-ﬁ"ys.3e§-'

collected and related analytes sampled (as per

Lok il Duplicate sample collected? Y/N
Dupficate sam'ple identification # on COC: ' Dup

~ SECTION 3 - PHOTOGRAPH LOG
Overview of ndde showing drainagé area: | | Fil,éname(s):
Plan view of sediments inline Filename:
Homdgeni_ze.d sample (sediment in bowl) | Filename:
Other?“ | | B Filenan%e(s).:

Page2of 2




Project Name: Portland Harbor — Basin 22 Sheen Investfgation

Sampling Team: MJS, ECH, WCR, PHA| Date: 6/3/15 Arrival Time: 17% Pomt Code
Basin: 22 Node: A([N = ;L 1/[ ﬂ( Address: ' '
Current weather: Overcast, upwards of mid 60s )2 3@1

Date and time of last known rainfall: ~0.2" 6/1/2015-6/2/2015 @PY&WW(«& abovt f@ WEVI }dao)
() v~ n g WA g

1

_SECTION 1 - PRE- SAMPLING VISUAL OBSERVATION REPORT

Indlcate observed erodlble solids or

m| Construction Activities [0 Materials Storage & On-site Processes
adjacent operations th‘at.cou!d impact O Erosion : Q“Heavy Truck Traffic 0 Other .
caich basin: e
. _¥Q Fine Seds Wood
5 Type of debris clo : .
Percent of catch basin grate clogged = % yzatch basin gra%g,mg o Plastic - Gravel
' o Leaf debris O Other
Is there standing water in caich basin? O Yes>§ No Depth of standing water, if present = - in
" Plastics Meta!s O Hydrocarbon odor
Note visual or olfactory observations 0O Oily Sheen/Discolored Sediment - Paper O Solvent odor
K Organics . O Cigarette butts g Other: <3+t 8 2o v

Total depth of catch basin = =0 in Average sediment depth = [b Sed depth range ~[Z—__ info _@iin

SITE DIAGRAM: Include street intersections, inlets and outlets, catch basin dimensions, sediment depth detail subsa(pple
locations, efc. - Zott @é@—

Nw F o T 4"

AP
LanepETE 5 a?wm% HW

ST — e / : : ar A '.a(fé“{'é :
| | e ’ e

R Ve o

: . | — - ”(‘#%A
e el pn ¥nie ’/‘t&y &a\AHQ@Jréds— tosh-tu
‘@;fﬁm@» PSP U Hes A0 ANFI20 g ¢oneret

& Han %wﬂo o MF’%’QF/ ?<>(>( %;’"’9 fe .
& ov

E%@ %aw J ade tn 0B
~‘ir Yo 12 grtlet

M33

?1 HO
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- / Z'/l (G |~ SECTION2-SAMPLE COLLECTION REPORT |Meoe: | PoniCode:

Sampllng Equlpment ?’ Stainless steel utensil & stainless steel receptacle O Other (describe)

Equipment decontamination procedure: E/ Per SOP7.01a 0O Deviations (describe)

ng le D te / Sample Tlme Sample Identification Code,

Sampie CO\]SCtIOﬂ techmquWﬁﬂ Hill SOP — Guidance for Sampllng of Catch Basin Solids

O Per SOPS5. 025 n\lne Sampllng of Stor water Solids Deviations (describe below ) Y v
m"“"mf C}"U s “}f G i,kimc?wfz:e A g‘ﬂ Juz

e >é~0dor " Qad %Brown
| l’éiﬁik‘iﬁé’lf?ﬁﬂ‘é?&’iﬁi?ﬁi é’;mp;e 0 Sheen Color of sample " 0 Grey
- B Discoloration 01 Other (descrlbe)
Sample composition/particle size  Siit/Clay [@ Sand 4@ Fine Gravel Coarse Gravel _Debris
distribution (estimated percentages). Decomposed Organics Other (describe)
' _ O Wood O Large rocks
If present, type of debris in sample 0 Metal - O Plastic Removed debris? )(Yes (Type & Amount) ONo .
- O Organics O Paper "h/ 4/{/\ N luszT’J?ViGV’

Composmng notes\?iPer SOPS. 01a & Deviations (describe) +0 aa l < c’—“h (Zf/
Sampej ollected (number size, full or partlal)’? ' (l ) [ v /PU l [
If not enough sample to fil ail of the jars, list Jar ,S-'iZ-"".‘*"- | AmountFull | 1 Target A“a|YS95 L
jars collected and related analytes sampled
(as per analyte priority list in work order).
Lab 3 Mers Duplicate sample collected? Y/N )
Duplicate sample identification # on COC: ' -

Qverview of CB showing drainage area | o Filename(s):
Catch basin plan view' prior to sampling showing solids Filename: .
Pipé connections to/from CB | | Filename(s):
Homogenized .sa.mpie (sediment in bowl) - | Firlename:

Page 2 of 2 '



Project Name: Pa ﬂT’LMD W&\%o ﬂ | ’l%/ﬂc'-’ﬂ N} }%

SHEEN [NVESTIGATION

Sampie ID:

Sampling Team: H’P’a EOL, WUy | Date: | Arrival Time: Point Code:
i 0| :7 i - 1222
Basin: : Node: VU WA Address:
SN 7’$ Wt P 43’1(?7} MA{P%'QG

Current weather: @\/p\/(!,a% VWW/@}’S aj' A« ’3"“9@)

Date and time of last known rainfall; ~ (3, 2" [ 17’ ““7 }%MJr 4/{71/‘;1\3&%'& \GV%U 'gji_?é‘/ Us 4t~
\ (2|

B : 'SECTION 1 - PRE-SAMPLING VISUAL OBSERVAT!ON REPORT

lndlcate observed erodible solids or
adjacent operations that could impact
catch basin:

0 Construction Activities 1 Materials Storage 1 On-site Processes
0 Erosion %eavy Truck Traffic O Other

Fine Seds o0 Wood

‘ = Type of debris cloggi :
Percent of catch basin grate clogged = o % yi(;tgh ]:absriﬁ ‘crc;Qt}g_lng 0 Plastic ravel
grate. O Leaf debr:s 0O Other
Is there standing water in catch basin? O Yes \i No Depth of standing water if present = __in
' Plastics ‘Metals 1 - Hydrocarbon odor
Note visual or olfactory observations Oily Sheen/Discolored Sediment B Paper 0 Solvent odor

)al‘ Organics

o Cigarette butts ¢ Other:'ﬁ_»fr@gu_a A 44

Total depth of catch basin = S0 in Average sediment depth =

16 in | Sed depth range =_6__ur“| to Kin

SITE DIAGRAM: Include street intersections, inlets and outlets, caich basi
locations, etc.

\% C, — ey ?/(ﬂo) %'LCJ‘S T@Vﬂ’

n dimensions, sediment depth detail, subsample

I&u@m v%v‘i—‘
?‘“‘“’ Yo 10" m%ql-

MIS
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TI_ON REP.RT

Samplmg Equrnent 5{, Stam!ess steel utenSII & stainless steel receptacle O Other (descrtbe)

Equnpmentdecontamlnatlon procedure: T#; Per SOP7.01a

O Deviations (descn be)

Samp[e Tlme

124

. Sample Identlf

Gode (1 XXNNNNNN- mmyy)

22-HY

O Per:80OP5.02a -

Inline Sampling of Stormwater Solids:

Sample collection technique = Per 2003 CH2M Hill SOP — Gmdance for Sampllng of Catch Basin Solids

W Deviations (describe below)

Visual or olfactory evidence of
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Investigation Day One
May 27, 2015



55 SW Yamhill Street, Suite 400 Portland, OR 97204
P:503.239.8799 F:503.239.8940
info@gsiwatersolutions.com www.gsiwatersolutions.com

Water Solutions, Inc.

Laboratory Data QA/QC Review
Petroleum Sheen Investigation
Outfall Basin 22

To: File
From: Andrew Davidson, GSI
Date: June 23, 2015

This memorandum presents a quality assurance/quality control (QA/QC) review of the
laboratory data generated during a source control investigation sampling event conducted by the
City of Portland (City). Six composite inline solids samples, nine dry weather flow (DWF) grab
samples, six wipe samples, and one field decontamination blank sample were collected in Outfall
Basin 22 on May 27, 2015 and submitted for analyses.

The laboratory analyses for these source control program samples were completed by the City’s
Bureau of Environmental Services (BES) Water Pollution Control Laboratory (WPCL) and
included the following analyses:

e BESWPCL
0 Total Solids — SM 2540 G (Inline solids samples only)
o Field Conductivity — FO SOP 1.03a
0 Hydrocarbon Analysis — NWTPH-HCID (NWTPH-Dx if detected)
o]

Polycyclic Aromatic Hydrocarbons (PAHs) — EPA 8270-SIM (DWF samples
only)

The WPCL summary report for all analyses associated with this sampling event is attached for
review.

The following QA/QC review of the analytical data is based on the available documentation
provided by WPCL. The QA/QC review consisted of reviewing the following elements from the
laboratory report, if applicable and available:

e Chain-of-custody for completeness and continuous custody
e Analysis conducted within holding times

e Chemicals of interest detected in method blanks and/or field decontamination blanks



LABORATORY DATA QA/QC REVIEW
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e Internal standard recoveries within laboratory control limits
e Surrogate recoveries within laboratory control limits

e Matrix spike/matrix spike duplicate (MS/MSD) sample results within laboratory
control limits

e Laboratory control/duplicate laboratory control (LC/DLC) sample recoveries within
laboratory control limits

e Relative percent differences (RPDs) for laboratory duplicate samples within
laboratory control limits.

The results of the QA/QC review of the subcontracted laboratory reports are presented below.

Chain-of-Custody

The chain-of-custody forms showed continuous custody of the samples. The chain-of-custody
procedures appear to have been adequate indicating that sample integrity was maintained
throughout the sample collection and delivery process.

Analysis Holding Times

The samples were extracted and analyzed within the recommended method-specific holding
times.

Method Blanks

Method blanks were processed during the hydrocarbon scan analysis (NWTPH-HCID) and the
analysis of diesel/oil hydrocarbons (NWTPH-Dx) for wipe, DWF, and inline solids samples. No
analytes were detected in any of the blank samples processed during the analysis of
hydrocarbons in wipe, DWF, or inline solids samples. One method blank sample was processed
during the analysis of PAHs. No analytes were detected in the method blank sample.

Field Decontamination Blanks

One field decontamination blank was collected during the sampling event and analyzed for
petroleum hydrocarbons and PAHSs. No target analytes were detected in the field
decontamination blank.

Surrogate Recoveries

Surrogate recoveries were processed during the laboratory analyses of hydrocarbons and PAHSs.
Surrogate recoveries were within control limits with the following exceptions:

e High concentrations of hydrocarbons in samples W15E194-19 and W15E194-20
prevented determination of surrogate recoveries during the initial hydrocarbon scan
(NWTPH-HCID). Despite the sample undergoing silica gel-cleanup, associated surrogate
recoveries could not be determined in these same samples during the diesel/oil analysis
(NWTPH-Dx) due to required dilutions of the sample extract. Accordingly, diesel/oil
hydrocarbon results for these samples are qualified as estimates and flagged “J” due to

GSI WATER SOLUTIONS, INC. PAGE 2 0OF 4
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unacceptable surrogate recovery “SR”; that is there is a degree of uncertainty associated
with the values due to the high dilutions that prevented acceptable recovery of the
surrogate compound 2-Fluorobiphenyl.

e Recovery of the surrogate compound 2-Fluorobiphenyl was below acceptance limits for
the DWF sample W15E194-21 during the NWTPH-Dx analysis. WPCL reports that the
sample results may be low estimates. Accordingly, diesel/oil hydrocarbon results for this
sample are qualified as estimates and flagged “J” due to unacceptable surrogate recovery
“SR”.

e Recovery of the surrogate compound fluoranthene-d10 was below acceptance criteria
during the analysis of PAHSs for the DWF sample W15E194-21. WPCL reports that
associated sample results may be low estimates. Accordingly, associated target
compounds for fluoranthene-d10 (fluoranthene, pyrene, benzo(a)anthracene, chrysene,
benzo(b)fluoranthene, benzo(k)fluoranthene, benzo(a)pyrene, indeno(1,2,3-cd)pyrene,
dibenzo(a,h)anthracene, and benzo(g,h,i)perylene) are flagged as estimates “J” due to
surrogate recovery outside acceptance limits “SR”.

Matrix Spike/Matrix Spike Duplicate

MS/MSD samples were prepared using aliquots of DWF sample W15E194-05 and processed
during the laboratory analysis of PAHs in DWF samples. MS/MSD recoveries and RPDs were
within acceptance limits for all spiked analytes.

Laboratory Control Samples/Duplicate Laboratory Control

Samples

LCS samples were processed during the analyses of hydrocarbons in wipe, DWF, and inline
solids samples and during the analyses of PAHs in DWF samples. DLC samples were processed
during the analyses of hydrocarbons in DWF samples. All laboratory control sample recoveries
and RPDs were within laboratory control limits.

Duplicate Samples

Duplicate samples were processed during the analyses of total solids and hydrocarbons
(NWTPH-HCID and NWTPH-Dx) for inline solids samples. All RPDs were within acceptance
criteria.

Additional Information

WPCL reports the following additional information regarding wipe, DWF, and inline solids
samples:

e For samples where hydrocarbons were detected by the initial hydrocarbon scan
(NWTPH-HCID), additional analyses NWTPH-Dx and NWTPH-Gx were to be run.
WPCL reports that no VOAs were available for follow-up analysis of NWTPH-Gx on
water samples; no extra jars were available for follow-up analysis of NWTPH-Gx on
inline solids; no additional sample available for follow-up analysis of NWTPH-Gx on the
wipe samples. Accordingly, only NWTPH-Dx analyses were conducted for the samples
where hydrocarbons were detected by NWTPH-HCID.
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e All samples analyzed by NWTPH-Dx underwent silica gel clean-up.

e WHPCL reports that detections quantified as Diesel and Lube Oil in samples W15E194-01,
W15E194-02, W15E194-03, W15E194-04, W15E194-05, W15E194-06, and W15E194-
12 actually appear to be a single petroleum product that is heavier than Diesel #2 and
lighter than the reference lube oil. The data are qualified as estimates “J” due to
inadequate matching with the reference compounds “RC”.

e WHPCL reports that the fuel pattern in samples W15E194-01, W15E194-02, W15E194-
03, W15E194-04, W15E194-05, W15E194-06, W15E194-12, and W15E194-15 most
closely resembles transformer oil. Specifically, WPCL reports that samples W15E194-02,
W15E194-03, W15E194-04, W15E194-06, and W15E194-12 resemble a non-Aroclor
transformer oil.

e WHPCL reports that during the initial hydrocarbon scan, results for gasoline and lube oil in
samples W15E194-19 and W15E194-20 were primarily due to overlap from diesel-range
hydrocarbons. These detections are qualified as estimates “J” in subsequent tables to
indicate matrix interference “MI”.

e WHPCL qualifies that reported analytes for the hydrocarbon analyses of wipe samples
(quantified in mg/Wipe) are not certified under the National Environmental Laboratory
Accreditation Program (NELAP).
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

q"

June 17, 2015

Linda Scheffler
Director's Office

Work Order Project Received
W15E194 Portland Harbor 05/27/15 15:51

Enclosed are the results of analysis for the above work order. If you have questions concerning this report, please
contact your project coordinator Peter Abrams at 503-823-5533.

r
Jennifer Shackelford
Laboratory Coordinator QA/QC
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

w ORELAP Certification ID 4023
LABORATORY ANALYSIS REPORT
Project: Portland Harbor Client: Director's Office
Work Order:  W15E194 Project Mgr: Linda Scheffler
Received: 5/27/15 15:51

Submitted By: Field Operations

Sample Collection Date

Sample Laboratory ID Matrix Type Start End Qualifier
22 8 W15E194-01 Sediment Grab 05/27/15 09:29 05/27/15 09:29
22_8W W15E194-02 Water Grab 05/27/15 09:30 05/27/15 09:30
22_9W W15E194-03 Water Grab 05/27/15 10:04 05/27/15 10:04
22_4W W15E194-04 Water Grab 05/27/15 10:09 05/27/15 10:09
22_5W W15E194-05 Water Grab 05/27/15 10:13 05/27/1510:13
22_10W W15E194-06 Water Grab 05/27/15 10:49 05/27/15 10:49
FDBLANK W15E194-07 Water Grab 05/27/15 11:21 05/27/15 11:21
22 11 W15E194-08 Sediment Composite 05/27/15 11:05 05/27/15 11:05
22_12Wipe W15E194-09 Wipe Grab 05/27/15 11:40 05/27/15 11:40
22_13Wipe W15E194-10 Wipe Grab 05/27/15 11:47 05/27/15 11:47
22_14Wipe W15E194-11 Wipe Grab 05/27/15 11:53 05/27/15 11:53
22_15W W15E194-12 Water Grab 05/27/15 11:59 05/27/15 11:59
22_13W W15E194-13 Water Grab 05/27/15 12:01 05/27/15 12:01
22_14 W15E194-14 Sediment Composite 05/27/15 12:09 05/27/15 12:09
22_16 W15E194-15 Sediment Composite 05/27/15 12:12 05/27/15 12:12
22 _17Wipe W15E194-16 Wipe Grab 05/27/15 12:49 05/27/15 12:49
22_18 W15E194-17 Sediment Composite 05/27/15 12:53 05/27/15 12:53
22_19 W15E194-18 Sediment Composite 05/27/15 13:15 05/27/15 13:15
22_20Wipe W15E194-19 Wipe Grab 05/27/15 13:22 05/27/15 13:22
22 21W W15E194-20 Water Grab 05/27/15 13:27 05/27/15 13:27
22_22W W15E194-21 Water Grab 05/27/15 13:45 05/27/15 13:45
22_23Wipe W15E194-22 Wipe Grab 05/27/15 13:51 05/27/15 13:51
Case Narrative
PAH/phthalates by 8270-SIM Analysis: Only PAH analysis was requested. Phthalates are not reported.
Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier
Field Parameters
Field conductivity
22_8W : W15E194-02
Conductivity* 309 umhos/cm 1 B15E421 05/27/15 05/27/15  FO SOP 1.03a

Reported: 06/17/15 13:47

Gk

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 2 of 25




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

—— ORELAP Certification ID 4023

Project: Portland Harbor Client: Director's Office

Work Order:  W15E194 Received: 05/27/15 15:51

Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier

Field Parameters
Field conductivity

22_10W : W15E194-06

Conductivity* 322 umhos/cm 1 B15E421 05/27/15 05/27/15  FO SOP 1.03a
22_15W : W15E194-12

Conductivity* 324 umhos/cm 1 B15E421 05/27/15 05/27/15  FO SOP 1.03a
22_13W : W15E194-13

Conductivity* 679 umhos/cm 1 B15E421 05/27/15 05/27/15  FO SOP 1.03a
22 21W : W15E194-20

Conductivity* 482 umhos/cm 1 B15E421 05/27/15 05/27/15  FO SOP 1.03a
22 _22W : W15E194-21

Conductivity* 187 umhos/cm 1 B15E421 05/27/15 05/27/15 FO SOP 1.03a

General Chemistry

Total Solids

22 _8: W15E194-01

Total solids 77.5 % WIW 0.01 B15E432 05/28/15 05/29/15  SM 2540G
22_11 : W15E194-08

Total solids 79.2 % W/W 0.01 B15E432 05/28/15 05/29/15  SM 2540G
22 14 : W15E194-14

Total solids 51.4 % W/W 0.01 B15E432 05/28/15 05/29/15  SM 2540G
22 16 : W15E194-15

Total solids 58.0 % W/W 0.01 B15E432 05/28/15 05/29/15  SM 2540G
22 18 : W15E194-17

Total solids 80.4 % W/W 0.01 B15E432 05/28/15 05/29/15  SM 2540G
22 _19: W15E194-18

Total solids 82.5 % W/W 0.01 B15E432 05/28/15 05/29/15  SM 2540G

Reported: 06/17/15 13:47 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 3 of 25 |




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

ﬂ'l

ORELAP Certification ID 4023

Project: Portland Harbor
Work Order:  W15E194

Client; Director's Office
Received: 05/27/15 15:51

Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier
Fuels
Diesel/Oil Hydrocarbons by GC-FID

22 8 : W15E194-01 F7
Diesel 81 mg/kg dry 26 1 B15F046 06/03/15 06/03/15  NWTPH-Dx FO, F8
Lube oil 110 mg/kg dry 51 1 B15F046 06/03/15 06/03/15  NWTPH-Dx FO, F8
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 18.7 mg/kg dry 20.6 91% 50-150 B15F046 06/03/15 06/03/15  NWTPH-Dx

22_8W : W15E194-02 F7
Diesel 2.0 mg/L 0.066 1 B15F001 06/01/15 06/03/15  NWTPH-Dx FO, F8
Lube oil 0.57 mg/L 0.13 1 B15F001 06/01/15 06/03/15  NWTPH-Dx FO, F8
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0955 mg/L 0.105 91% 50-150 B15F001 06/01/15 06/03/15  NWTPH-Dx

22_9W : W15E194-03 F7
Diesel 3.0 mg/L 0.069 1 B15F001 06/01/15 06/03/15  NWTPH-Dx FO, F8
Lube oil 0.69 mg/L 0.14 1 B15F001 06/01/15 06/03/15  NWTPH-Dx FO, F8
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.112 mg/L 0.111 100% 50-150 B15F001 06/01/15 06/03/15  NWTPH-Dx

22_4W : W15E194-04 F7
Diesel 1.3 mg/L 0.070 1 B15F001 06/01/15 06/03/15  NWTPH-Dx FO, F8
Lube oil 0.28 mg/L 0.14 1 B15F001 06/01/15 06/03/15  NWTPH-Dx FO, F8
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0993 mg/L 0.112 88% 50-150 B15F001 06/01/15 06/03/15 NWTPH-Dx

22_10W : W15E194-06 F7
Diesel 1.9 mg/L 0.066 1 B15F001 06/01/15 06/03/15  NWTPH-Dx FO, F8
Lube oil 0.25 mg/L 0.13 1 B15F001 06/01/15 06/03/15  NWTPH-Dx FO, F8
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0831 mg/L 0.106 78% 50-150 B15F001 06/01/15 06/03/15  NWTPH-Dx

22_15W : W15E194-12 F7
Diesel 0.93 mg/L 0.066 1 B15F001 06/01/15 06/03/15  NWTPH-Dx FO, F8
Lube oil 0.46 mg/L 0.13 1 B15F001 06/01/15 06/03/15  NWTPH-Dx FO, F8
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0790 mg/L 0.105 75% 50-150 B15F001 06/01/15 06/03/15  NWTPH-Dx

22_13W : W15E194-13 F7
Diesel 0.49 mg/L 0.066 1 B15F057 06/03/15 06/09/15  NWTPH-Dx
Lube oil ND mg/L 0.13 1 B15F057 06/03/15 06/09/15  NWTPH-Dx
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0901 mg/L 0.106 85% 50-150 B15F057 06/03/15 06/09/15  NWTPH-Dx

22 16 : W15E194-15 F7
Diesel 78 mg/kg dry 34 1 B15F046 06/03/15 06/03/15  NWTPH-Dx FO
Lube oil 220 mg/kg dry 68 1 B15F046 06/03/15 06/03/15  NWTPH-Dx
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 26.2 mg/kg dry 27.1 97% 50-150 B15F046 06/03/15 06/03/15  NWTPH-Dx

22 _20Wipe : W15E194-19 F7

Reported: 06/17/15 13:47 The results in this report apply only to the samples analyzed. Qualifiers and case
i narrative comments are essential to interpretation of the analytical results. Report
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.
Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 4 of 25 |




6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

City of Portland
Water Pollution Control Laboratory

mﬂ ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15E194 Received:  05/27/15 15:51
Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier
Fuels
Diesel/Oil Hydrocarbons by GC-FID
22_20Wipe : W15E194-19 F7
Diesel* 290 mg/Wipe 31 25 B15E430 05/29/15 06/03/15  NWTPH-Dx
Lube oil* ND mg/Wipe 62 25 B15E430 05/29/15 06/03/15  NWTPH-Dx
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.00 mg/Wipe 0.100 % 50-150 B15E430 05/29/15 06/03/15  NWTPH-Dx SU5
22_21W : W15E194-20 F7
Diesel 130 mg/L 7.3 100 B15F057 06/03/15 06/09/15  NWTPH-Dx
Lube oil ND mg/L 15 100 B15F057 06/03/15 06/09/15  NWTPH-Dx
Surrogate Result Expected %Rec Limits(%)
2-Fluorobipheny! 0.00 mg/L 0.116 % 50-150 B15F057 06/03/15 06/09/15  NWTPH-Dx Sus
22_22W : W15E194-21 F7
Diesel 1.7 mg/L 0.12 1 B15F057  06/03/15 06/09/15  NWTPH-Dx
Lube oil 2.7 mg/L 0.25 1 B15F057 06/03/15 06/09/15  NWTPH-Dx
Surrogate Result Expected %Rec Limits(%)
2-Fluorobipheny! 0.0828 mg/L 0.200 41% 50-150 B15F057 06/03/15 06/09/15  NWTPH-Dx Su1
Hydrocarbon Scan by GC-FID
22_8: W15E194-01
Gasoline ND mg/kg dry 23 1 B15E420 05/28/15 05/28/15  NWTPH-HCID
Diesel DET mg/kg dry 58 1 B15E420 05/28/15 05/28/15  NWTPH-HCID
Lube oil ND mg/kg dry 115 1 B15E420 05/28/15 05/28/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 9.89 mg/kg dry 11.5 86% 50-150 B15E420 05/28/15 05/28/15  NWTPH-HCID
22_8W : W15E194-02
Gasoline ND mg/L 0.26 1 B15F001  06/01/15 06/01/15  NWTPH-HCID
Diesel DET mg/L 0.53 1 B15F001  06/01/15 06/01/15  NWTPH-HCID FOa, F8
Lube oil DET mg/L 0.53 1 B15F001 06/01/15 06/01/15  NWTPH-HCID FOa, F8
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0963 mg/L 0.105 92% 50-150 B15F001 06/01/15 06/01/15  NWTPH-HCID
22_9W : W15E194-03
Gasoline ND mg/L 0.28 1 B15F001  06/01/15 06/01/15  NWTPH-HCID
Diesel DET mg/L 0.56 1 B15F001  06/01/15 06/01/15  NWTPH-HCID FOa, F8
Lube oil DET mg/L 0.56 1 B15F001  06/01/15 06/01/15  NWTPH-HCID FOa, F8
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.107 mg/L 0.111 96% 50-150 B15F001 06/01/15 06/01/15  NWTPH-HCID
22_4W : W15E194-04
Gasoline ND mg/L 0.28 1 B15F001 06/01/15 06/01/15  NWTPH-HCID
Diesel DET mg/L 0.56 1 B15F001 06/01/15 06/01/15  NWTPH-HCID FOa, F8
Lube oil DET mg/L 0.56 1 B15F001  06/01/15 06/01/15  NWTPH-HCID FOa, F8
Surrogate Result Expected %Rec Limits(%)
2-Fluorobipheny! 0.0978 mg/L 0.112 87% 50-150 B15F001 06/01/15 06/01/15  NWTPH-HCID
22_5W : W15E194-05
Gasoline ND mg/L 0.28 1 B15F001 06/01/15 06/01/15  NWTPH-HCID

Reported: 06/17/15 13:47

Gk

Jennifer Shackelford, Laboratory Coordinator QA/QC

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

22_15W : W15E194-12

mﬂ ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15E194 Received: 05/27/15 15:51
Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier
Fuels
Hydrocarbon Scan by GC-FID
22 _5W : W15E194-05
Diesel ND mg/L 0.56 1 B15F001 06/01/15 06/01/15  NWTPH-HCID
Lube oil ND mg/L 0.56 1 B15F001 06/01/15 06/01/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0863 mg/L 0.112 77% 50-150 B15F001 06/01/15 06/01/15  NWTPH-HCID
22_10W : W15E194-06
Gasoline ND mg/L 0.27 1 B15F001 06/01/15 06/01/15  NWTPH-HCID
Diesel DET mg/L 0.53 1 B15F001 06/01/15 06/01/15  NWTPH-HCID FOa, F8
Lube oil DET mg/L 0.53 1 B15F001 06/01/15 06/01/15  NWTPH-HCID FOa, F8
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0943 mg/L 0.106 89% 50-150 B15F001 06/01/15 06/01/15  NWTPH-HCID
FDBLANK : W15E194-07
Gasoline ND mg/L 0.27 1 B15F001 06/01/15 06/01/15  NWTPH-HCID
Diesel ND mg/L 0.55 1 B15F001 06/01/15 06/01/15  NWTPH-HCID
Lube oil ND mg/L 0.55 1 B15F001 06/01/15 06/01/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0721 mg/L 0.110 66% 50-150 B15F001 06/01/15 06/01/15  NWTPH-HCID
22_11: W15E194-08
Gasoline ND mg/kg dry 22 1 B15E420 05/28/15 05/28/15  NWTPH-HCID
Diesel ND mg/kg dry 56 1 B15E420 05/28/15 05/28/15 NWTPH-HCID
Lube oil ND mg/kg dry 112 1 B15E420 05/28/15 05/28/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 7.48 mgl/kg dry 11.2 67% 50-150 B15E420 05/28/15 05/28/15 NWTPH-HCID
22_12Wipe : W15E194-09
Gasoline* ND mg/Wipe 1 1 B15E430 05/28/15 05/28/15 NWTPH-HCID
Lube oil* ND mg/Wipe 2 1 B15E430 05/28/15 05/28/15 NWTPH-HCID
Diesel* ND mg/Wipe 2 1 B15E430 05/28/15 05/28/15 NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0902 mg/Wipe 0.100 90% 50-150 B15E430 05/28/15 05/28/15  NWTPH-HCID
22_13Wipe : W15E194-10
Gasoline* ND mg/Wipe 1 1 B15E430 05/28/15 05/28/15 NWTPH-HCID
Lube oil* ND mg/Wipe 2 1 B15E430 05/28/15 05/28/15 NWTPH-HCID
Diesel* ND mg/Wipe 2 1 B15E430 05/28/15 05/28/15 NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0878 mg/Wipe 0.100 88% 50-150 B15E430 05/28/15 05/28/15  NWTPH-HCID
22 _14Wipe : W15E194-11
Gasoline* ND mg/Wipe 1 1 B15E430 05/28/15 05/28/15  NWTPH-HCID
Lube oil* ND mg/Wipe 2 1 B15E430 05/28/15 05/28/15  NWTPH-HCID
Diesel* ND mg/Wipe 2 1 B15E430 05/28/15 05/28/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0885 mg/Wipe 0.100 88% 50-150 B15E430 05/28/15 05/28/15 NWTPH-HCID

Reported: 06/17/15 13:47

Gk

Jennifer Shackelford, Laboratory Coordinator QA/QC

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

mﬂ ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15E194 Received: 05/27/15 15:51
Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier
Fuels
Hydrocarbon Scan by GC-FID
22_15W : W15E194-12
Gasoline ND mg/L 0.26 1 B15F001 06/01/15 06/01/15  NWTPH-HCID
Diesel DET mg/L 0.53 1 B15F001 06/01/15 06/01/15  NWTPH-HCID FOa, F8
Lube oil DET mg/L 0.53 1 B15F001 06/01/15 06/01/15  NWTPH-HCID FOa, F8
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0775 mg/L 0.105 74% 50-150 B15F001 06/01/15 06/01/15  NWTPH-HCID
22_13W : W15E194-13
Gasoline ND mg/L 0.27 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Diesel DET mg/L 0.53 1 B15F057 06/03/15 06/04/15  NWTPH-HCID FO
Lube oil ND mg/L 0.53 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0958 mg/L 0.106 90% 50-150 B15F057 06/03/15 06/04/15  NWTPH-HCID
22 14 : W15E194-14
Gasoline ND mg/kg dry 35 1 B15E420 05/28/15 05/28/15  NWTPH-HCID
Diesel ND mg/kg dry 88 1 B15E420 05/28/15 05/28/15  NWTPH-HCID
Lube oil ND mg/kg dry 176 1 B15E420 05/28/15 05/28/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 14.2 mglkg dry 17.6 81% 50-150 B15E420 05/28/15 05/28/15 NWTPH-HCID
22_16 : W15E194-15
Gasoline ND mg/kg dry 31 1 B15E420 05/28/15 05/28/15 NWTPH-HCID
Diesel DET mg/kg dry 77 1 B15E420 05/28/15 05/28/15 NWTPH-HCID
Lube oil DET mg/kg dry 154 1 B15E420 05/28/15 05/28/15 NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 15.5 mglkg dry 15.4 100% 50-150 B15E420 05/28/15 05/28/15  NWTPH-HCID
22_17Wipe : W15E194-16
Gasoline* ND mg/Wipe 1 1 B15E430 05/28/15 05/28/15 NWTPH-HCID
Lube oil* ND mg/Wipe 2 1 B15E430 05/28/15 05/28/15 NWTPH-HCID
Diesel* ND mg/Wipe 2 1 B15E430 05/28/15 05/28/15 NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0928 mg/Wipe 0.100 93% 50-150 B15E430 05/28/15 05/28/15  NWTPH-HCID
22 18 : W15E194-17
Gasoline ND mg/kg dry 22 1 B15E420 05/28/15 05/28/15  NWTPH-HCID
Diesel ND mg/kg dry 56 1 B15E420 05/28/15 05/28/15  NWTPH-HCID
Lube oil ND mg/kg dry 112 1 B15E420 05/28/15 05/28/15 NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 9.33 mg/kg dry 11.2 83% 50-150 B15E420 05/28/15 05/28/15  NWTPH-HCID
22_19: W15E194-18
Gasoline ND mg/kg dry 21 1 B15E420 05/28/15 05/28/15 NWTPH-HCID
Diesel ND mg/kg dry 52 1 B15E420 05/28/15 05/28/15  NWTPH-HCID
Lube oil ND mg/kg dry 105 1 B15E420 05/28/15 05/28/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 9.80 mg/kg dry 10.5 94% 50-150 B15E420 05/28/15 05/28/15 NWTPH-HCID

Reported: 06/17/15 13:47

Gk

Jennifer Shackelford, Laboratory Coordinator QA/QC

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.
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6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

City of Portland
Water Pollution Control Laboratory

mﬂ ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15E194 Received: 05/27/15 15:51
Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier
Fuels
Hydrocarbon Scan by GC-FID
22_20Wipe : W15E194-19
Gasoline* DET mg/Wipe 1 1 B15E430 05/28/15 05/28/15  NWTPH-HCID F4
Lube oil* DET mg/Wipe 2 1 B15E430 05/28/15 05/28/15  NWTPH-HCID F2
Diesel* DET mg/Wipe 2 1 B15E430 05/28/15 05/28/15  NWTPH-HCID FOb
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.00 mg/Wipe 0.100 % 50-150 B15E430 05/28/15 05/28/15  NWTPH-HCID F6
22 _21W : W15E194-20
Gasoline DET mg/L 0.29 1 B15F057 06/03/15 06/04/15  NWTPH-HCID F4
Diesel DET mg/L 0.58 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Lube oil DET mg/L 0.58 1 B15F057 06/03/15 06/04/15  NWTPH-HCID F2
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.00 mg/L 0.116 % 50-150 B15F057 06/03/15 06/04/15  NWTPH-HCID F6
22_22W : W15E194-21
Gasoline ND mg/L 0.50 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Diesel DET mg/L 1.00 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Lube oil DET mg/L 1.00 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0982 mg/L 0.200 49% 50-150 B15F057 06/03/15 06/04/15  NWTPH-HCID Su1
22_23Wipe : W15E194-22
Gasoline* ND mg/Wipe 1 1 B15E430 05/28/15 05/28/15  NWTPH-HCID
Lube oil* ND mg/Wipe 2 1 B15E430 05/28/15 05/28/15 NWTPH-HCID
Diesel* ND mg/Wipe 2 1 B15E430 05/28/15 05/28/15 NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.100 mg/Wipe 0.100 100% 50-150 B15E430 05/28/15 05/28/15  NWTPH-HCID

Reported: 06/17/15 13:47

Gk

Jennifer Shackelford, Laboratory Coordinator QA/QC

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

—— ORELAP Certification ID 4023

Project: Portland Harbor Client: Director's Office

Work Order:  W15E194 Received: 05/27/15 15:51

Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier

Semivolatile Organics - SIM
Polynuclear Aromatics & Phthalates by GCMS-SIM

22_8W : W15E194-02
Acenaphthene 0.83 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Acenaphthylene ND ug/L 0.20 0.20 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Anthracene 0.17 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)anthracene 0.010 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(b)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(g,h,i)perylene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(k)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Chrysene 0.013 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Dibenzo(a,h)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene 0.053 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15 EPA 8270-SIM
Fluorene 2.2 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15 EPA 8270-SIM
Indeno(1,2,3-cd)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
1-Methylnaphthalene 0.11 ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
2-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Naphthalene ND ug/L 0.40 0.40 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Phenanthrene 2.1 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Pyrene 0.10 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Surrogate Result Expected %Rec Limits(%)
2-Methylnaphthalene-d10 0.25 ug/L 0.229 108% 60.4-153 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene-d10 0.25 ug/L 0.229 110% 69-149 B15E414 05/28/15 06/01/15  EPA 8270-SIM

22_9W : W15E194-03
Acenaphthene 1.1 ug/lL 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Acenaphthylene ND ug/L 0.22 0.22 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Anthracene 0.21 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)anthracene 0.021 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)pyrene 0.011 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(b)fluoranthene 0.014 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(g,h,i)perylene ND uglL 0.010 0.010 1  B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(k)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Chrysene 0.028 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Dibenzo(a,h)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene 0.085 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluorene 2.7 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Indeno(1,2,3-cd)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
1-Methylnaphthalene 0.18 ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
2-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Naphthalene ND ug/L 0.40 0.40 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Phenanthrene 2.7 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Pyrene 0.16 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Surrogate Result Expected %Rec Limits(%)
2-Methylnaphthalene-d10 0.25 ug/L 0.229 111% 60.4-153 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene-d10 0.26 ug/L 0.229 115% 69-149 B15E414 05/28/15 06/01/15  EPA 8270-SIM

Reported: 06/17/15 13:47
T

Jennifer Shackelford, Laboratory Coordinator QA/QC

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

—— ORELAP Certification ID 4023

Project: Portland Harbor Client: Director's Office

Work Order:  W15E194 Received: 05/27/15 15:51

Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier

Semivolatile Organics - SIM
Polynuclear Aromatics & Phthalates by GCMS-SIM
22 _4W : W15E194-04

Acenaphthene 1.0 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15 EPA 8270-SIM
Acenaphthylene ND ug/L 0.20 0.20 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Anthracene 0.19 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)anthracene 0.013 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(b)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(g,h,i)perylene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(k)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Chrysene 0.014 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Dibenzo(a,h)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene 0.058 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluorene 2.5 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15 EPA 8270-SIM
Indeno(1,2,3-cd)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
1-Methylnaphthalene 0.16 ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
2-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Naphthalene ND ug/L 0.40 0.40 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Phenanthrene 2.4 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Pyrene 0.11 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Surrogate Result Expected %Rec Limits(%)
2-Methylnaphthalene-d10 0.27 ug/L 0.229 116% 60.4-153 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene-d10 0.24 ug/L 0.229 103% 69-149 B15E414 05/28/15 06/01/15  EPA 8270-SIM
22 5W : W15E194-05
Acenaphthene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Acenaphthylene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Anthracene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(b)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(g,h,i)perylene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(k)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Chrysene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Dibenzo(a,h)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluorene 0.025 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Indeno(1,2,3-cd)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
1-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
2-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Naphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Phenanthrene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Surrogate Result Expected %Rec Limits(%)
2-Methylnaphthalene-d10 0.23 ug/L 0.229 100% 60.4-153 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene-d10 0.23 ug/L 0.229 103% 69-149 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Reported: 06/17/15 13:47 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 10 of 25 |




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

—— ORELAP Certification ID 4023

Project: Portland Harbor Client: Director's Office

Work Order:  W15E194 Received: 05/27/15 15:51

Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier

Semivolatile Organics - SIM

Polynuclear Aromatics & Phthalates by GCMS-SIM

22_10W : W15E194-06

Acenaphthene 1.1 ug/lL 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Acenaphthylene ND ug/L 0.24 0.24 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Anthracene 0.29 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)anthracene 0.19 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)pyrene 0.13 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(b)fluoranthene 0.15 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(g,h,i)perylene 0.11 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(k)fluoranthene 0.031 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Chrysene 0.26 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Dibenzo(a,h)anthracene 0.030 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene 0.51 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluorene 2.4 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Indeno(1,2,3-cd)pyrene 0.054 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
1-Methylnaphthalene 0.19 ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
2-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Naphthalene ND ug/L 0.40 0.40 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Pyrene 0.91 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Surrogate Result Expected %Rec Limits(%)
2-Methylnaphthalene-d10 0.29 ug/L 0.229 125% 60.4-153 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene-d10 0.21 ug/L 0.229 91% 69-149 B15E414 05/28/15 06/01/15  EPA 8270-SIM
22_10W : W15E194-06RE1
Phenanthrene 3.4 ug/L 0.10 0.10 5 B15E414 05/28/15 06/01/15  EPA 8270-SIM
FDBLANK : W15E194-07

Acenaphthene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Acenaphthylene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Anthracene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(b)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(g,h,i)perylene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(k)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Chrysene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Dibenzo(a,h)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluorene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Indeno(1,2,3-cd)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
1-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
2-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Naphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Phenanthrene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Surrogate Result Expected %Rec Limits(%)

Reported: 06/17/15 13:47 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

—— ORELAP Certification ID 4023

Project: Portland Harbor Client: Director's Office

Work Order:  W15E194 Received: 05/27/15 15:51

Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier

Semivolatile Organics - SIM
Polynuclear Aromatics & Phthalates by GCMS-SIM

FDBLANK : W15E194-07

Surrogate Result Expected %Rec Limits(%)
2-Methylnaphthalene-d10 0.23 ug/L 0.229 102% 60.4-153 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene-d10 0.24 ug/L 0.229 104% 69-149 B15E414 05/28/15 06/01/15  EPA 8270-SIM
22_15W : W15E194-12
Acenaphthene 0.82 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Acenaphthylene ND ug/L 0.20 0.20 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Anthracene 0.14 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)anthracene 0.063 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)pyrene 0.090 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(b)fluoranthene 0.13 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(g,h,i)perylene 0.090 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(k)fluoranthene 0.044 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Chrysene 0.097 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Dibenzo(a,h)anthracene 0.020 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene 0.15 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluorene 1.8 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Indeno(1,2,3-cd)pyrene 0.070 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
1-Methylnaphthalene 0.14 ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
2-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Naphthalene ND ug/L 0.40 0.40 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Phenanthrene 1.2 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Pyrene 0.21 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Surrogate Result Expected %Rec Limits(%)
2-Methylnaphthalene-d10 0.30 ug/L 0.229 132% 60.4-153 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene-d10 0.23 ug/L 0.229 100% 69-149 B15E414 05/28/15 06/01/15  EPA 8270-SIM
22_13W : W15E194-13
Acenaphthene 0.90 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Acenaphthylene ND ug/L 0.20 0.20 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Anthracene 0.026 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(b)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(g,h,i)perylene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(k)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Chrysene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Dibenzo(a,h)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene 0.016 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluorene 1.6 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Indeno(1,2,3-cd)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
1-Methylnaphthalene 0.18 ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
2-Methylnaphthalene ND ug/L 0.080 0.080 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Naphthalene ND ug/L 0.80 0.80 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Reported: 06/17/15 13:47 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

—— ORELAP Certification ID 4023

Project: Portland Harbor Client: Director's Office

Work Order:  W15E194 Received: 05/27/15 15:51

Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier

Semivolatile Organics - SIM
Polynuclear Aromatics & Phthalates by GCMS-SIM

22_13W : W15E194-13

Phenanthrene 0.16 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Pyrene 0.043 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Surrogate Result Expected %Rec Limits(%)
2-Methylnaphthalene-d10 0.34 ug/L 0.229 148% 60.4-153 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene-d10 0.24 ug/L 0.229 104% 69-149 B15E414 05/28/15 06/01/15  EPA 8270-SIM
22 _21W : W15E194-20RE1
Acenaphthene 8.4 ug/L 0.10 0.10 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Acenaphthylene ND ug/L 25 25 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Anthracene 1.5 ug/L 0.10 0.10 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Benzo(a)anthracene 0.50 ug/L 0.050 0.050 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Benzo(a)pyrene 0.32 ug/L 0.050 0.050 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Benzo(b)fluoranthene 0.34 ug/L 0.050 0.050 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Benzo(g,h,i)perylene 0.27 ug/L 0.050 0.050 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Benzo(k)fluoranthene 0.12 ug/L 0.050 0.050 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Chrysene 0.73 ug/L 0.050 0.050 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Dibenzo(a,h)anthracene 0.080 ug/L 0.050 0.050 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Fluoranthene 1.6 ug/L 0.050 0.050 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Indeno(1,2,3-cd)pyrene 0.14 ug/L 0.050 0.050 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
1-Methylnaphthalene ND ug/L 22 2.2 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
2-Methylnaphthalene ND ug/L 2.0 2.0 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Naphthalene ND ug/L 4.0 4.0 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Pyrene 2.8 ug/L 0.050 0.050 5 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Surrogate Result Expected %Rec Limits(%)
2-Methylnaphthalene-d10 0.30 ug/L 0.229 130% 60.4-153 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Fluoranthene-d10 0.24 ug/L 0.229 106% 69-149 B15E414 05/28/15 06/02/15  EPA 8270-SIM
22 _21W : W15E194-20RE2
Fluorene 21 ug/L 0.50 0.50 25 B15E414 05/28/15 06/02/15  EPA 8270-SIM
Phenanthrene 29 ug/L 0.50 0.50 25 B15E414 05/28/15 06/02/15  EPA 8270-SIM
22_22W : W15E194-21
Acenaphthene 0.56 ug/L 0.040 0.040 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Acenaphthylene 0.17 ug/L 0.040 0.040 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Anthracene 0.20 ug/L 0.040 0.040 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)anthracene 0.89 ug/L 0.020 0.020 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)pyrene 1.1 ug/L 0.020 0.020 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(b)fluoranthene 1.6 ug/L 0.020 0.020 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(g,h,i)perylene 1.3 ug/L 0.020 0.020 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(k)fluoranthene 0.88 ug/L 0.020 0.020 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Chrysene 1.4 ug/lL 0.020 0.020 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Dibenzo(a,h)anthracene 0.54 ug/L 0.020 0.020 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene 2.0 ug/L 0.020 0.020 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluorene 0.85 ug/L 0.040 0.040 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Indeno(1,2,3-cd)pyrene 0.99 ug/L 0.020 0.020 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Reported: 06/17/15 13:47 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report
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City of Portland
Water Pollution Control Laboratory

6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

"N ORELARP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15E194 Received: 05/27/15 15:51
Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier
Semivolatile Organics - SIM
Polynuclear Aromatics & Phthalates by GCMS-SIM
22 22W : W15E194-21
1-Methylnaphthalene ug/L 0.080 0.080 2  B15E414 05/28/15 06/01/15  EPA 8270-SIM
2-Methylnaphthalene ug/L 0.080 0.080 2  B15E414 05/28/15 06/01/15  EPA 8270-SIM
Naphthalene ug/L 1.2 1.2 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Phenanthrene ug/L 0.040 0.040 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Pyrene ug/L 0.020 0.020 2 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Surrogate Expected %Rec Limits(%)
2-Methylnaphthalene-d10 ug/L 0.229  146% 60.4-153 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene-d10 ug/L 0.229  64% 69-149 B15E414 05/28/15 06/01/15  EPA 8270-SIM Su1

Reported: 06/17/15 13:47

Gk

Jennifer Shackelford, Laboratory Coordinator QA/QC

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

m ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15E194 Received: 05/27/15 15:51

Quality Control Report

General Chemistry - QC

Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL MDL Level Result (Limits) (Limit) Analyzed Qualifier
Total Solids - Batch B15E432
Duplicate (B15E432-DUP1) Source: W15E194-01
Total solids 76.7 % W/W 0.01 77.5 1(5) 05/28/15 :05/29/15
Fuels - QC
Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL MDL Level Result (Limits) (Limit) Analvzed Qualifier
Diesel/Oil Hydrocarbons by GC-FID - Batch B15E430
Blank (B15E430-BLK2) F7
Diesel ND mg/Wipe 1.2 05/28/15 :06/03/15
Lube oil ND mg/Wipe 25 05/28/15 :06/03/15
Surrogate
2-Fluorobiphenyl 0.0831 mg/Wipe 0.100 83% (50-150) 05/28/15 :06/03/15
Diesel/Oil Hydrocarbons by GC-FID - Batch B15F001
Blank (B15F001-BLK2) F7
Diesel ND mg/L 0.062 06/01/15 :06/03/15
Lube oil ND mg/L 0.12 06/01/15 :06/03/15
Surrogate
2-Fluorobiphenyl 0.0668 mg/L 0.100 67% (50-150) 06/01/15 :06/03/15
LCS (B15F001-BS2) F7
Diesel 0.907 mg/L 0.062 1.00 91% (50-150) 06/01/15 :06/03/15
Lube oil 0.673 mg/L 0.12 1.00 67% (50-150) 06/01/15 :06/03/15
Surrogate
2-Fluorobiphenyl 0.0764 mg/L 0.100 76% (50-150) 06/01/15 :06/03/15
LCS Dup (B15F001-BSD2) E7
Diesel 0.947 mg/L 0.062 1.00 95% (50-150) 4 (200) 06/01/15 :06/03/15
Lube oil 0.765 mg/L 0.12 1.00 76% (50-150) 13 (200) 06/01/15 :06/03/15
Surrogate
2-Fluorobiphenyl 0.0807 mg/L 0.100 81% (50-150) 06/01/15 :06/03/15
Diesel/Oil Hydrocarbons by GC-FID - Batch B15F046
Blank (B15F046-BLK1) F7
Diesel ND mg/kg wet 21 06/03/15 :06/03/15
Lube oil ND mg/kg wet 42 06/03/15 :06/03/15
Surrogate
Reported: 06/17/15 13:47 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

mﬂ ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15E194 Received: 05/27/15 15:51
Fuels - QC
Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL MDL Level Result (Limits) (Limit) Analyzed Qualifier
Diesel/Oil Hydrocarbons by GC-FID - Batch B15F046
Blank (B15F046-BLK1) F7
Surrogate
2-Fluorobiphenyl 14.0 mglkg wet 16.7 84% (50-150) 06/03/15 :06/03/15
LCS (B15F046-BS1) F7
Diesel 190 mglkg wet 25 200 95% (50-150) 06/03/15 :06/03/15
Lube oil 111 mg/kg wet 50 200 55% (50-150) 06/03/15 :06/03/15
Surrogate
2-Fluorobiphenyl 22.0 mglkg wet 20.0 110% (50-150) 06/03/15 :06/03/15
Duplicate (B15F046-DUP1) Source: W15E199-05 F7
Diesel ND mgkg dry 32 ND (50) 06/03/15 :06/03/15
Lube oil 310 mg/kg dry 58 201 43 (50) 06/03/15 :06/03/15
Surrogate
2-Fluorobiphenyl 23.8 mglkg dry 23.4 102% (50-150) 06/03/15 :06/03/15
Diesel/Oil Hydrocarbons by GC-FID - Batch B15F057
Blank (B15F057-BLK2) F7
Diesel ND mg/L 0.12 06/03/15 :06/09/15
Lube oil ND mg/L 0.062 06/03/15 :06/09/15
Surrogate
2-Fluorobiphenyl 0.0334 mg/L 0.0500 67% (50-150) 06/03/15 :06/09/15
LCS (B15F057-BS2) F7
Diesel 0.304 mg/L 0.031 0.500 61% (50-150) 06/03/15 :06/09/15
Lube oil 0.403 mg/L 0.062 0.500 81% (50-150) 06/03/15 :06/09/15
Surrogate
2-Fluorobiphenyl 0.0324 mg/L 0.0500 65% (50-150) 06/03/15 :06/09/15
LCS Dup (B15F057-BSD2) F7
Diesel 0.303 mg/L 0.031 0.500 61% (50-150) 0.2 (200) 06/03/15 :06/09/15
Lube oil 0.384 mg/L 0.062 0.500 77% (50-150) 5 (200) 06/03/15 :06/09/15
Surrogate
2-Fluorobiphenyl 0.0346 mg/L 0.0500 69% (50-150) 06/03/15 :06/09/15
Hydrocarbon Scan by GC-FID - Batch B15E420
Blank (B15E420-BLK1)
Gasoline ND mg/kg wet 18 05/28/15 :05/28/15
Diesel ND mg/kg wet 45 05/28/15 :05/28/15
Lube oil ND mg/kg wet 91 05/28/15 :05/28/15
Surrogate
2-Fluorobiphenyl 8.65 mglkg wet 9.09 95% (50-150) 05/28/15 :05/28/15

Duplicate (B15E420-DUP1)

Source: W15E194-14

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.

Reported: 06/17/15 13:47
T

Jennifer Shackelford, Laboratory Coordinator QA/QC
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

mﬂ ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15E194 Received: ~ 05/27/15 15:51
Fuels - QC
Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL MDL Level Result (Limits) (Limit) Analyzed Qualifier
Hydrocarbon Scan by GC-FID - Batch B15E420
Duplicate (B15E420-DUP1) Source: W15E194-14
Gasoline ND mg/kg dry 38 ND 05/28/15 :05/28/15
Diesel ND mglkg dry 95 ND 05/28/15 :05/28/15
Lube oil ND mg/kg dry 190 ND 05/28/15 :05/28/15
Surrogate
2-Fluorobipheny! 17.1 mglkg dry 19.0 90% (50-150) 05/28/15 :05/28/15
Hydrocarbon Scan by GC-FID - Batch B15E430
Blank (B15E430-BLK1)
Gasoline ND mg/Wipe 1 05/28/15 :05/28/15
Lube oil ND mg/Wipe 2 05/28/15 :05/28/15
Diesel ND mg/Wipe 2 05/28/15 :05/28/15
Surrogate
2-Fluorobipheny! 0.0867 mg/Wipe 0.100 87% (50-150) 05/28/15 :05/28/15
Hydrocarbon Scan by GC-FID - Batch B15F001
Blank (B15F001-BLK1)
Gasoline ND mg/L 0.25 06/01/15 :06/01/15
Diesel ND mg/L 0.50 06/01/15 :06/01/15
Lube oil ND mg/L 0.50 06/01/15 :06/01/15
Surrogate
2-Fluorobipheny! 0.0672 mglL 0.100 67% (50-150) 06/01/15 :06/01/15
LCS (B15F001-BS1)
Gasoline DET mg/L 0.25 0.400 74% (50-150) 06/01/15 :06/01/15
Diesel DET mg/L 0.50 1.00 91% (50-150) 06/01/15 :06/01/15
Lube oil DET mg/L 0.50 1.00 83% (50-150) 06/01/15 :06/01/15
Surrogate
2-Fluorobiphenyl 0.0692 mg/L 0.100 69% (50-150) 06/01/15 :06/01/15
LCS Dup (B15F001-BSD1)
Gasoline DET mg/L 0.25 0.400 79% (50-150) 06/01/15 :06/01/15
Diesel DET mg/L 0.50 1.00 95% (50-150) 06/01/15 :06/01/15
Lube oil DET mg/L 0.50 1.00 85% (50-150) 06/01/15 :06/01/15
Surrogate
2-Fluorobiphenyl 0.0736 mg/L 0.100 74% (50-150) 06/01/15 :06/01/15
Hydrocarbon Scan by GC-FID - Batch B15F057
Blank (B15F057-BLK1)
Gasoline ND mg/L 0.12 06/03/15 :06/04/15
Diesel ND mg/L 0.25 06/03/15 :06/04/15
Lube oil ND mg/L 0.25 06/03/15 :06/04/15
Reported: 06/17/15 13:47 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC

| Page170f25 |




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

- ORELARP Certification ID 4023

Project: Portland Harbor Client: Director's Office

Work Order:  W15E194 Received: 05/27/15 15:51

Fuels - QC
Spike  Source %Rec RPD Prepared:

Analyte Result Units MRL MDL Level Result (Limits) (Limit) Analyzed Qualifier
Hydrocarbon Scan by GC-FID - Batch B15F057
Blank (B15F057-BLK1)

Surrogate

2-Fluorobiphenyl 0.0333 mg/L 0.0500 67% (50-150) 06/03/15 :06/04/15
LCS (B15F057-BS1)

Gasoline DET mg/L 0.06 0.200 42% (50-150) 06/03/15 :06/04/15

Diesel DET mg/L 0.25 0.500 66% (50-150) 06/03/15 :06/04/15

Lube oil DET mg/L 0.25 0.500 66% (50-150) 06/03/15 :06/04/15

Surrogate

2-Fluorobiphenyl 0.0296 mg/L 0.0500 59% (50-150) 06/03/15 :06/04/15
LCS Dup (B15F057-BSD1)

Gasoline DET mg/L 0.05 0.200 29% (50-150) 06/03/15 :06/04/15

Diesel DET mg/L 0.25 0.500 66% (50-150) 06/03/15 :06/04/15

Lube oil DET mg/L 0.25 0.500 61% (50-150) 06/03/15 :06/04/15

Surrogate

2-Fluorobiphenyl 0.0325 mglL 0.0500 65% (50-150) 06/03/15 :06/04/15

Reported: 06/17/15 13:47

Gk

Jennifer Shackelford, Laboratory Coordinator QA/QC

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

m ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15E194 Received: 05/27/15 15:51

Semivolatile Organics - SIM - QC

Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL MDL Level Result (Limits) (Limit) Analyzed Qualifier
Polynuclear Aromatics & Phthalates by GCMS-SIM - Batch B15E414
Blank (B15E414-BLK1)
Acenaphthene ND ug/L 0.020 0.020 05/28/15 :06/01/15
Acenaphthylene ND ug/L 0.020 0.020 05/28/15 :06/01/15
Anthracene ND ug/L 0.020 0.020 05/28/15 :06/01/15
Benzo(a)anthracene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Benzo(a)pyrene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Benzo(b)fluoranthene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Benzo(g,h,i)perylene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Benzo(k)fluoranthene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Chrysene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Dibenzo(a,h)anthracene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Fluoranthene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Fluorene ND ug/L 0.020 0.020 05/28/15 :06/01/15
Indeno(1,2,3-cd)pyrene ND ug/L 0.010 0.010 05/28/15 :06/01/15
1-Methylnaphthalene ND ug/L 0.040 0.040 05/28/15 :06/01/15
2-Methylnaphthalene ND ug/L 0.040 0.040 05/28/15 :06/01/15
Naphthalene ND ug/L 0.040 0.040 05/28/15 :06/01/15
Phenanthrene ND ug/L 0.020 0.020 05/28/15 :06/01/15
Pyrene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Butyl benzyl phthalate ND ug/L 1.0 0.50 05/28/15 :06/01/15
Di-n-butyl phthalate ND ug/L 1.0 0.50 05/28/15 :06/01/15
Diethyl phthalate ND ug/L 1.0 0.50 05/28/15 :06/01/15
Dimethyl phthalate ND ug/L 1.0 0.50 05/28/15 :06/01/15
Di-n-octyl phthalate ND ug/L 1.0 0.50 05/28/15 :06/01/15
Bis(2-ethylhexyl) phthalate ND ug/L 1.0 0.50 05/28/15 :06/01/15
Surrogate
2-Methylnaphthalene-d10 0.23 ug/L 0.229 102% (60.4-153 05/28/15 :06/01/15
Fluoranthene-d10 0.25 ug/L 0.229 108% (69-149) 05/28/15 :06/01/15
LCS (B15E414-BS1)
Acenaphthene 0.112 ug/L 0.020 0.020 0.114 98% (58.8-155) 05/28/15 :06/01/15
Acenaphthylene 0.115 ug/L 0.020 0.020 0.114 100% (64-155) 05/28/15 :06/01/15
Anthracene 0.117 ug/L 0.020 0.020 0.114 102% (76.2-129 05/28/15 :06/01/15
Benzo(a)anthracene 0.119 ug/L 0.010 0.010 0.114 104% (72.9-138 05/28/15 :06/01/15
Benzo(a)pyrene 0.122 ug/L 0.010 0.010 0.114 106% (75.5-137 05/28/15 :06/01/15
Benzo(b)fluoranthene 0.117 ug/L 0.010 0.010 0.114 102% (59.9-160 05/28/15 :06/01/15
Benzo(g,h,i)perylene 0.106 ug/L 0.010 0.010 0.114 93% (70.1-134) 05/28/15 :06/01/15
Benzo(k)fluoranthene 0.119 ug/L 0.010 0.010 0.114 104% (61.1-157 05/28/15 :06/01/15
Chrysene 0.123 ug/L 0.010 0.010 0.114 108% (76.7-146 05/28/15 :06/01/15
Dibenzo(a,h)anthracene 0.117 ug/L 0.010 0.010 0.114 102% (63.9-140 05/28/15 :06/01/15
Fluoranthene 0.119 ug/L 0.010 0.010 0.114 104% (77.5-134 05/28/15 :06/01/15
Fluorene 0.118 ug/L 0.020 0.020 0.114 103% (61.2-157 05/28/15 :06/01/15
Reported: 06/17/15 13:47 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 19 of 25 |




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

m ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15E194 Received: 05/27/15 15:51

Semivolatile Organics - SIM - QC

Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL MDL Level Result (Limits) (Limit) Analyzed Qualifier
Polynuclear Aromatics & Phthalates by GCMS-SIM - Batch B15E414
LCS (B15E414-BS1)
Indeno(1,2,3-cd)pyrene 0.112 ug/L 0.010 0.010 0.114 98% (68.4-135) 05/28/15 :06/01/15
1-Methylnaphthalene 0.131 ug/L 0.040 0.040 0.114 114% (79.6-158 05/28/15 :06/01/15
2-Methylnaphthalene 0.125 ug/L 0.040 0.040 0.114 109% (76-161) 05/28/15 :06/01/15
Naphthalene 0.117 ug/L 0.040 0.040 0.114 103% (60.6-164 05/28/15 :06/01/15
Phenanthrene 0.111 ug/L 0.020 0.020 0.114 97% (77.4-140) 05/28/15 :06/01/15
Pyrene 0.127 ug/L 0.010 0.010 0.114 111% (81.1-141) 05/28/15 :06/01/15
Surrogate
2-Methylnaphthalene-d10 0.23 ug/L 0.229 102% (60.4-153 05/28/15 :06/01/15
Fluoranthene-d10 0.24 ug/L 0.229 105% (69-149) 05/28/15 :06/01/15
Matrix Spike (B15E414-MS1) Source: W15E194-05
Acenaphthene 0.325 ug/L 0.020 0.020 0.286 ND 114% (58.8-155 05/28/15 :06/01/15
Acenaphthylene 0.319 ug/L 0.020 0.020 0.286 ND 112% (64-155) 05/28/15 :06/01/15
Anthracene 0.328 ug/L 0.020 0.020 0.286 ND 115% (76.2-129 05/28/15 :06/01/15
Benzo(a)anthracene 0.302 ug/L 0.010 0.010 0.286 ND 106% (72.9-138 05/28/15 :06/01/15
Benzo(a)pyrene 0.300 ug/L 0.010 0.010 0.286 ND 105% (75.5-137 05/28/15 :06/01/15
Benzo(b)fluoranthene 0.288 ug/L 0.010 0.010 0.286 ND 101% (59.9-160 05/28/15 :06/01/15
Benzo(g,h,i)perylene 0.259 ug/L 0.010 0.010 0.286 ND 91% (70.1-134) 05/28/15 :06/01/15
Benzo(k)fluoranthene 0.291 ug/L 0.010 0.010 0.286 ND 102% (61.1-157 05/28/15 :06/01/15
Chrysene 0.315 ug/L 0.010 0.010 0.286 ND 110% (76.7-146 05/28/15 :06/01/15
Dibenzo(a,h)anthracene 0.282 ug/L 0.010 0.010 0.286 ND 99% (63.9-140) 05/28/15 :06/01/15
Fluoranthene 0.319 ug/L 0.010 0.010 0.286 ND 112% (77.5-134 05/28/15 :06/01/15
Fluorene 0.345 ug/L 0.020 0.020 0.286 0.0251  112% (61.2-157 05/28/15 :06/01/15
Indeno(1,2,3-cd)pyrene 0.274 ug/L 0.010 0.010 0.286 ND 96% (68.4-135) 05/28/15 :06/01/15
1-Methylnaphthalene 0.367 ug/L 0.040 0.040 0.286 ND 129% (79.6-159 05/28/15 :06/01/15
2-Methylnaphthalene 0.350 ug/L 0.040 0.040 0.286 ND 123% (76-161) 05/28/15 :06/01/15
Naphthalene 0.325 ug/L 0.040 0.040 0.286 ND 114% (60.6-164 05/28/15 :06/01/15
Phenanthrene 0.313 ug/L 0.020 0.020 0.286 ND 109% (77.4-140 05/28/15 :06/01/15
Pyrene 0.341 ug/L 0.010 0.010 0.286 ND 119% (81.1-141 05/28/15 :06/01/15
Surrogate
2-Methylnaphthalene-d10 0.25 ug/L 0.229 109% (60.4-153 05/28/15 :06/01/15
Fluoranthene-d10 0.25 ug/L 0.229 110% (69-149) 05/28/15 :06/01/15
Matrix Spike Dup (B15E414-MSD1) Source: W15E194-05
Acenaphthene 0.322 ug/L 0.020 0.020 0.286 ND 113% (58.8-155 0.7 (50) 05/28/15 :06/01/15
Acenaphthylene 0.320 ug/L 0.020 0.020 0.286 ND 112% (64-155) 0.2 (50) 05/28/15 :06/01/15
Anthracene 0.324 ug/L 0.020 0.020 0.286 ND 113% (76.2-129 1 (50) 05/28/15 :06/01/15
Benzo(a)anthracene 0.310 ug/L 0.010 0.010 0.286 ND 108% (72.9-138 3 (50) 05/28/15 :06/01/15
Benzo(a)pyrene 0.310 ug/L 0.010 0.010 0.286 ND 108% (75.5-137 3 (50) 05/28/15 :06/01/15
Benzo(b)fluoranthene 0.293 ug/L 0.010 0.010 0.286 ND 103% (59.9-160 2 (50) 05/28/15 :06/01/15
Benzo(g,h,i)perylene 0.271 ug/L 0.010 0.010 0.286 ND 95% (70.1-134) 4 (50) 05/28/15 :06/01/15
Benzo(k)fluoranthene 0.303 ug/L 0.010 0.010 0.286 ND 106% (61.1-157 4 (50) 05/28/15 :06/01/15
Reported: 06/17/15 13:47 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

mﬂ ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15E194 Received: 05/27/15 15:51
Semivolatile Organics - SIM - QC
Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL MDL Level Result (Limits) (Limit) Analyzed Qualifier
Polynuclear Aromatics & Phthalates by GCMS-SIM - Batch B15E414
Matrix Spike Dup (B15E414-MSD1) Source: W15E194-05
Chrysene 0.324 ug/L 0.010 0.010 0.286 ND 113% (76.7-146 3 (50) 05/28/15 :06/01/15
Dibenzo(a,h)anthracene 0.297 uglL 0.010 0.010  0.286 ND  104% (63.9-140 5 (50) 05/28/15 :06/01/15
Fluoranthene 0.317 ug/L 0.010 0.010 0.286 ND  111% (77.5-134) 0.7 (50) 05/28/15 :06/01/15
Fluorene 0.351 uglL 0.020 0.020 0.286 0.0251  114% (61.2-157 2 (50) 05/28/15 :06/01/15
Indeno(1,2,3-cd)pyrene 0.287 ug/L 0.010 0.010 0.286 ND  101% (68.4-135 5 (50) 05/28/15 :06/01/15
1-Methylnaphthalene 0.364 ug/L 0.040 0.040 0.286 ND  127% (79.6-159 0.9 (50) 05/28/15 :06/01/15
2-Methylnaphthalene 0.350 ug/L 0.040 0.040 0.286 ND 122% (76-161) 0.2 (50) 05/28/15 :06/01/15
Naphthalene 0.320 ug/L 0.040 0.040 0.286 ND 112% (60.6-164 2 (50) 05/28/15 :06/01/15
Phenanthrene 0.315 ug/L 0.020 0.020 0.286 ND 110% (77.4-140 0.9 (50) 05/28/15 :06/01/15
Pyrene 0.337 uglL 0.010 0.010 0.286 ND 118% (81.1-141 1 (50) 05/28/15 :06/01/15
Surrogate
2-Methylnaphthalene-d10 0.25 uglL 0.229 108% (60.4-153 05/28/15 :06/01/15
Fluoranthene-d10 0.25 ug/L 0.229 108% (69-149) 05/28/15 :06/01/15
Qualifiers
FO Fuel pattern most closely resembles transformer oil.
FOa Result most closely resembles non-Aroclor transformer oil.
FOb Results resembles most closely non-PCB transformer oil.
F2 Result for heavy oil is primarily due to overlap from diesel-range hydrocarbons.
F4 Result for gasoline is primarily overlap from diesel-range hydrocarbons.
F6 Surrogate recovery could not be determined due to the high concentration of hydrocarbons in the sample.
F7 This sample underwent silica gel clean-up.
F8 Hydrocarbons quantified as Diesel and Lube Oil appear to be a single petroleum product that is heavier than Diesel #2 and
lighter than the reference Lube Oil.
Su1 Recovery for one or more surrogate compounds was outside the acceptance range (low). Sample results may be low
estimates.
Su5 Surrogate recovery could not be determined due to required dilution of the sample extract.
Definitions
DET Analyte Detected ND Analyte Not Detected at or above the reporting limit
MRL Method Reporting Limit MDL Method Detection Limit
NR Not Reportable dry Sample results reported on a dry weight basis
% Rec. Percent Recovery RPD Relative Percent Difference
* This analyte is not certified under NELAP
Reported: 06/17/15 13:47 The results in this report apply only to the samples analyzed. Qualifiers and case

Gk

Jennifer Shackelford, Laboratory Coordinator QA/QC

narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.
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Water Pollution Confrol Laboratory

6543 N, Buriington Ave,

Porfland, Oregon 97203-4552

Sample Custodian: (503) 823-5686

General Lab: (503) 823-5681

P>

City of P@ﬁ
== Chain-of-Custody

Bureau of Environmental Services

and

Date: 5/ 01’7/£

Work Order #: (4 \S& 7Y

Collected By: mo5 weR, TES PHA

Client Name: Director's Office
Project Name; Portland Harbor
Requested Analyses
Special Instructions:
Basin 22 Petroleum Sheen Investigationn % AR T Regisss
w A '§ 3 [  Standard (10 business days)
2| Run NWTPH-Dx and NWTPH-Gx if detected g § z O . Rush (5 business days)
g z ES 2 O Cther:
E Sample  Sample  Grabor  Sample | E | @ g E #of
5 Location ID Date Time Comp Matrix E = & g Containers Remarks
AAMO79 (OF22)
L ®
4 22 8 5/27/2015| 0929 c 9ed _ ! Sediment Composite
Al : . AAMO79 (OF22)
a 22_8W 570015 o930 | G | Water (@@ 04| 2 Dry-weather Flow
i AAMO77-E 60"
|3 22_9W sorots| 1004 | g | Water & @ e Dry-weather Flow
AAMO77-W 48"
4 24w somots| fo09 | g | Weer je)e ; Dry-weather Flow
AAMO77-SW 30"
> 26W  |sopos| 1013 | g | Waer [ege 2 Dry-weather Flow
] AAMOSO |
A 22_10W szoos| 1049 | g | Water | @@ | 2 Surface Sheen
| Field Decon Blank
7| FDBLANK  isoamts| 1121 | g | Natr [e@]e 2 of Bowl and Bailer
[ A AAMO80-SW
18 22 11 5072015| 1105 | G g o4 | @ 1 Infine Sediment
4 Wipe | ® 1 AAMO75-5
_ 22_12Wipe 52712015 | 1140 G e Wipe under lateral
Wi & 1 AAMO75-N
o1 22 13wipe 512712015 | 1147 G e Wipe from end of pipe
z inquished By: A [Received By: ‘ 'my_ig_hgg_ﬁx:_ Received By:
‘ ture: Date: Slgnature. Date; Signature: Date: Signature: Date:
st o4 00— 5/27/15- P2 PO~ shefis |
o [ed Name? Time: ’ Printed Name: Time: Printed Name: Time: Printed Name: Time:
N Matt S flvae 155 Lﬁmiw@qm [<S1
Portiand Harbor - Basin 22 Pefroleum Sheen COC #1 (5-27-15) J _ Page_{ of &




|Project Name:

Water Pollution Control Laboratory
6543 N. Burlington Ave.

‘Portland, Oregon 972034552

Sample Custodian: (503) 823-5696
Generai Lab: (503) 823-5681

P

=y

City of Poriland
Chain-of-Custody

Bureau of Environmental Services

Date: 5;/ 3‘7/ 5

Work Order#: (S € 114
Collected By: m7s wir vrp PHA

‘_Client Name: Director's Office

Portland Harbor

Requested Analyses

Special Instructions:
Basin 22 Petroleum Sheen Investigation —g\g e e
. . |s E3[Q Stenderd (10 business days)
2 |' Run NWTPH-Dx and NWTPH-Gx if detected 23 2. {9 Rush(5 business days)
_ ';E, T & 2 O Other
i Sample Sample Grab or Sample E E § 5 #of
= Location ID Date Time Comp Matrix =% & 2 | Containers Remarks
# s | AAMO75-Shelf
- 22_14Wipe 52712015 | 1153 G P i Wipe from Shelf
| AAMO75 - DS
K 22_15W 527/2016 | 1159 g | (e SZL\ 2 Dry-weather Flow
AAMO75-N
i3 22_13W sorots| 1201 | G | Water (@1 @ 14| = Dry-weather Flow
1 G 3 : AAMO75-Shelf
A 2214 |so7pos| 1209 | & 3 % [® 1 Inline Sediment
c g : AAMO75-US
15 22.16 sorots| 1212 | g B %4 @ 1 Inline Sediment
' S . AAMO76-Sanitary Line
o| 2o t7wipe  |soreots| 124 | g 9 Wiee | @ \ Wipe from bottom
c s 1o \ AAMO76-DS
117 22.18 s7R0ts| 1253 | @ ® Inline Sediment
c AAMO86-DS
1% 2219 5272015 | 1315 4 Sed | @ \ Inline Sediment
W . AAMO86-S
1 22 20wipe 52702015 | 1322 G e | | Wipe on US side of Lat
4 , AAMO86-S
o| 222w |sommots| tsm | o | Weter [@]e _Lwl <> | Flow on DS side of Lat
z nquished By: _‘ Received Bx:}}j}/\ Relinquished By: — ML
' ture: Date: Signatyre:- [ . _Date: Signature: Date: Signature: Date:
3 | A B 3]s [ Shalif
O, pdName: = R Time: ’ Printed Name: ;;’ Mime:" Printed Name: Time: Prirted Name: Time:
a /f"-‘-}_% 5{"“1‘\/6% ISSf [ ;h’\fb:gar{%" l,SSf
Porfland Harbor - Basin 22 Petroleum Sheen COC #2 (5-27-15) e & Page __&. of __1_




Water Pollution Control Laboratory
6543 N. Buiington Ave.

Portland, Qregon 97203-4552

Sample Custodian: (503) 823-5696
General Lab: (503) §23-5681

&

City of Portland
Chain-of-Custody

Bureau of Environmental Services

Date: 5;/ 27/1s

Work Order #: Lulg({’] 14

Collected By: ms¢ went 375 pria
’ ¥

Portland Harbor - Basin 22 Petroleum Sheen COC #3 (5-27-15)

Client Name: Director's Office
Project Name: Portland Harbor
Requested Analyses
Special Instructions:
Turn-Around-Time Request:
Basin 22 Petroleum Sheen Investigation -—E’X’g
= ’§ S |Q  Standard (10 business days)
2" Run NWTPH-Dx and NWTPH-Gx if detected 2|3 z 3110 Rush (5 business days)
E T|z Z%J) |9 Other:
: i ;o Sample  Sample  Grabor  Sample ,g:; s 2 5 # of
| @ Location ID Date Time Comp Matrix | 2| < & 2| Containers Remarks
: . APAO16
A » 0w so70ts| 1345 | g | Weer [@|® 7l 2 Surface Sheen
' ; pe APAQ16
A 2 oswpe  |someos| 131 | g | Wiee I | wipe under Iat from NE
L o
S Inguished By: . [Received By: ISRLm_gi,s_:;ed_By_: 3 . :::+ewﬁ —
ture: Date: Sign B 7 ate: ignature: 8 Sign g o
Ny Mﬂ Sl S22 AN Sy , .
4 - 7 i Mime: { Printed Name: Time: Printed Name: Time:
O faNamé ‘ Time: _Pnn!edNamﬁ!" lzzg o
E s = \ “\@y&\ : (5= Page__ 3 of 3




'WPCL Cooler Receipt Form

Work Order Number: L/\f\/gm CE \// Cooler Receipt Form Filled Out By: / KT
| Project: PDX \Hﬁ/\m a

~ Sample transport:  Samples received on ice ' Courier,
Directly from field___
Temperature (°C)_j__ _
s Yes | No NA
Is the COC present and signed? g
Are sample bottles intact? 7
Do the COC and sample labels match? S
Are the appropriate containers used? S F
Are samples appropriately preserved? ' o
- | Do VOA vials have Headspace? - SR s
Are samples received within holding times? ' v '
-Pres.# Preservative o LIMS 1D ' Standard Preservation Amounts
1 HNO; (1:1) to pH <2 - 0.5mL/250mL; 1.0mL/500mL; 4-5 dropslSOmL centrlfuge tube
2 H;S0,4 (18N} to pH <2 e '0.4mL/250mL; 0.8mL/500mL ; 1.6mL/1000mL
3 HCI (1:1) to pH <2 ISO0e2¥  |.1.0mL/500mL; 2.0mL/1000mL '
4 |HCI(tM)topH23 | | ForTOG: 2-5 drops/250mL
5 | NaOH (pellets)topH>12 | = | 4-10 peilets/500mL; 8-20 pellets/1000mL
| Date Time Analyst| Sample LIMS ID Bottle ID | Pres. # | Comments
5 [ahs 0955 | KT - |Wisemq-02»0%,2,0 - A | 3

13,20,21

%
Comments 05295 kn | 1o VoAs 4,.,4._44.42- Jn e Mgﬂw oo ”w«'ﬁ» %M_a%

_S:\LAB\Fonns\WPCL Cooler Receipt Form Nov 2013.doc
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55 SW Yamhill Street, Suite 400 Portland, OR 97204
P:503.239.8799 F:503.239.8940
info@gsiwatersolutions.com www.gsiwatersolutions.com

Water Solutions, Inc.

Laboratory Data QA/QC Review
Petroleum Sheen Investigation
Outfall Basin 22

To: File
From: Andrew Davidson, GSI
Date: June 28, 2015

This memorandum presents a quality assurance/quality control (QA/QC) review of the
laboratory data generated during a source control investigation sampling event conducted by the
City of Portland (City). Three inline solids samples, five dry weather flow (DWF) grab samples,
and five wipe samples were collected in Outfall Basin 22 on May 28, 2015 and submitted for
analyses.

The laboratory analyses for these source control program samples were completed by the City’s
Bureau of Environmental Services (BES) Water Pollution Control Laboratory (WPCL) and
included the following analyses:

e BESWPCL
0 Total Solids — SM 2540 G (Inline solids samples only)
o Field Conductivity — FO SOP 1.03a
0 Hydrocarbon Analysis — NWTPH-HCID (NWTPH-Dx if detected)
o]

Polycyclic Aromatic Hydrocarbons (PAHs) — EPA 8270-SIM (DWF samples
only)

The WPCL summary report for all analyses associated with this sampling event is attached for
review.

The following QA/QC review of the analytical data is based on the available documentation
provided by WPCL. The QA/QC review consisted of reviewing the following elements from the
laboratory report, if applicable and available:

e Chain-of-custody for completeness and continuous custody.
e Analysis conducted within holding times.

e Chemicals of interest detected in method blanks and/or field decontamination blanks.
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e Internal standard recoveries within laboratory control limits.
e Surrogate recoveries within laboratory control limits.

e Matrix spike/matrix spike duplicate (MS/MSD) sample results within laboratory
control limits.

e Laboratory control/duplicate laboratory control (LC/DLC) sample recoveries within
laboratory control limits.

e Relative percent differences (RPDs) for laboratory duplicate samples within
laboratory control limits.

The results of the QA/QC review of the subcontracted laboratory reports are presented below.

Chain-of-Custody

The chain-of-custody forms showed continuous custody of the samples. The chain-of-custody
procedures appear to have been adequate indicating that sample integrity was maintained
throughout the sample collection and delivery process.

Analysis Holding Times

The samples were extracted and analyzed within the recommended method-specific holding
times.

Method Blanks

Method blanks were processed during the hydrocarbon scan analysis (NWTPH-HCID) and the
analysis of diesel/oil hydrocarbons (NWTPH-Dx) for wipe, DWF, and inline solids samples.
Blank samples were free of target analytes with one exception:

e WHPCL reports that lube oil was detected in the method blank associated with the
hydrocarbon scan of DWF samples at a concentration greater than one half of the
reporting level, but less than the reporting level. Lube oil was not detected in any of the
associated DWF samples, and the data are not further qualified.

One method blank sample was processed during the analysis of PAHs. No analytes were
detected in the method blank sample.

Surrogate Recoveries

Surrogate recoveries were processed during the laboratory analyses of hydrocarbons and PAHSs.
Surrogate recoveries were within control limits with the following exception:

e High concentrations of hydrocarbons in sample W15E199-08 prevented determination of
surrogate recoveries during the initial hydrocarbon scan (NWTPH-HCID). Despite the
sample undergoing silica gel-cleanup, associated surrogate recoveries could not be
determined during the diesel/oil analysis (NWTPH-Dx) due to high dilution (25X) of the
sample extract. The associated result for diesel is qualified as an estimate and flagged “J”
due to unacceptable surrogate recovery “SR”; that is there is a degree of uncertainty

GSI WATER SOLUTIONS, INC. PAGE 2 0OF 4
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associated with the value due to the high dilution that prevented acceptable recovery of
the surrogate compound 2-Fluorobiphenyl.

Matrix Spike/Matrix Spike Duplicate

MS/MSD samples were prepared using aliquots of DWF sample W15E194-05 and processed
during the laboratory analysis of PAHs in DWF samples. MS/MSD recoveries and RPDs were
within acceptance limits for all spiked analytes.

Laboratory Control Samples/Duplicate Laboratory Control
Samples

LCS samples were processed during the analyses of hydrocarbons in DWF and inline solids
samples and during the analyses of PAHs in DWF samples. DLC samples were processed
during the analyses of hydrocarbons in DWF samples. All laboratory control sample recoveries
and RPDs were within laboratory control limits.

Duplicate Samples

Duplicate samples were processed during the analyses of total solids and hydrocarbons
(NWTPH-HCID and NWTPH-Dx) for inline solids samples. All RPDs were within acceptance
criteria.

Additional Information

WPCL reports the following additional information regarding wipe, DWF, and inline solids
samples:

e For samples where hydrocarbons were detected by the initial hydrocarbon scan
(NWTPH-HCID), additional analyses NWTPH-Dx and NWTPH-Gx were to be run.
WPCL reports that no VOASs were available for follow-up analysis of NWTPH-Gx on
water samples; no extra jars were available for follow-up analysis of NWTPH-Gx on
inline solids; no additional sample available for follow-up analysis of NWTPH-Gx on the
wipe samples. Accordingly, only NWTPH-Dx analyses were conducted for the samples
where hydrocarbons were detected by NWTPH-HCID.

e All samples analyzed by NWTPH-Dx underwent silica gel clean-up.

e WHPCL reports that the fuel pattern in sample W15E199-01 most closely resembles
transformer oil, and the fuel pattern in sample W15E199-08 most closely resembles non-
PCB transformer oil.

e WHPCL reports that during the initial hydrocarbon scan, results for gasoline and lube oil in
sample W15E199-08 were primarily due to overlap from diesel-range hydrocarbons.
These detections are qualified as estimates “J” in subsequent tables to indicate matrix
interference “MI”.

e WHPCL qualifies that reported analytes for the hydrocarbon analyses of wipe samples
(quantified in mg/Wipe) are not certified under the National Environmental Laboratory
Accreditation Program (NELAP).
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

q"

June 17, 2015

Linda Scheffler
Director's Office

Work Order Project Received
W15E199 Portland Harbor 05/28/15 15:15

Enclosed are the results of analysis for the above work order. If you have questions concerning this report, please
contact your project coordinator Peter Abrams at 503-823-5533.

r
Jennifer Shackelford
Laboratory Coordinator QA/QC

| Pageiofis |




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

w ORELAP Certification ID 4023
LABORATORY ANALYSIS REPORT
Project: Portland Harbor Client: Director's Office
Work Order:  W15E199 Project Mgr: Linda Scheffler
Received: 5/28/15 15:15

Submitted By:

Field Operations

Sample Collection Date

Sample Laboratory ID Matrix Type Start End Qualifier
22_24W W15E199-01 Water Grab 05/28/15 10:13 05/28/15 10:13
22_25Wipe W15E199-02 Wipe Grab 05/28/15 10:18 05/28/15 10:18
22_26Wipe W15E199-03 Wipe Grab 05/28/15 10:21 05/28/15 10:21
22 27TW W15E199-04 Water Grab 05/28/15 10:43 05/28/15 10:43
22 28 W15E199-05 Sediment Composite 05/28/15 10:50 05/28/15 10:50
22_29W W15E199-06 Water Grab 05/28/15 10:56 05/28/15 10:56
22_30Wipe W15E199-07 Wipe Grab 05/28/15 11:16 05/28/15 11:16
22_31Wipe W15E199-08 Wipe Grab 05/28/15 11:19 05/28/15 11:19
22_32W W15E199-09 Water Grab 05/28/15 11:48 05/28/15 11:48
22_6W W15E199-10 Water Grab 05/28/15 12:09 05/28/15 12:09
22_33 W15E199-11 Sediment Composite 05/28/15 12:16 05/28/15 12:16
22_34 W15E199-12 Sediment Composite 05/28/15 14:08 05/28/15 14:08
22_35Wipe W15E199-13 Wipe Grab 05/28/15 14:12 05/28/15 14:12
Case Narrative
PAH/phthalates by 8270-SIM Analysis: Only PAH analysis was requested. Phthalates are not reported.
Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier

Field Parameters
Field conductivity

22_24W : W15E199-01

Conductivity* 254 umhos/cm 1 B15E440 05/28/15 05/28/15  FO SOP 1.03a
22 _27W : W15E199-04

Conductivity* 103 umhos/cm 1 B15E440 05/28/15 05/28/15  FO SOP 1.03a
22_29W : W15E199-06

Conductivity* 184 umhos/cm 1 B15E440 05/28/15 05/28/15 FO SOP 1.03a
22_32W : W15E199-09

Conductivity* 173 umhos/cm 1 B15E440 05/28/15 05/28/15 FO SOP 1.03a

22_6W : W15E199-10

Reported: 06/17/15 12:54

Gk

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 2 of 18




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

—— ORELAP Certification ID 4023

Project: Portland Harbor Client: Director's Office

Work Order: ~ W15E199 Received: 05/28/15 15:15

Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier

Field Parameters

Field conductivity

22_6W : W15E199-10

Conductivity* 194 umhos/cm 1 B15E440 05/28/15 05/28/15 FO SOP 1.03a
General Chemistry
Total Solids
22 28 : W15E199-05
Total solids 73.0 % W/W 0.01 B15E448 05/29/15 05/30/15  SM 2540G
22 33 : W15E199-11
Total solids 81.5 % W/W 0.01 B15E448 05/29/15 05/30/15  SM 2540G
22 34 : W15E199-12
Total solids 85.0 % W/W 0.01 B15E448 05/29/15 05/30/15 SM 2540G
Reported: 06/17/15 12:54 The results in this report apply only to the samples analyzed. Qualifiers and case

Gk

Jennifer Shackelford, Laboratory Coordinator QA/QC

narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.

Page 3 of 18




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

mﬂ ORELAP Certification ID 4023

Project: Portland Harbor Client: Director's Office

Work Order:  W15E199 Received: 05/28/15 15:15

Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier

Fuels
Diesel/Oil Hydrocarbons by GC-FID

22_24W : W15E199-01 F7
Diesel 0.48 mg/L 0.068 1 B15F057 06/03/15 06/09/15  NWTPH-Dx
Lube oil 1.4 mg/L 0.14 1 B15F057 06/03/15 06/09/15  NWTPH-Dx
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0901 mg/L 0.109 83% 50-150 B15F057 06/03/15 06/09/15  NWTPH-Dx

22 28 : W15E199-05 F7
Diesel ND mg/kg dry 28 1 B15F046 06/03/15 06/03/15  NWTPH-Dx
Lube oil 200 mg/kg dry 56 1 B15F046 06/03/15 06/03/15  NWTPH-Dx
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 22.1 mg/kg dry 22.4 99% 50-150 B15F046 06/03/15 06/03/15  NWTPH-Dx

22_31Wipe : W15E199-08 F7
Diesel* 420 mg/Wipe 31 25 B15E430 05/29/15 06/03/15  NWTPH-Dx
Lube oil* ND mg/Wipe 110 25 B15E430 05/29/15 06/03/15  NWTPH-Dx
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.00 mg/Wipe 0.100 % 50-150 B15E430 05/29/15 06/03/15  NWTPH-Dx SuU5

22 33 : W15E199-11 F7
Diesel ND mg/kg dry 25 1 B15F046 06/03/15 06/03/15  NWTPH-Dx
Lube oil 130 mg/kg dry 51 1 B15F046 06/03/15 06/03/15  NWTPH-Dx
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 20.9 mg/kg dry 20.3 103% 50-150 B15F046 06/03/15 06/03/15  NWTPH-Dx

22 34 : W15E199-12 F7
Diesel ND mg/kg dry 26 1 B15F046 06/03/15 06/03/15  NWTPH-Dx
Lube oil 190 mg/kg dry 47 1 B15F046 06/03/15 06/03/15  NWTPH-Dx
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 19.6 mg/kg dry 18.8 105% 50-150 B15F046 06/03/15 06/03/15  NWTPH-Dx

Hydrocarbon Scan by GC-FID
22_24W : W15E199-01

Gasoline ND mg/L 0.27 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Diesel DET mg/L 0.54 1 B15F057 06/03/15 06/04/15  NWTPH-HCID FOa
Lube oil DET mg/L 0.54 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)

2-Fluorobiphenyl 0.0911 mg/L 0.109 84% 50-150 B15F057 06/03/15 06/04/15  NWTPH-HCID
22 25Wipe : W15E199-02

Gasoline* ND mg/Wipe 1 1 B15E430 05/29/15 05/29/15  NWTPH-HCID
Lube oil* ND mg/Wipe 5 1 B15E430 05/29/15 05/29/15  NWTPH-HCID
Diesel* ND mg/Wipe 2 1 B15E430 05/29/15 05/29/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)

2-Fluorobiphenyl 0.0972 mg/Wipe 0.100 97% 50-150 B15E430 05/29/15 05/29/15  NWTPH-HCID
22 _26Wipe : W15E199-03

Gasoline* ND mg/Wipe 1 1 B15E430 05/29/15 05/29/15  NWTPH-HCID
Lube oil* ND mg/Wipe 5 1 B15E430 05/29/15 05/29/15  NWTPH-HCID
Reported: 06/17/15 12:54 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 4 of 18 |




6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

City of Portland
Water Pollution Control Laboratory

mﬂ ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15E199 Received: 05/28/15 15:15
Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier
Fuels
Hydrocarbon Scan by GC-FID
22_26Wipe : W15E199-03
Diesel* ND mg/Wipe 2 1 B15E430 05/29/15 05/29/15 NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0901 mg/Wipe 0.100 90% 50-150 B15E430 05/29/15 05/29/15  NWTPH-HCID
22 _27W : W15E199-04
Gasoline ND mg/L 0.27 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Diesel ND mg/L 0.54 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Lube oil ND mg/L 0.54 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0855 mg/L 0.109 79% 50-150 B15F057 06/03/15 06/04/15  NWTPH-HCID
22 28 : W15E199-05
Gasoline ND mg/kg dry 24 1 B15E437 05/29/15 05/29/15  NWTPH-HCID
Diesel ND mg/kg dry 60 1 B15E437 05/29/15 05/29/15  NWTPH-HCID
Lube oil DET mg/kg dry 121 1 B15E437 05/29/15 05/29/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 11.2 mg/kg dry 12.1 93% 50-150 B15E437 05/29/15 05/29/15  NWTPH-HCID
22_29W : W15E199-06
Gasoline ND mg/L 0.27 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Diesel ND mg/L 0.54 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Lube oil ND mg/L 0.54 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0924 mg/L 0.109 85% 50-150 B15F057 06/03/15 06/04/15  NWTPH-HCID
22_30Wipe : W15E199-07
Gasoline* ND mg/Wipe 1 1 B15E430 05/29/15 05/29/15  NWTPH-HCID
Lube oil* ND mg/Wipe 5 1 B15E430 05/29/15 05/29/15  NWTPH-HCID
Diesel* ND mg/Wipe 2 1 B15E430 05/29/15 05/29/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0806 mg/Wipe 0.100 81% 50-150 B15E430 05/29/15 05/29/15  NWTPH-HCID
22_31Wipe : W15E199-08
Gasoline* DET mg/Wipe 1 1 B15E430 05/29/15 05/29/15  NWTPH-HCID F4
Lube oil* DET mg/Wipe 5 1 B15E430 05/29/15 05/29/15  NWTPH-HCID F2
Diesel* DET mg/Wipe 2 1 B15E430 05/29/15 05/29/15  NWTPH-HCID FOb
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.00 mg/Wipe 0.100 %  50-150 B15E430 05/29/15 05/29/15  NWTPH-HCID F6
22 _32W : W15E199-09
Gasoline ND mg/L 0.28 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Diesel ND mg/L 0.57 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Lube oil ND mg/L 0.57 1 B15F057 06/03/15 06/04/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0917 mg/L 0.114 81% 50-150 B15F057 06/03/15 06/04/15  NWTPH-HCID
22_6W : W15E199-10
Gasoline ND mg/L 0.27 1 B15F126 06/08/15 06/08/15 NWTPH-HCID

Reported: 06/17/15 12:54

Gk

Jennifer Shackelford, Laboratory Coordinator QA/QC

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

mﬂ ORELAP Certification ID 4023

Project: Portland Harbor Client: Director's Office

Work Order:  W15E199 Received: 05/28/15 15:15

Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier

Fuels
Hydrocarbon Scan by GC-FID

22_6W : W15E199-10
Diesel ND mg/L 0.53 1 B15F126 06/08/15 06/08/15  NWTPH-HCID
Lube oil ND mg/L 0.53 1 B15F126 06/08/15 06/08/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0708 mg/L 0.106 67% 50-150 B15F126 06/08/15 06/08/15  NWTPH-HCID

22 33 : W15E199-11
Gasoline ND mg/kg dry 19 1 B15E437 05/29/15 05/29/15  NWTPH-HCID
Diesel ND mg/kg dry 48 1 B15E437 05/29/15 05/29/15  NWTPH-HCID
Lube oil DET mg/kg dry 96 1 B15E437 05/29/15 05/29/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 9.31 mg/kg dry 9.58 97% 50-150 B15E437 05/29/15 05/29/15  NWTPH-HCID

22_34 : W15E199-12
Gasoline ND mg/kg dry 21 1 B15E437 05/29/15 05/29/15  NWTPH-HCID
Diesel ND mg/kg dry 52 1 B15E437 05/29/15 05/29/15  NWTPH-HCID
Lube oil DET mg/kg dry 104 1 B15E437 05/29/15 05/29/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 8.38 mg/kg dry 10.4 81% 50-150 B15E437 05/29/15 05/29/15  NWTPH-HCID

22_35Wipe : W15E199-13
Gasoline* ND mg/Wipe 1 1 B15E430 05/29/15 05/29/15  NWTPH-HCID
Lube oil* ND mg/Wipe 5 1 B15E430 05/29/15 05/29/15  NWTPH-HCID
Diesel* ND mg/Wipe 2 1 B15E430 05/29/15 05/29/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 0.0842 mg/Wipe 0.100 84% 50-150 B15E430 05/29/15 05/29/15  NWTPH-HCID

Reported: 06/17/15 12:54

Gk

Jennifer Shackelford, Laboratory Coordinator QA/QC

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

—— ORELAP Certification ID 4023

Project: Portland Harbor Client: Director's Office

Work Order:  W15E199 Received: 05/28/15 15:15

Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier

Semivolatile Organics - SIM
Polynuclear Aromatics & Phthalates by GCMS-SIM

22_24W : W15E199-01
Acenaphthene 0.020 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Acenaphthylene ND ug/L 0.060 0.060 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Anthracene 0.10 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)anthracene 0.037 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)pyrene 0.058 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(b)fluoranthene 0.11 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(g,h,i)perylene 0.15 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(k)fluoranthene 0.037 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Chrysene 0.071 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Dibenzo(a,h)anthracene 0.019 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene 0.098 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15 EPA 8270-SIM
Fluorene ND ug/L 0.030 0.030 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Indeno(1,2,3-cd)pyrene 0.063 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
1-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
2-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Naphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Phenanthrene 0.043 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Pyrene 0.20 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Surrogate Result Expected %Rec Limits(%)
2-Methylnaphthalene-d10 0.24 ug/L 0.229 106% 60.4-153 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene-d10 0.24 ug/L 0.229 105% 69-149 B15E414 05/28/15 06/01/15  EPA 8270-SIM

22_27W : W15E199-04
Acenaphthene 0.12 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Acenaphthylene ND ug/L 0.060 0.060 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Anthracene 0.075 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(b)fluoranthene 0.010 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(g,h,i)perylene ND uglL 0.010 0.010 1  B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(k)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Chrysene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Dibenzo(a,h)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluorene 0.26 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Indeno(1,2,3-cd)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
1-Methylnaphthalene 0.051 ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
2-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Naphthalene ND ug/L 0.080 0.080 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Phenanthrene 0.12 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Pyrene 0.010 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Surrogate Result Expected %Rec Limits(%)
2-Methylnaphthalene-d10 0.23 ug/L 0.229 99% 60.4-153 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene-d10 0.22 ug/L 0.229 97% 69-149 B15E414 05/28/15 06/01/15  EPA 8270-SIM

Reported: 06/17/15 12:54
T

Jennifer Shackelford, Laboratory Coordinator QA/QC

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

—— ORELAP Certification ID 4023

Project: Portland Harbor Client: Director's Office

Work Order: ~ W15E199 Received: 05/28/15 15:15

Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier

Semivolatile Organics - SIM
Polynuclear Aromatics & Phthalates by GCMS-SIM
22_29W : W15E199-06

Acenaphthene 0.20 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15 EPA 8270-SIM
Acenaphthylene ND ug/L 0.060 0.060 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Anthracene 0.12 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(b)fluoranthene 0.013 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(g,h,i)perylene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(k)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Chrysene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Dibenzo(a,h)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluorene 0.47 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Indeno(1,2,3-cd)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
1-Methylnaphthalene 0.079 ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
2-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Naphthalene ND ug/L 0.20 0.20 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Phenanthrene 0.11 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Pyrene 0.016 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Surrogate Result Expected %Rec Limits(%)
2-Methylnaphthalene-d10 0.28 ug/L 0.229 123% 60.4-153 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene-d10 0.24 ug/L 0.229 106% 69-149 B15E414 05/28/15 06/01/15  EPA 8270-SIM
22 _32W : W15E199-09
Acenaphthene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Acenaphthylene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Anthracene 0.047 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(b)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(g,h,i)perylene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(k)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Chrysene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Dibenzo(a,h)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluorene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Indeno(1,2,3-cd)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
1-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
2-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Naphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Phenanthrene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Surrogate Result Expected %Rec Limits(%)
2-Methylnaphthalene-d10 0.25 ug/L 0.229 108% 60.4-153 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene-d10 0.24 ug/L 0.229 106% 69-149 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Reported: 06/17/15 12:54 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 8 of 18 |




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

—— ORELAP Certification ID 4023

Project: Portland Harbor Client: Director's Office

Work Order: ~ W15E199 Received: 05/28/15 15:15

Analyte Result Units MRL MDL Dil. Batch Prepared Analyzed Method Qualifier

Semivolatile Organics - SIM

Polynuclear Aromatics & Phthalates by GCMS-SIM
22 _6W : W15E199-10

Acenaphthene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Acenaphthylene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Anthracene 0.23 ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(a)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(b)fluoranthene 0.010 ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(g,h,i)perylene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Benzo(k)fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Chrysene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Dibenzo(a,h)anthracene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluorene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Indeno(1,2,3-cd)pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
1-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
2-Methylnaphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Naphthalene ND ug/L 0.040 0.040 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Phenanthrene ND ug/L 0.020 0.020 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Pyrene ND ug/L 0.010 0.010 1 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Surrogate Result Expected %Rec Limits(%)
2-Methylnaphthalene-d10 0.24 ug/L 0.229 104% 60.4-153 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Fluoranthene-d10 0.24 ug/L 0.229 103% 69-149 B15E414 05/28/15 06/01/15  EPA 8270-SIM
Reported: 06/17/15 12:54 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 9 of 18 |




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

m ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15E199 Received: 05/28/15 15:15

Quality Control Report

General Chemistry - QC

Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL MDL Level Result (Limits) (Limit) Analyzed Qualifier
Total Solids - Batch B15E448
Duplicate (B15E448-DUP1) Source: W15E202-02
Total solids 83.2 % W/W 0.01 83.0 0.2 (5) 05/29/15 :05/30/15
Fuels - QC
Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL MDL Level Result (Limits) (Limit) Analvzed Qualifier
Diesel/Oil Hydrocarbons by GC-FID - Batch B15E430
Blank (B15E430-BLK2) F7
Diesel ND mg/Wipe 1.2 05/28/15 :06/03/15
Lube oil ND mg/Wipe 25 05/28/15 :06/03/15
Surrogate
2-Fluorobiphenyl 0.0831 mg/Wipe 0.100 83% (50-150) 05/28/15 :06/03/15
Diesel/Oil Hydrocarbons by GC-FID - Batch B15F046
Blank (B15F046-BLK1) F7
Diesel ND mg/kg wet 21 06/03/15 :06/03/15
Lube oil ND mg/kg wet 42 06/03/15 :06/03/15
Surrogate
2-Fluorobipheny! 14.0 mgl/kg wet 16.7 84% (50-150) 06/03/15 :06/03/15
LCS (B15F046-BS1) F7
Diesel 190 mg/kg wet 25 200 95% (50-150) 06/03/15 :06/03/15
Lube oil 111 mg/kg wet 50 200 55% (50-150) 06/03/15 :06/03/15
Surrogate
2-Fluorobiphenyl 22.0 mglkg wet 20.0 110% (50-150) 06/03/15 :06/03/15
Diesel ND mg/kg dry 32 ND (50) 06/03/15 :06/03/15
Lube oil 310 mg/kg dry 58 201 43 (50) 06/03/15 :06/03/15
Surrogate
2-Fluorobiphenyl 23.8 mglkg dry 234 102% (50-150) 06/03/15 :06/03/15
Diesel/Oil Hydrocarbons by GC-FID - Batch B15F057
Blank (B15F057-BLK2) F7
Diesel ND mg/L 0.12 06/03/15 :06/09/15
Lube oil ND mg/L 0.062 06/03/15 :06/09/15
Surrogate
Reported: 06/17/15 12:54 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 10 of 18




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

m ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order: ~ W15E199 Received: 05/28/15 15:15
Fuels - QC
Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL MDL Level Result (Limits) (Limit) Analvzed Qualifier

Diesel/Oil Hydrocarbons by GC-FID - Batch B15F057

Blank (B15F057-BLK2) E7
Surrogate
2-Fluorobiphenyl 0.0334 mg/L 0.0500 67% (50-150) 06/03/15 :06/09/15
LCS (B15F057-BS2) EF7
Diesel 0.304 mg/L 0.031 0.500 61% (50-150) 06/03/15 :06/09/15
Lube oil 0.403 mg/L 0.062 0.500 81% (50-150) 06/03/15 :06/09/15
Surrogate
2-Fluorobiphenyl 0.0324 mg/L 0.0500 65% (50-150) 06/03/15 :06/09/15
LCS Dup (B15F057-BSD2) E7
Diesel 0.303 mg/L 0.031 0.500 61% (50-150) 0.2 (200) 06/03/15 :06/09/15
Lube oil 0.384 mg/L 0.062 0.500 77% (50-150) 5 (200) 06/03/15 :06/09/15
Surrogate
2-Fluorobiphenyl 0.0346 mg/L 0.0500 69% (50-150) 06/03/15 :06/09/15

Hydrocarbon Scan by GC-FID - Batch B15E430

Blank (B15E430-BLK1)

Gasoline ND mg/Wipe 1 05/28/15 :05/28/15
Lube oil ND mg/Wipe 2 05/28/15 :05/28/15
Diesel ND mg/Wipe 2 05/28/15 :05/28/15
Surrogate

2-Fluorobiphenyl 0.0867 mg/Wipe 0.100 87% (50-150) 05/28/15 :05/28/15

Hydrocarbon Scan by GC-FID - Batch B15E437

Blank (B15E437-BLK1)

Gasoline ND mg/kg wet 17 05/29/15 :05/29/15
Diesel ND mg/kg wet 42 05/29/15 :05/29/15
Lube oil ND mg/kg wet 83 05/29/15 :05/29/15
Surrogate

2-Fluorobiphenyl 7.64 mg/kg wet 8.33 92% (50-150) 05/29/15 :05/29/15

Duplicate (B15E437-DUP1) Source: W15E199-05

Gasoline ND mg/kg dry 27 ND 05/29/15 :05/29/15
Diesel ND mg/kg dry 66 ND 05/29/15 :05/29/15
Lube oil DET mg/kg dry 133 DET 05/29/15 :05/29/15
Surrogate

2-Fluorobiphenyl 13.0 mglkg dry 13.3 98% (50-150) 05/29/15 :05/29/15

Hydrocarbon Scan by GC-FID - Batch B15F057

Blank (B15F057-BLK1)

Gasoline ND mg/L 0.12 06/03/15 :06/04/15
Diesel ND mg/L 0.25 06/03/15 :06/04/15
Reported: 06/17/15 12:54 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

_— ORELAP Certification ID 4023

Project: Portland Harbor Client: Director's Office

Work Order:  W15E199 Received: 05/28/15 15:15

Fuels - QC
Spike  Source %Rec RPD Prepared:

Analyte Result Units MRL MDL Level Result (Limits) (Limit) Analyzed Qualifier
Hydrocarbon Scan by GC-FID - Batch B15F057
Blank (B15F057-BLK1)

Lube oil ND mg/L 0.25 06/03/15 :06/04/15

Surrogate

2-Fluorobiphenyl 0.0333 mg/L 0.0500 67% (50-150) 06/03/15 :06/04/15
LCS (B15F057-BS1)

Gasoline DET mg/L 0.06 0.200 42% (50-150) 06/03/15 :06/04/15

Diesel DET mg/L 0.25 0.500 66% (50-150) 06/03/15 :06/04/15

Lube oil DET mg/L 0.25 0.500 66% (50-150) 06/03/15 :06/04/15

Surrogate

2-Fluorobiphenyl 0.0296 mg/L 0.0500 59% (50-150) 06/03/15 :06/04/15
LCS Dup (B15F057-BSD1)

Gasoline DET mg/L 0.05 0.200 29% (50-150) 06/03/15 :06/04/15

Diesel DET mg/L 0.25 0.500 66% (50-150) 06/03/15 :06/04/15

Lube oil DET mg/L 0.25 0.500 61% (50-150) 06/03/15 :06/04/15

Surrogate

2-Fluorobiphenyl 0.0325 mg/L 0.0500 65% (50-150) 06/03/15 :06/04/15
Hydrocarbon Scan by GC-FID - Batch B15F126
Blank (B15F126-BLK1)

Gasoline ND mg/L 0.12 06/08/15 :06/08/15

Diesel ND mg/L 0.25 06/08/15 :06/08/15

Lube oil ND mg/L 0.25 06/08/15 :06/08/15 FO

Surrogate

2-Fluorobiphenyl 0.0290 mg/L 0.0500 58% (50-150) 06/08/15 :06/08/15
LCS (B15F126-BS1)

Diesel DET mg/L 0.25 0.500 66% (50-150) 06/08/15 :06/08/15

Surrogate

2-Fluorobiphenyl 0.0372 mg/L 0.0500 74% (50-150) 06/08/15 :06/08/15
LCS Dup (B15F126-BSD1)

Diesel DET mg/L 0.25 0.500 58% (50-150) 06/08/15 :06/08/15

Surrogate

2-Fluorobiphenyl 0.0292 mg/L 0.0500 58% (50-150) 06/08/15 :06/08/15

Reported: 06/17/15 12:54
T

Jennifer Shackelford, Laboratory Coordinator QA/QC

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.

| Page120f18 |




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

m ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15E199 Received: 05/28/15 15:15

Semivolatile Organics - SIM - QC

Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL MDL Level Result (Limits) (Limit) Analyzed Qualifier
Polynuclear Aromatics & Phthalates by GCMS-SIM - Batch B15E414
Blank (B15E414-BLK1)
Acenaphthene ND ug/L 0.020 0.020 05/28/15 :06/01/15
Acenaphthylene ND ug/L 0.020 0.020 05/28/15 :06/01/15
Anthracene ND ug/L 0.020 0.020 05/28/15 :06/01/15
Benzo(a)anthracene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Benzo(a)pyrene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Benzo(b)fluoranthene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Benzo(g,h,i)perylene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Benzo(k)fluoranthene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Chrysene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Dibenzo(a,h)anthracene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Fluoranthene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Fluorene ND ug/L 0.020 0.020 05/28/15 :06/01/15
Indeno(1,2,3-cd)pyrene ND ug/L 0.010 0.010 05/28/15 :06/01/15
1-Methylnaphthalene ND ug/L 0.040 0.040 05/28/15 :06/01/15
2-Methylnaphthalene ND ug/L 0.040 0.040 05/28/15 :06/01/15
Naphthalene ND ug/L 0.040 0.040 05/28/15 :06/01/15
Phenanthrene ND ug/L 0.020 0.020 05/28/15 :06/01/15
Pyrene ND ug/L 0.010 0.010 05/28/15 :06/01/15
Butyl benzyl phthalate ND ug/L 1.0 0.50 05/28/15 :06/01/15
Di-n-butyl phthalate ND ug/L 1.0 0.50 05/28/15 :06/01/15
Diethyl phthalate ND ug/L 1.0 0.50 05/28/15 :06/01/15
Dimethyl phthalate ND ug/L 1.0 0.50 05/28/15 :06/01/15
Di-n-octyl phthalate ND ug/L 1.0 0.50 05/28/15 :06/01/15
Bis(2-ethylhexyl) phthalate ND ug/L 1.0 0.50 05/28/15 :06/01/15
Surrogate
2-Methylnaphthalene-d10 0.23 ug/L 0.229 102% (60.4-153 05/28/15 :06/01/15
Fluoranthene-d10 0.25 ug/L 0.229 108% (69-149) 05/28/15 :06/01/15
LCS (B15E414-BS1)
Acenaphthene 0.112 ug/L 0.020 0.020 0.114 98% (58.8-155) 05/28/15 :06/01/15
Acenaphthylene 0.115 ug/L 0.020 0.020 0.114 100% (64-155) 05/28/15 :06/01/15
Anthracene 0.117 ug/L 0.020 0.020 0.114 102% (76.2-129 05/28/15 :06/01/15
Benzo(a)anthracene 0.119 ug/L 0.010 0.010 0.114 104% (72.9-138 05/28/15 :06/01/15
Benzo(a)pyrene 0.122 ug/L 0.010 0.010 0.114 106% (75.5-137 05/28/15 :06/01/15
Benzo(b)fluoranthene 0.117 ug/L 0.010 0.010 0.114 102% (59.9-160 05/28/15 :06/01/15
Benzo(g,h,i)perylene 0.106 ug/L 0.010 0.010 0.114 93% (70.1-134) 05/28/15 :06/01/15
Benzo(k)fluoranthene 0.119 ug/L 0.010 0.010 0.114 104% (61.1-157 05/28/15 :06/01/15
Chrysene 0.123 ug/L 0.010 0.010 0.114 108% (76.7-146 05/28/15 :06/01/15
Dibenzo(a,h)anthracene 0.117 ug/L 0.010 0.010 0.114 102% (63.9-140 05/28/15 :06/01/15
Fluoranthene 0.119 ug/L 0.010 0.010 0.114 104% (77.5-134 05/28/15 :06/01/15
Fluorene 0.118 ug/L 0.020 0.020 0.114 103% (61.2-157 05/28/15 :06/01/15
Reported: 06/17/15 12:54 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 13 of 18 |




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

m ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15E199 Received: 05/28/15 15:15

Semivolatile Organics - SIM - QC

Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL MDL Level Result (Limits) (Limit) Analyzed Qualifier
Polynuclear Aromatics & Phthalates by GCMS-SIM - Batch B15E414
LCS (B15E414-BS1)
Indeno(1,2,3-cd)pyrene 0.112 ug/L 0.010 0.010 0.114 98% (68.4-135) 05/28/15 :06/01/15
1-Methylnaphthalene 0.131 ug/L 0.040 0.040 0.114 114% (79.6-158 05/28/15 :06/01/15
2-Methylnaphthalene 0.125 ug/L 0.040 0.040 0.114 109% (76-161) 05/28/15 :06/01/15
Naphthalene 0.117 ug/L 0.040 0.040 0.114 103% (60.6-164 05/28/15 :06/01/15
Phenanthrene 0.111 ug/L 0.020 0.020 0.114 97% (77.4-140) 05/28/15 :06/01/15
Pyrene 0.127 ug/L 0.010 0.010 0.114 111% (81.1-141) 05/28/15 :06/01/15
Surrogate
2-Methylnaphthalene-d10 0.23 ug/L 0.229 102% (60.4-153 05/28/15 :06/01/15
Fluoranthene-d10 0.24 ug/L 0.229 105% (69-149) 05/28/15 :06/01/15
Matrix Spike (B15E414-MS1) Source: W15E194-05
Acenaphthene 0.325 ug/L 0.020 0.020 0.286 ND 114% (58.8-155 05/28/15 :06/01/15
Acenaphthylene 0.319 ug/L 0.020 0.020 0.286 ND 112% (64-155) 05/28/15 :06/01/15
Anthracene 0.328 ug/L 0.020 0.020 0.286 ND 115% (76.2-129 05/28/15 :06/01/15
Benzo(a)anthracene 0.302 ug/L 0.010 0.010 0.286 ND 106% (72.9-138 05/28/15 :06/01/15
Benzo(a)pyrene 0.300 ug/L 0.010 0.010 0.286 ND 105% (75.5-137 05/28/15 :06/01/15
Benzo(b)fluoranthene 0.288 ug/L 0.010 0.010 0.286 ND 101% (59.9-160 05/28/15 :06/01/15
Benzo(g,h,i)perylene 0.259 ug/L 0.010 0.010 0.286 ND 91% (70.1-134) 05/28/15 :06/01/15
Benzo(k)fluoranthene 0.291 ug/L 0.010 0.010 0.286 ND 102% (61.1-157 05/28/15 :06/01/15
Chrysene 0.315 ug/L 0.010 0.010 0.286 ND 110% (76.7-146 05/28/15 :06/01/15
Dibenzo(a,h)anthracene 0.282 ug/L 0.010 0.010 0.286 ND 99% (63.9-140) 05/28/15 :06/01/15
Fluoranthene 0.319 ug/L 0.010 0.010 0.286 ND 112% (77.5-134 05/28/15 :06/01/15
Fluorene 0.345 ug/L 0.020 0.020 0.286 0.0251  112% (61.2-157 05/28/15 :06/01/15
Indeno(1,2,3-cd)pyrene 0.274 ug/L 0.010 0.010 0.286 ND 96% (68.4-135) 05/28/15 :06/01/15
1-Methylnaphthalene 0.367 ug/L 0.040 0.040 0.286 ND 129% (79.6-159 05/28/15 :06/01/15
2-Methylnaphthalene 0.350 ug/L 0.040 0.040 0.286 ND 123% (76-161) 05/28/15 :06/01/15
Naphthalene 0.325 ug/L 0.040 0.040 0.286 ND 114% (60.6-164 05/28/15 :06/01/15
Phenanthrene 0.313 ug/L 0.020 0.020 0.286 ND 109% (77.4-140 05/28/15 :06/01/15
Pyrene 0.341 ug/L 0.010 0.010 0.286 ND 119% (81.1-141 05/28/15 :06/01/15
Surrogate
2-Methylnaphthalene-d10 0.25 ug/L 0.229 109% (60.4-153 05/28/15 :06/01/15
Fluoranthene-d10 0.25 ug/L 0.229 110% (69-149) 05/28/15 :06/01/15
Matrix Spike Dup (B15E414-MSD1) Source: W15E194-05
Acenaphthene 0.322 ug/L 0.020 0.020 0.286 ND 113% (58.8-155 0.7 (50) 05/28/15 :06/01/15
Acenaphthylene 0.320 ug/L 0.020 0.020 0.286 ND 112% (64-155) 0.2 (50) 05/28/15 :06/01/15
Anthracene 0.324 ug/L 0.020 0.020 0.286 ND 113% (76.2-129 1 (50) 05/28/15 :06/01/15
Benzo(a)anthracene 0.310 ug/L 0.010 0.010 0.286 ND 108% (72.9-138 3 (50) 05/28/15 :06/01/15
Benzo(a)pyrene 0.310 ug/L 0.010 0.010 0.286 ND 108% (75.5-137 3 (50) 05/28/15 :06/01/15
Benzo(b)fluoranthene 0.293 ug/L 0.010 0.010 0.286 ND 103% (59.9-160 2 (50) 05/28/15 :06/01/15
Benzo(g,h,i)perylene 0.271 ug/L 0.010 0.010 0.286 ND 95% (70.1-134) 4 (50) 05/28/15 :06/01/15
Benzo(k)fluoranthene 0.303 ug/L 0.010 0.010 0.286 ND 106% (61.1-157 4 (50) 05/28/15 :06/01/15
Reported: 06/17/15 12:54 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

mﬂ ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order: W15E199 Received: 05/28/15 15:15
Semivolatile Organics - SIM - QC
Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL MDL Level Result (Limits) (Limit) Analyzed Qualifier
Polynuclear Aromatics & Phthalates by GCMS-SIM - Batch B15E414
Matrix Spike Dup (B15E414-MSD1) Source: W15E194-05
Chrysene 0.324 ug/L 0.010 0.010 0.286 ND  113% (76.7-146 3 (50) 05/28/15 :06/01/15
Dibenzo(a,h)anthracene 0.297 ug/L 0.010 0010 0.286 ND  104% (63.9-140 5 (50) 05/28/15 :06/01/15
Fluoranthene 0.317 ug/L 0.010 0.010 0.286 ND  111% (77.5-134) 0.7 (50) 05/28/15 :06/01/15
Fluorene 0.351 ug/L 0.020 0020 0286 00251 114% (61.2-157 2 (50) 05/28/15 :06/01/15
Indeno(1,2,3-cd)pyrene 0.287 ug/L 0.010 0.010 0.286 ND  101% (68.4-135 5 (50) 05/28/15 :06/01/15
1-Methylnaphthalene 0.364 ug/L 0.040 0.040 0.286 ND  127% (79.6-159 0.9 (50) 05/28/15 :06/01/15
2-Methylnaphthalene 0.350 ug/L 0.040 0.040 0.286 ND  122% (76-161) 0.2 (50) 05/28/15 :06/01/15
Naphthalene 0.320 ug/L 0.040 0.040 0.286 ND  112% (60.6-164 2 (50) 05/28/15 :06/01/15
Phenanthrene 0.315 ug/L 0.020 0020 0.286 ND  110% (77.4-140 0.9 (50) 05/28/15 :06/01/15
Pyrene 0.337 ug/L 0.010 0010 0.286 ND  118% (81.1-141 1 (50) 05/28/15 :06/01/15
Surrogate
2-Methylnaphthalene-d10 0.25 ug/L 0.229 108% (60.4-153 05/28/15 :06/01/15
Fluoranthene-d10 0.25 ug/L 0.229 108% (69-149) 05/28/15 :06/01/15
Qualifiers

FO

FOa
FOb
F2
F4
F6
F7
SuU5

DET

MRL
NR
% Rec.

Analyte was detected in the Method Blank at a concentration greater than one half of the reporting level, but less than the
reporting level. Sample result may be a high estimate.

Fuel pattern most closely resembles transformer oil.

Results resembles most closely non-PCB transformer oil.

Result for heavy oil is primarily due to overlap from diesel-range hydrocarbons.

Result for gasoline is primarily overlap from diesel-range hydrocarbons.

Surrogate recovery could not be determined due to the high concentration of hydrocarbons in the sample.

This sample underwent silica gel clean-up.

Surrogate recovery could not be determined due to required dilution of the sample extract.

Analyte Detected

Method Reporting Limit

Not Reportable

Percent Recovery

This analyte is not certified under NELAP

Definitions

ND
MDL
dry

RPD

Analyte Not Detected at or above the reporting limit
Method Detection Limit

Sample results reported on a dry weight basis

Relative Percent Difference

Reported: 06/17/15 12:54
T

Jennifer Shackelford, Laboratory Coordinator QA/QC

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.
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Water Pollution Control Laberatory
6543 N. Burlington Ave.

Portland, Oregon 97203-4552

Sample Custodian: (503) 823-5696
General Lab: (503) 823-5681

@iiy of Portland
Chain-of-Custody

Bureau of Environmental Services

>

Date: 5/ ?Q/ / 5-

Work Order # \W1SE 199

Collected By: —ﬁ'ji WER, ELH PHA

Client Name: Director‘s Office

Project Name: Portland Harbor
Requested Analyses
Special Instructions:
Basin 22 Petroleum Sheen Investigation ‘g’ : Ea Gl
. - | = ;g: o {Q  Standard (10 business days)
£ {" Run NWTPH-Dx and NWTPH-Gx if detected 8|§ = (|9 Rush (5 business days)
:E:. z = % \‘9 8 Other
i Sample  Sample  Grabor  Sample | & ;3 -E p #of
& Location ID Date Time Comp Matix | 2| < S E | containers Remarks %
| p ARBOSIABGESS |
: L
o 22 24W soeR0ts| 1013 | G | ater | @@ 25Y| 2 T surface Sheen water 4
i Wioe | e , AGB0O59 ABQESS  ©
P 22 25Wipe  |se82015| 1018 | G P ) Wipe above 16" inlet &
12 i 1. | AQBOS9 ABQGSY  ©
3| 2226wipe  |soszots) 1021 | 6 g Ve Wipe below 6" inlet
a z AAP794
ol 22 2TW 5128/2015 | 1043 g & Watsr | ®/® | 03 2 Dry Flow from 12" Lat
. [ AAP794
5 228 |sooots| 1050 | & 3 S |® 1 Infine Sediment DS
Nk | )@ g 5 AAP794
ks 22_29W 5281015 1056 | G el ¥4 Dry Flow from US
Wi " 4 ANV453
] 22_30Wipe 502802015 | 1116 G ipe Wipe under east Lat §
iig i : ANV543 i
% 22 31Wipe 52812015 | 1119 G pe Wipe from east shelf §
AAPT92 )y 2
q 22 30W sos05| 1148 | G | Vater | @)@ \73| 2 Dry Flow from.$ Lat &
' W | | | : p AAP791
223@* 51282015 | 1209 Rl b _ ﬁ"l Dry Flow
inquished By: Received By: %/)E Relinquished By: Received By:
ature: Dat Signature: Date: Signature: Date: Signature: Date:
%% /,&/v 7}% /14 / 52815 .
Fod | nmeé(u / Time: . {Printed Name: Time: |Printed Name: Time:
Matt Sullivan eis | Vrhde? Sews ~ (515
Portland Harbor - Basin 22 Petroleum Sheen COG #1 (5-28-15)/ Page__\ of 3



Water Pollution Control Laboratory
6543 N. Burlington Ave,

Portland, Oregon 97203-4552

Sample Custodian: {503) 823-5696
General Lab: (503) 823-5681

>

City of Portland
Chain-of-Custody

Bureau of Environmental Services

Date: 5/9\3/ 5

Work Order # W iS€194

Collected By: M35 we A ELH  PHA

Client Name: Director's Office
Project Name: Portland Harbor
Requested Analyses
Special Insfructions: :
. N € Turn-Around-Time Request:
Basin 22 Petroleum Sheen Investigation 2
= E O Standard (10 business days}
& | ; -GX i als = 310 Rush(5 business days)
.§ Run NWTPH-Dx and NWTPH-Gx if detected 5 : g Sla ore
i Sample  Sample  Grabor.  Sample a zn' 12 B #of
= Location ID Date Time Comp Matrix 5 < & 2| Containers Remarks
C. AAPTS1
# 234 35 |sooos| 126 | w § 59 | Infine Sediment US
0 S o [ awore
2334 |smeoos| uos | € 3 Iniine Sediment US|
| ' , . AAMO78
13 22_@3@.?9  |smsoots| 12 | g | Ve je] Wipe from MH Collar
' Wpe
U -
inquished By; {Received By: Relinquished By: Received By:
hature; é /%/\/ Date; Slgna!ure ; ; % Da / [ Signature: Date: Stgnature; Date:
ted'lﬁ li ﬁ /38/}({ 5%2? [Printed Name: Time: Printed Name: Tame:
+ 5,,]/ Mg f‘?—)]S ‘ f\ll J@MS /5f'/§ o )
age _2h _ of

Portland Harbor - Basin 22 Petroleum Sheen COC #2 (5-28-15)




'WPCL Cooler Receipt Form

Work Order Number: N \5\;1016\ Cooler Receipt Form Filled Out By:__#].7 /7
Project: Pov H CUHOL \-\/KM\DW/
 Sample transport:  Samples received onice Courier
Directly fromfield__
Temperature (°C) [ 2
Yes No NA
Is the COC present and signed? v
Are sample bottles intact? _ Y
Do the COC and sample labels match‘? ‘ TN
Are the appropriate containers used? W
Are samples appropriately preserved? s
- | Do VOA vials have Headspace? - . R
|- Are samples received within holding times? ' v ' ‘
.l Pres. # . PreserVaﬁve i LIMS ID ‘ Standard Preservation Amounts
"1 | HNO;3(1:1) to pH <2 - ' ' 0.5mL/250mL; 1.0mL/500mL; 4-5 drops/50mL centrifuge tube
2 H,50,(18N) to pH <2 el 0.4mL/250mL; 0.8mL/500mL ; 1.6mL/1800mL
3 | HCI(1:)topH<2 15003 |.1.0mL/500mL; 2.0mL/1000mL :
4 |HCI(1:)topH23- | " | For TOC:2-5 drops/250mL
5 NaOH (pellets) topH>12 | -~ ~. -~ 14-10 pe!letslSOOmL 8-20 pellets/1000mL
| Date | Time Analyst | Sample LIMS ID Bottle ID | Pres. # | Comments
5)2a/s 0955 | KT |Wise@d-ototoneo) A | -3
|

lo

: . F * - } ’ . - V . .. - - - ' »
. Comments:__o529/5jm: &x ”Jo%wc?pa d_w de nod MﬂM&w, VOR m«.&m—. g2ty

' SALAB\Forms\WPCL Cooler Receipt Form Nov 2013.doc '
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Investigation Day Three
June 3, 2015



55 SW Yamhill Street, Suite 400 Portland, OR 97204
P:503.239.8799 F:503.239.8940
info@gsiwatersolutions.com www.gsiwatersolutions.com

Water Solutions, Inc.

Laboratory Data QA/QC Review
Petroleum Sheen Investigation
Outfall Basin 22

To: File
From: Andrew Davidson, GSI
Date: June 28, 2015

This memorandum presents a quality assurance/quality control (QA/QC) review of the
laboratory data generated during a source control investigation sampling event conducted by the
City of Portland (City). Six composite inline solids samples were collected in Outfall Basin 22
on June 3, 2015 and submitted for analyses.

The laboratory analyses for these source control program samples were completed by the City’s
Bureau of Environmental Services (BES) Water Pollution Control Laboratory (WPCL) and
included the following analyses:

e BESWPCL
o Total Solids — SM 2540 G (Inline solids samples only)
0 Hydrocarbon Analysis — NWTPH-HCID (NWTPH-Dx, Gx if detected)

The WPCL summary report for all analyses associated with this sampling event is attached for
review.

The following QA/QC review of the analytical data is based on the available documentation
provided by WPCL. The QA/QC review consisted of reviewing the following elements from the
laboratory report, if applicable and available:

e Chain-of-custody for completeness and continuous custody

e Analysis conducted within holding times

e Chemicals of interest detected in method blanks and/or field decontamination blanks
e Internal standard recoveries within laboratory control limits

e Surrogate recoveries within laboratory control limits



LABORATORY DATA QA/QC REVIEW
2015 DRY WEATHER PETROLEUM SHEEN INVESTIGATION — OF 22

e Matrix spike/matrix spike duplicate (MS/MSD) sample results within laboratory
control limits

e Laboratory control/duplicate laboratory control (LC/DLC) sample recoveries within
laboratory control limits

e Relative percent differences (RPDs) for laboratory duplicate samples within
laboratory control limits.

The results of the QA/QC review of the subcontracted laboratory reports are presented below.

Chain-of-Custody

The chain-of-custody forms showed continuous custody of the samples. The chain-of-custody
procedures appear to have been adequate indicating that sample integrity was maintained
throughout the sample collection and delivery process.

Analysis Holding Times

The samples were extracted and analyzed within the recommended method-specific holding
times.

Method Blanks

Method blanks were processed during the hydrocarbon scan analysis (NWTPH-HCID), the
analysis of diesel/oil hydrocarbons (NWTPH-DXx), and the analysis of gasoline (NWTPH-GX).
No analytes were detected in any of the method blank samples.

Surrogate Recoveries

Surrogate recoveries were processed during the laboratory analyses of hydrocarbons (NWTPH-
HCID, NWTPH-Dx, and NWTPH-GXx). Surrogate recoveries were within control limits for all
analyses.

Laboratory Control Samples/Duplicate Laboratory Control
Samples

LCS samples were processed during the NWTPH-Dx and NWTPH-Gx analyses. All LCS
recoveries were within laboratory control limits.

Duplicate Samples

Duplicate samples were processed during the analyses of total solids, NWTPH-HCID, NWTPH-
Dx, and NWTPH-Gx for inline solids samples. All RPDs were within acceptance criteria with
one exception:

e The duplicate sample collected from W15F041-02 and analyzed by NWTPH-Gx had an
RPD above acceptance criteria. WPCL reports that the results indicate non-homogenous
sample matrix and the sample result should be considered an estimate. Accordingly, the

GSI WATER SOLUTIONS, INC. PAGE 2 OF 3



LABORATORY DATA QA/QC REVIEW
2015 DRY WEATHER PETROLEUM SHEEN INVESTIGATION — OF 22

result for gasoline in sample W15F041-02 is flagged as an estimate “J” due to non-
homogenous matrix “NM”.

Additional Information
WPCL reports the following additional information regarding inline solids samples:

Diesel results for samples W15F041-01, W15F041-02, W15F041-03, and W15F041-04
during the NWTPH-Dx analysis were positively biased by overlap from large Motor Oil
peaks. Accordingly the data are flagged as estimates “J” due to matrix interference “MI”.

All samples analyzed by NWTPH-Dx underwent silica gel clean-up.

WPCL reports that detections quantified as Diesel and Lube Oil in sample W15F041-04
actually appear to be a single petroleum product that is heavier than Diesel #2 and lighter
than the reference lube oil. The values are qualified as estimates “J” due to inadequate
matching with the reference compounds “RC”.

WPCL reports that the detected components in sample W15F041-06 does not resemble a
fuel pattern but the quantity exceeds the reporting threshold.

WHPCL reports that gasoline detections in samples W15F041-01 and W15F041-02 are
primarily due to overlap from diesel-range hydrocarbons. Accordingly, gasoline results
for these two samples are qualified as estimates “J” due to matrix interference “MI”.

Sample aliquots for samples W15F041-01 and W15F041-02 were sub-sampled from a jar
during the NWTPH-Gx analysis. The sub-sampled aliquot was not preserved with
methanol within 48 hours of sampling. Sample results may be biased low. Associated
results are flagged as estimates “J” to reflect inadequate preservation times “HT”.

GSI WATER SOLUTIONS, INC. PAGE 30F 3



City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

q"

June 22, 2015

Linda Scheffler
Director's Office

Work Order Project Received
W15F041 Portland Harbor 06/03/15 14:57

Enclosed are the results of analysis for the above work order. If you have questions concerning this report, please
contact your project coordinator Peter Abrams at 503-823-5533.

r
Jennifer Shackelford
Laboratory Coordinator QA/QC

| Pageiofio |




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

w ORELAP Certification ID 4023
LABORATORY ANALYSIS REPORT
Project: Portland Harbor Client: Director's Office
Work Order:  W15F041 Project Mgr: Linda Scheffler
Received: 6/3/15 14:57

Submitted By: Field Operations

Sample Collection Date

Sample Laboratory ID Matrix Type Start End Qualifier
22 36 W15F041-01 Sediment Composite 06/03/15 10:14 06/03/15 10:14
22 37 W15F041-02 Sediment Composite 06/03/15 10:20 06/03/15 10:20
22 38 W15F041-03 Sediment Composite 06/03/15 10:58 06/03/15 10:58
22 39 W15F041-04 Sediment Composite 06/03/15 11:33 06/03/15 11:33
22 40 W15F041-05 Sediment Composite 06/03/15 12:30 06/03/15 12:30
22 41 W15F041-06 Sediment Composite 06/03/15 12:46 06/03/15 12:46
Analyte Result Units MRL Dil. Batch Prepared Analyzed Method Qualifier
General Chemistry
Total Solids
22_36 : W15F041-01
Total solids 76.5 % W/W 0.01 B15F079 06/04/15 06/05/15  SM 2540G
22 37 : W15F041-02
Total solids 72.2 % WIW 0.01 B15F079 06/04/15 06/05/15  SM 2540G
22 38 : W15F041-03
Total solids 82.4 % W/W 0.01 B15F079 06/04/15 06/05/15  SM 2540G
22_39 : W15F041-04
Total solids 58.3 % W/W 0.01 B15F079 06/04/15 06/05/15  SM 2540G
22_40: W15F041-05
Total solids 62.9 % W/W 0.01 B15F079 06/04/15 06/05/15  SM 2540G
22_41: W15F041-06
Total solids 80.1 % W/W 0.01 B15F079 06/04/15 06/05/15  SM 2540G
Reported: 06/22/15 08:22 The results in this report apply only to the samples analyzed. Qualifiers and case
i narrative comments are essential to interpretation of the analytical results. Report
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.
Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 2 of 10 |




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

m_ ~ ORELAP Certification ID 4023

Project: Portland Harbor Client: Director's Office

Work Order:  W15F041 Received: 06/03/15 14:57

Analyte Result Units MRL Dil. Batch Prepared Analyzed Method Qualifier

Fuels
Diesel/Oil Hydrocarbons by GC-FID

2236 : W15F041-01 F7
Diesel 2100 mg/kg dry 140 5 B15F213 06/11/15 06/16/15  NWTPH-Dx FO
Lube oil 4800 mg/kg dry 270 5 B15F213 06/11/15 06/16/15  NWTPH-Dx
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 20.6 mg/kg dry 21.9 94% 50-150 B15F213 06/11/15 06/16/15  NWTPH-Dx

22 37 : W15F041-02 F7
Diesel 3100 mg/kg dry 140 5 B15F213 06/11/15 06/16/15  NWTPH-Dx FO
Lube oil 8300 mg/kg dry 280 5 B15F213 06/11/15 06/16/15  NWTPH-Dx
Surrogate Result Expected %Rec Limits(%)
2-Fluorobipheny! 22.0 mglkg dry 22.5 98% 50-150 B15F213 06/11/15 06/16/15  NWTPH-Dx

22_38 : W15F041-03 F7
Diesel 120 mg/kg dry 51 2 B15F213 06/11/15 06/16/15  NWTPH-Dx FO
Lube oil 770 mg/kg dry 100 2 B15F213 06/11/15 06/16/15  NWTPH-Dx
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 19.7 mglkg dry 20.2 97% 50-150 B15F213 06/11/15 06/16/15  NWTPH-Dx

2239 : W15F041-04 F7
Surrogate Result Expected %Rec Limits(%)
2-Fluorobipheny! 30.4 mg/kg dry 31.1 98% 50-150 B15F213 06/11/15 06/16/15  NWTPH-Dx

22 39 : W15F041-04RE1 F7
Diesel 37000 mg/kg dry 780 20 B15F213 06/11/15 06/16/15  NWTPH-Dx FO, F8

22 39 : W15F041-04RE4 F7
Lube oil 86000 mg/kg dry 3100 40 B15F213 06/11/15 06/17/15  NWTPH-Dx

22 40 : W15F041-05 F7
Diesel ND mg/kg dry 33 1 B15F213 06/11/15 06/16/15  NWTPH-Dx
Lube oil 360 mg/kg dry 65 1 B15F213 06/11/15 06/16/15  NWTPH-Dx
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 23.6 mg/kg dry 26.1 90% 50-150 B15F213 06/11/15 06/16/15  NWTPH-Dx

22_41: W15F041-06 F7
Diesel 30 mg/kg dry 28 1 B15F213 06/11/15 06/16/15  NWTPH-Dx F5
Lube oil 330 mg/kg dry 56 1 B15F213 06/11/15 06/16/15  NWTPH-Dx
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 20.0 mg/kg dry 22.3 89% 50-150 B15F213 06/11/15 06/16/15  NWTPH-Dx

Hydrocarbon Scan by GC-FID
22_36 : W15F041-01

Gasoline DET mg/kg dry 47 1 B15F078 06/04/15 06/04/15  NWTPH-HCID F4
Diesel DET mg/kg dry 17 1 B15F078 06/04/15 06/04/15  NWTPH-HCID

Lube oil DET mg/kg dry 235 1 B15F078 06/04/15 06/04/15  NWTPH-HCID

Surrogate Result Expected %Rec Limits(%)

2-Fluorobiphenyl 11.0 mg/kg dry 11.7 94% 50-150 B15F078 06/04/15 06/04/15  NWTPH-HCID

22_37 : W15F041-02

Reported: 06/22/15 08:22 The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 3 of 10




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

—— ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15F041 Received: 06/03/15 14:57
Analyte Result Units MRL Dil. Batch Prepared Analyzed Method Qualifier
Fuels

Hydrocarbon Scan by GC-FID
22_37 : W15F041-02

Gasoline DET mg/kg dry 50 1 B15F078 06/04/15 06/04/15  NWTPH-HCID F4
Diesel DET mg/kg dry 124 1 B15F078 06/04/15 06/04/15  NWTPH-HCID
Lube oil DET mg/kg dry 248 1 B15F078 06/04/15 06/04/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 12.0 mg/kg dry 12.4 97% 50-150 B15F078 06/04/15 06/04/15  NWTPH-HCID

22 38 : W15F041-03
Gasoline ND mg/kg dry 41 1 B15F078 06/04/15 06/04/15  NWTPH-HCID
Diesel DET mg/kg dry 104 1 B15F078 06/04/15 06/04/15  NWTPH-HCID F1
Lube oil DET mg/kg dry 207 1 B15F078 06/04/15 06/04/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 10.2 mg/kg dry 10.4 98% 50-150 B15F078 06/04/15 06/04/15 NWTPH-HCID

22 39 : W15F041-04
Gasoline ND mg/kg dry 62 1 B15F078 06/04/15 06/04/15  NWTPH-HCID
Diesel DET mg/kg dry 154 1 B15F078 06/04/15 06/04/15  NWTPH-HCID F1
Lube oil DET mg/kg dry 308 1 B15F078 06/04/15 06/04/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 14.5 mg/kg dry 15.4 94% 50-150 B15F078 06/04/15 06/04/15  NWTPH-HCID

22 40 : W15F041-05RE1
Gasoline ND mg/kg dry 57 1 B15F078 06/04/15 06/05/15  NWTPH-HCID
Diesel DET mg/kg dry 143 1 B15F078 06/04/15 06/05/15  NWTPH-HCID F1
Lube oil DET mg/kg dry 285 1 B15F078 06/04/15 06/05/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 13.3 mg/kg dry 14.3 93% 50-150 B15F078 06/04/15 06/05/15 NWTPH-HCID

22 41 : W15F041-06RE1
Gasoline ND mg/kg dry 44 1 B15F078 06/04/15 06/05/15  NWTPH-HCID
Diesel ND mg/kg dry 109 1 B15F078 06/04/15 06/05/15  NWTPH-HCID
Lube oil DET mg/kg dry 219 1 B15F078 06/04/15 06/05/15  NWTPH-HCID
Surrogate Result Expected %Rec Limits(%)
2-Fluorobiphenyl 10.4 mg/kg dry 10.9 96% 50-150 B15F078 06/04/15 06/05/15  NWTPH-HCID

Reported: 06/22/15 08:22 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 4 of 10




6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

City of Portland
Water Pollution Control Laboratory

mﬂ ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15F041 Received: 06/03/15 14:57
Analyte Result Units MRL Dil. Batch Prepared Analyzed Method Qualifier
Volatile Organics
NWTPH-Gx by GCMS
2236 : W15F041-01 F12
Gasoline 156 mg/kg dry 8.01 50 B15F176 06/09/1516:15 06/10/15 NWTPH-Gx F4
Surrogate Result Expected %Rec Limits(%)
Dibromofluoromethane 0.0273 mg/L 0.0250 109% 50-150 B15F176 06/09/1516:15 06/10/15 NWTPH-Gx
Toluene-d8 0.0314 mg/L 0.0250 125% 50-150 B15F176 06/09/1516:15 06/10/15 NWTPH-Gx
22 37 : W15F041-02 F12
Gasoline 140 mg/kg dry 8.43 50 B15F176 06/09/1516:15 06/10/15 NWTPH-Gx F4, M1
Surrogate Result Expected %Rec Limits(%)
Dibromofluoromethane 0.0275 mg/L 0.0250 110% 50-150 B15F176 06/09/1516:15 06/10/15 NWTPH-Gx
Toluene-d8 0.0324 mg/L 0.0250 130% 50-150 B15F176 06/09/1516:15 06/10/15 NWTPH-Gx
Reported: 06/22/15 08:22 The results in this report apply only to the samples analyzed. Qualifiers and case
i narrative comments are essential to interpretation of the analytical results. Report
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.
Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 5 of 10 |




City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

m ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15F041 Received: 06/03/15 14:57

Quality Control Report

General Chemistry - QC

Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL Level Result (Limits) (Limit) Analyzed Qualifier
Total Solids - Batch B15F079
Duplicate (B15F079-DUP1) Source: W15F041-01
Total solids 77.3 % W/W 0.01 76.5 1(5) 06/04/15 :06/05/15
Fuels - QC
Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL Level Result (Limits) (Limit) Analvzed Qualifier
Diesel/Oil Hydrocarbons by GC-FID - Batch B15F213
Blank (B15F213-BLK1) F7
Diesel ND mg/kg wet 21 06/11/15 :06/16/15
Lube oil ND mg/kg wet 42 06/11/15 :06/16/15
Surrogate
2-Fluorobipheny! 13.5 mgl/kg wet 16.7 81% (50-150) 06/11/15 :06/16/15
LCS (B15F213-BS1) F7
Diesel 56.6 mg/kg wet 25 50.0 113% (50-150) 06/11/15 :06/16/15
Lube oil 48.3 mglkg wet 25 50.0 97% (50-150) 06/11/15 :06/16/15
Surrogate
2-Fluorobiphenyl 18.0 mg/kg wet 20.0 90% (50-150) 06/11/15 :06/16/15
Duplicate (B15F213-DUP1) Source: W15F041-06 F7
Diesel ND mg/kg dry 25 30.1 (50) 06/11/15 :06/16/15
Lube oil 265 mg/kg dry 51 332 23 (50) 06/11/15 :06/16/15
Surrogate
2-Fluorobiphenyl 19.0 mgl/kg dry 20.2 94% (50-150) 06/11/15 :06/16/15
Duplicate (B15F213-DUP2) Source: W15F108-01 F7
Diesel 485 mg/kg dry 30 667 32 (50) 06/11/15 :06/16/15 F3
Lube oil 193 mglkg dry 59 239 21 (50) 06/11/15 :06/16/15
Surrogate
2-Fluorobiphenyl 21.7 mglkg dry 23.6 92% (50-150) 06/11/15 :06/16/15
Hydrocarbon Scan by GC-FID - Batch B15F078
Blank (B15F078-BLK1)
Gasoline ND mg/kg wet 33 06/04/15 :06/04/15
Diesel ND mg/kg wet 83 06/04/15 :06/04/15
Lube oil ND mg/kg wet 167 06/04/15 :06/04/15
Surrogate
2-Fluorobiphenyl 6.68 mglkg wet 8.33 80% (50-150) 06/04/15 :06/04/15
Reported: 06/22/15 08:22 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 6 of 10 |




Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

ﬂ'l

City of Portland

ORELAP Certification ID 4023

Project: Portland Harbor
Work Order:  W15F041

Client; Director's Office
Received: 06/03/15 14:57

Fuels - QC
Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL Level Result (Limits) (Limit) Analyzed Qualifier

Hydrocarbon Scan by GC-FID - Batch B15F078

Duplicate (B15F078-DUP1)

Source: W15F041-03

Gasoline ND mg/kg dry 42 ND 06/04/15 :06/04/15
Diesel DET mg/kg dry 106 DET 06/04/15 :06/04/15 F1
Lube oil DET mg/kg dry 212 DET 06/04/15 :06/04/15
Surrogate
2-Fluorobiphenyl 10.2 mgl/kg dry 10.6 96% (50-150) 06/04/15 :06/04/15
Volatile Organics - QC
Spike  Source %Rec RPD Prepared:
Analyte Result Units MRL Level Result (Limits) (Limit) Analvzed Qualifier
NWTPH-Gx by GCMS - Batch B15F176
Blank (B15F176-BLK1)
Gasoline ND mg/kg wet 417 06/09/15 :06/10/15
Surrogate
Dibromofluoromethane 0.0285 mg/L 0.0250 114% (50-150) 06/09/15 :06/10/15
Toluene-d8 0.0277 mglL 0.0250 111% (50-150) 06/09/15 :06/10/15
LCS (B15F176-BS2)
Gasoline 29.7 mg/kg wet 5.00 25.0 119% (70-130) 06/09/15 :06/10/15
Surrogate
Dibromofluoromethane 0.0254 mg/L 0.0250 102% (50-150) 06/09/15 :06/10/15
Toluene-d8 0.0250 mg/L 0.0250 100% (50-150) 06/09/15 :06/10/15
Duplicate (B15F176-DUP1) Source: W15F041-02
Gasoline 102 mg/kg dry 8.33 140 31 (20) 06/09/15 :06/10/15 F4, M1
Surrogate
Dibromofluoromethane 0.0281 mg/L 0.0250 112% (50-150) 06/09/15 :06/10/15
Toluene-d8 0.0302 mg/L 0.0250 121% (50-150) 06/09/15 :06/10/15

Reported: 06/22/15 08:22
T

Jennifer Shackelford, Laboratory Coordinator QA/QC

The results in this report apply only to the samples analyzed. Qualifiers and case
narrative comments are essential to interpretation of the analytical results. Report
reproductions and/or data summaries without qualifiers and comments are incomplete.
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City of Portland

Water Pollution Control Laboratory
6543 N. Burlington Ave. / Portland OR 97203 (503) 823-5600 fax (503) 823-5656

—— ORELAP Certification ID 4023
Project: Portland Harbor Client: Director's Office
Work Order:  W15F041 Received: 06/03/15 14:57
Qualifiers
FO Result for Diesel range is positively biased by overlap from large Motor Oil peak(s).
F1 Result for diesel-range hydrocarbons is primarily due to overlap from the heavy oil range.
F12 Sample aliquot was sub-sampled from a soil jar. The sub-sampled aliquot was not preserved with methanol within 48
hours of sampling. Sample results may be biased low.
F3 Result for diesel-range hydrocarbons is primarily due to overlap from gasoline range.
F4 Result for gasoline is primarily overlap from diesel-range hydrocarbons.
F5 Detected components do not resemble a fuel pattern but the quantity exceeds the reporting threshold.
F7 This sample underwent silica gel clean-up.
F8 Hydrocarbons quantified as Diesel and Lube Oil appear to be a single petroleum product that is heavier than Diesel #2 and
lighter than the reference Lube Oil.
M1 Matrix duplicate precision measurement indicates non-homogeneous sample matrix. Sample result should be considered
an estimate.
Definitions
DET Analyte Detected ND Analyte Not Detected at or above the reporting limit
MRL Method Reporting Limit MDL Method Detection Limit
NR Not Reportable dry Sample results reported on a dry weight basis
% Rec. Percent Recovery RPD Relative Percent Difference
* This analyte is not certified under NELAP
Reported: 06/22/15 08:22 The results in this report apply only to the samples analyzed. Qualifiers and case

narrative comments are essential to interpretation of the analytical results. Report

r
; E E : ; : [" reproductions and/or data summaries without qualifiers and comments are incomplete.

Jennifer Shackelford, Laboratory Coordinator QA/QC | Page 8 of 10 |




Date: _()3//5
Work Order #: ([ O1SEGY/
Collected By: Mg F_L?A,gcu FW(’R

Watef Poliution Control Laboratory . .y i
g5431 .Bsdi:gt?): Avce);ntm Fporetony @Etﬁf of Portland
Portlarid, Oregon. 97203-4552 | @%E§§§"§« {}fﬂﬁﬁg‘i %ng \

Samplg Custodian: (503) 823-5696
Genergl Lab: (503) 235681 Bureau of Environmental Services

Client Na'rhe:' Director's Office
Projgct Name: Portland Harbor

Requested Analyses

Specinl Instructions:

Turn- -Ti :
Basir| 22 Petroleum Sheen Investigation T R

B Standard (10 business days)

%  Run|NWTPH-Dx and NWTPH-Gx if detected &F E] g g‘f' (5 business days}
§ F =5 g o
o Yo Sample  Sample  Graborg § Sample | & # of
< Location ID ¥’ 3 Date Time Comp§  Matrix é Containers Remarks
o C AAP799
ot 2% By |05 104 | § | Sed |® Inline Sediment DS
| i
C AAP799
3 23837 |eami5| 1020 | 8§ | Sed |° | \ Inline Sed - 15" W Lat
2
C AAPT796
3 | 2m3%  |emoos)| 1058 | § | Sed |® ! Inline Sed - 8" N Lat
N d AAP800
4 2339 |esoos| 1133 | s | sed [® ! Inline Sediment - US
o c | ANF249
5 2MMH0 leseos| 1230 | & | sed |® ) \" | inline Sed - CB Outlet
, C CB to AAP799 AAP800
b 2XH41 a0t | 1246 | N sed | ® L | Infine Sed - CB Outlet

linquished By: . Received By: Relinguished By: Received By:
nature: ’ Datey Signature; : : Signature: Date: Signature: Date:
I e [ PL~— ois

Jted Name: v Time: Printed Name: {Tithe: Printed Name: Tirne: Printed Name: Time:
Teetd 3. )) s 157 (P ETh € degren 487

ror&and Harbor - Basin 22 Petrolaum Sheen COC #1 (6-3-15) Page _\ of _\

JO 6 abed

R



- Work Order Number 6 r/ Ot‘f o " Cooler Receipt Form "Fi.iled Out By(é ] |
Project: PD\K \'&W ’OO/

~ Sample transport' Samples recelved on ice_y~ ‘ Courier

Dlrectly from. fleld

Temperature (°C) [ £Q

: , Yes No NA
s the COC present and signed? .
Are sample bottles intact? v
Do the COC and sample labels match? v
Are the appropriate containers used? |/
Are samples appropriately preserved? \ /
Do VOA vials have Headspace? - .
Are samples received within holding times? v
Pres. # | Preservative ' LIMS ID Standard Preservation Amounts
1 HNO; (1:1) to pH <2 ‘ 0.5mL/250mL; 1.0mL/500mL; 4-5 drops/50mL centrifuge tube
2 | H;80,(18N) to pH <2 foow 0.4mL/250mL; 0.8mL/500mL ; 1.6mL/1000mL '
3 HCI (1:1) to pH <2 : S [ 1.0mLB00mL; 2.0mL/1000mL
4 | HCI(1:1) to pH 2-3 | For TOC: 2-5 drops/250mL
5 NaOH (pellets) to pH >12 ' 4-10 pellets/500mL; 8-20 pellets/1000mL
| Date Time . | Analyst| Sample LIMS ID Bottle ID | Pres. # | Comments
.. Comments:

SALABForms\WPCL Cooler Receipt Form Nov 2013.doc 7 N s
: s R | Page 100f10 |
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